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Change 1 

	Function name
	f_TC_13_1_2a_UTRAN ( )

	Reason for change
	Prose CR R5-166255 added new test step 12A in TC 13.1.2a. This step is not implemented in TTCN, Routing area update complete message is unexpected by TTCN and TC failed.


	Summary of change
	Add step 12A – receive Routing area update complete message.

	TTCN module
	\LTE_IRAT\13\ MultiLayer_Procedures_EU_UTRAN.ttcn

	MCC160 Comment
	


Before change

    //@siclog "Step 10-11" siclog@

    //SMC procedure for PS domain

    f_UTRAN_SS_SecurityDownloadStart(ps_domain, v_RRC_DATA_IND.ttcn_start);

    f_UTRAN_RRC_Security(utran_Cell5, false, ps_domain);

    //@siclog "Step 12" siclog@

    //The SS transmits a ROUTING AREA UPDATE ACCEPT message on Cell 5.

    v_UpdateType := f_UG_RauReq_GetUpdateValueForRauAcc(v_RRC_DATA_IND.msg.routingAreaUpdateRequest);

    v_PLMN := f_U_Asn2Nas_PlmnId(f_UTRAN_CellInfo_GetPLMNIdentity (utran_Cell5));

    v_LAC := f_UTRAN_CellInfo_GetLAC(utran_Cell5);

    v_RAC := f_UTRAN_CellInfo_GetRAC(utran_Cell5);

    U_Dc.send (cas_DataReq_PS(utran_CellDedicated,

                              tsc_RB3,

                              cs_U_RA_UpdAcc3(cs_GMM_UpdateResult (v_UpdateType),

                                              cs_RAI(omit, cs_LAI(omit, v_PLMN, v_LAC), v_RAC),

                                              omit,

                                               cs_MobileIdTMSIorPTMSI('18'O, 'efb1ee97'O), // @sic R5-166255 sic@

                                              v_RRC_DATA_IND.msg.routingAreaUpdateRequest.pDP_ContextStatus))); // @sic R5-133584 sic@

    //@siclog "Step 13-21" siclog@

    //Steps 8 to 16 of the generic test procedure in TS 34.108 subclause 7.2.3.2 are performed on Cell 5

    //(the SS performs a SMC procedure and the CS call is set up).

    f_UTRAN_MO_SpeechCall_Steps6_16(utran_Cell5); //@sic R5s130636, R5s130856 sic@
After change
      //@siclog "Step 10-11" siclog@

    //SMC procedure for PS domain

    f_UTRAN_SS_SecurityDownloadStart(ps_domain, v_RRC_DATA_IND.ttcn_start);

    f_UTRAN_RRC_Security(utran_Cell5, false, ps_domain);

    //@siclog "Step 12" siclog@

    //The SS transmits a ROUTING AREA UPDATE ACCEPT message on Cell 5.

    v_UpdateType := f_UG_RauReq_GetUpdateValueForRauAcc(v_RRC_DATA_IND.msg.routingAreaUpdateRequest);

    v_PLMN := f_U_Asn2Nas_PlmnId(f_UTRAN_CellInfo_GetPLMNIdentity (utran_Cell5));

    v_LAC := f_UTRAN_CellInfo_GetLAC(utran_Cell5);

    v_RAC := f_UTRAN_CellInfo_GetRAC(utran_Cell5);

    U_Dc.send (cas_DataReq_PS(utran_CellDedicated,

                              tsc_RB3,

                              cs_U_RA_UpdAcc3(cs_GMM_UpdateResult (v_UpdateType),

                                              cs_RAI(omit, cs_LAI(omit, v_PLMN, v_LAC), v_RAC),

                                              omit,

                                               cs_MobileIdTMSIorPTMSI('18'O, 'efb1ee97'O), // @sic R5-166255 sic@

                                              v_RRC_DATA_IND.msg.routingAreaUpdateRequest.pDP_ContextStatus))); // @sic R5-133584 sic@

    //Step 12A

    U_Dc.receive(car_PS_UplinkDirectTransfer(utran_CellDedicated, tsc_RB3, cr_U_RAUpdComplete)); 

    //@siclog "Step 13-21" siclog@

    //Steps 8 to 16 of the generic test procedure in TS 34.108 subclause 7.2.3.2 are performed on Cell 5

    //(the SS performs a SMC procedure and the CS call is set up).

    f_UTRAN_MO_SpeechCall_Steps6_16(utran_Cell5); //@sic R5s130636, R5s130856 sic@ 
