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Change 1 
	Function name
	f_TC_10_5_4_EUTRA

	Reason for change
	The TTCN is refers to the wrong USIM configuration table. TTCN is refers Table 10.5.4.3.1-2 but according to the test spec. 36.523-1 it should be Table 10.5.4.3.1–1

	Summary of change
	Update comment for insert USIM function from "36.523-1 Table 10.5.4.3.1-2" to "36.523-1 Table 10.5.4.3.1-1"

	TTCN module
	ESM_A_Testcases.ttcn

	MCC160 Comment
	


Before change

    function f_TC_10_5_4_EUTRA() runs on EUTRA_PTC

  { /* UE requested PDN connectivity not accepted / Network reject with Extended Wait Timer */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);

    // Create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);  /* @sic R5s150338: f_EUTRA_CellConfig_DRB_Common replaced by f_EUTRA_CellConfig_Def sic@ */

    //Equip UE with a USIM containing default values except for those shown in Table 10.5.4.3.1-2
    f_UT_USIM_Insert(UT, "36.523-1 Table 10.5.4.3.1-2");

    f_EUTRA_Preamble (eutra_CellA, STATE2_IDLEUPDATE, -, -, cs_EPS_NwkFtSup_ExtServiceReq); // @sic R5s140153 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_10_5_4_Body();

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED);

  } // function f_TC_10_5_4_EUTRA

 After change

  function f_TC_10_5_4_EUTRA() runs on EUTRA_PTC

  { /* UE requested PDN connectivity not accepted / Network reject with Extended Wait Timer */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);

    // Create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);  /* @sic R5s150338: f_EUTRA_CellConfig_DRB_Common replaced by f_EUTRA_CellConfig_Def sic@ */

    //Equip UE with a USIM containing default values except for those shown in Table 10.5.4.3.1-1
    f_UT_USIM_Insert(UT, "36.523-1 Table 10.5.4.3.1-1");

    f_EUTRA_Preamble (eutra_CellA, STATE2_IDLEUPDATE, -, -, cs_EPS_NwkFtSup_ExtServiceReq); // @sic R5s140153 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_10_5_4_Body();

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED);

  } // function f_TC_10_5_4_EUTRA

