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	Other comments:
	


6.2.4A.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. For the UE maximum output power modified by A-MPR specified in table 6.2.4A.2.4.1-1, the power limits specified in subclause 6.2.5A.2.3 apply.
< Unchanged tables omitted >
Table 6.2.4A.2.4.1-4: Test Configuration Table (network signalled value NS_03/NS_06)
	Initial Conditions

	Test Environment as specified in TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in TS 36.508 [7] subclause 4.3.1 for different CA bandwidth classes
	Low and High range for both PCC and SCC (Note 3)

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest and Highest NRBagg(Note 2)

	Test Parameters for CA Configurations

	Config ID
	CA Configuration / NRB_agg
	DL Allocation
	CC MOD
	UL Allocation

	
	PCC (NS_03)
	SCC (NS_06)
	PCC & SCC RB allocation
	PCC
	SCC
	PCC & SCC RB allocations

	
	NRB
	NRB
	
	
	
	

	1
	15
	25
	N/A for this test
	QPSK
	QPSK
	4
	8

	2
	15
	25
	
	16QAM
	16QAM
	15
	25

	3
	15
	25
	
	16QAM
	QPSK
	15
	8

	4
	25
	15
	
	QPSK
	QPSK
	6
	4

	5
	25
	15
	
	16QAM
	16QAM
	25
	15

	6
	25
	15
	
	16QAM
	QPSK
	25
	4

	7
	25
	25
	
	QPSK
	QPSK
	6
	8

	8
	25
	25
	
	16QAM
	16QAM
	25
	25

	9
	25
	25
	
	16QAM
	QPSK
	25
	8

	10
	25
	50
	
	QPSK
	QPSK
	6
	12

	11
	25
	50
	
	16QAM
	16QAM
	25
	50

	12
	25
	50
	
	16QAM
	QPSK
	25
	12

	13
	50
	50
	
	QPSK
	QPSK
	6
	12

	14
	50
	50
	
	16QAM
	16QAM
	50
	50

	15
	50
	50
	
	16QAM
	QPSK
	50
	12

	16
	100
	50
	
	QPSK
	QPSK
	10
	12

	17
	100
	50
	
	16QAM
	16QAM
	100
	50

	18
	100
	50
	
	16QAM
	QPSK
	100
	12

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration. which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1

Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg . only the first of those is tested. according to the order on the Test Configuration Table list.

Note 3:
For Low range place test point with RBstart=0. For High range place test point with RBstart=RBmax-LCRB+1.


< Unchanged sections omitted >
6.6.2.2A.2.4.1
Initial condition

< Unchanged sections omitted >

Table 6.6.2.2A.2.4.1-3: Test Configuration Table (network signalled value NS_03/NS_06)
	Initial Conditions

	Test Environment as specified in TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in TS 36.508 [7] subclause 4.3.1 for different CA bandwidth classes
	Low and High range for both PCC and SCC (Note 3)

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest and Highest NRBagg(Note 2)

	Test Parameters for CA Configurations

	Config ID
	CA Configuration / NRB_agg
	DL Allocation
	CC MOD
	UL Allocation

	
	PCC (NS_03)
	SCC (NS_06)
	PCC & SCC RB allocation
	PCC
	SCC
	PCC & SCC RB allocations

	
	NRB
	NRB
	
	
	
	

	1
	15
	25
	N/A for this test
	QPSK
	QPSK
	4
	8

	2
	15
	25
	
	16QAM
	16QAM
	15
	25

	3
	15
	25
	
	16QAM
	QPSK
	15
	8

	4
	25
	15
	
	QPSK
	QPSK
	6
	4

	5
	25
	15
	
	16QAM
	16QAM
	25
	15

	6
	25
	15
	
	16QAM
	QPSK
	25
	4

	7
	25
	25
	
	QPSK
	QPSK
	6
	8

	8
	25
	25
	
	16QAM
	16QAM
	25
	25

	9
	25
	25
	
	16QAM
	QPSK
	25
	8

	10
	25
	50
	
	QPSK
	QPSK
	6
	12

	11
	25
	50
	
	16QAM
	16QAM
	25
	50

	12
	25
	50
	
	16QAM
	QPSK
	25
	12

	13
	50
	50
	
	QPSK
	QPSK
	6
	12

	14
	50
	50
	
	16QAM
	16QAM
	50
	50

	15
	50
	50
	
	16QAM
	QPSK
	50
	12

	16
	100
	50
	
	QPSK
	QPSK
	10
	12

	17
	100
	50
	
	16QAM
	16QAM
	100
	50

	18
	100
	50
	
	16QAM
	QPSK
	100
	12

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration. which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-2.

Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg . only the first of those is tested. according to the order on the Test Configuration Table list.

Note 3:
For Low range place test point with RBstart=0. For High range place test point with RBstart=RBmax-LCRB+1.


< End of changes >
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