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---- start of changed section ------
Table 6.6.5.4.5-6: Medium Range BS operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth, Pmax,c,cell  31 dBm
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	basic limit (Note 1, 2)
	Measurement bandwidth (Note 5)

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-29 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-29 dBm (Note 6)
	100 kHz

	NOTE 1:	For a TAB connector supporting non-contiguous spectrum operation within any operating band the basic limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the basic limit within sub-block gaps shall be -29dBm/100kHz.
NOTE 2:	For a multi-band TAB connector with Inter RF Bandwidth gap < 20MHz the basic limit within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or Base Station RF Bandwidth on each side of the Inter RF Bandwidth gap.



[bookmark: _Toc463190511]6.6.5.4.6	Void. Basic limits for Local Area and Medium Range BS in Band 46 (Category A and B)
For Local Area and Medium Range BS operating in Band 46, basic limits are specified in Tables 6.6.5.4.6-1.
Table 6.6.5.4.6-1: Local Area and Medium Range BS operating band unwanted emission limits in Band 46 for 20MHz channel bandwidth
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	basic limit (Note 1)
	Measurement bandwidth (Note 5)

	0 MHz  f < 1 MHz
	0.05 MHz  f_offset < 1.05 MHz
	

	100 kHz 

	1 MHz  f < min(10 MHz, fmax)
	1.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	

	100 kHz 

	10 MHz  f < min(20 MHz, fmax)
	10.05 MHz  f_offset < min(20.05 MHz, f_offsetmax)
	

	100 kHz 

	20 MHz  f < min(170 MHz, fmax)
	20.05 MHz  f_offset < min(170.05 MHz, f_offsetmax)
	Pmax,c,cell – 10*log10(NTXU,countedpercell)  - 62.6dB
	100 kHz

	170 MHz  f < min(206 MHz, fmax)
	170.05 MHz  f_offset < min(206.05 MHz, f_offsetmax)
	Pmax,c,cell – 10*log10(NTXU,countedpercell)  - 64.6dB
	100 kHz 

	206 MHz  f  fmax
	206.05 MHz  f_offset < f_offsetmax
	Pmax,c,cell – 10*log10(NTXU,countedpercell)  - 69.6dB
	100 kHz

	NOTE 1:  For a TAB connector supporting non-contiguous spectrum operation within any operating band, the basic limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 20 MHz from both adjacent sub blocks on each side of the sub-block gap, where the basic limit within sub-block gaps shall be (Pmax,c,cell – 10*log10(NTXU,countedpercell)  - 62.6dB)/100kHz.



[bookmark: _Toc463190512]6.6.5.4.7	Additional requirements
The E-UTRA operating band unwanted emission basic limits for additional requirements are the same as the basic limit s specified in 3GPP TS 36.104 [11], subclause 6.6.3.3.
[bookmark: _Toc463190513]6.6.6	Spurious emission
[bookmark: _Toc463190514]6.6.6.1	General
The transmitter spurious emission limits apply from 9 kHz to 12.75 GHz, excluding the frequency range from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band. For some operating bands the upper frequency limit is higher than 12.75 GHz. In some exceptional cases, requirements apply also closer than 10 MHz from the downlink operating band; these cases are highlighted in the requirement tables. For operating bands supported by multi-band TAB connectors exclusion bands apply to each supported band.


---- end of changed section ------
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