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<Changes Beginning>
7.6.1A.3
In-band blocking for CA (inter-band DL CA without UL CA) 



7.6.1A.3.1
Test Purpose
In-band blocking is defined for an unwanted interfering signal falling into the range from 15MHz below (60 MHz for band 46) to 15MHz above (60 MHz for band 46) the UE receive band, at which the relative throughput shall meet or exceed the requirement for the specified measurement channels.
<Unchanged Text Skipped>
F.1.3
Measurement of receiver

Table F.1.3-1: Maximum Test System Uncertainty for receiver tests

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	7.3 Reference sensitivity power level
	Downlink power ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	<Unchanged Lines Skipped>

	7.6.1 In-band blocking
	Blocking ±1.4 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	Overall blocking uncertainty can have these contributions:

1. Wanted signal level error

2. Interferer signal level error

3. Interferer ACLR

4. Interferer broadband noise

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The Interferer ACLR or Broadband noise effect is systematic, and is added arithmetically.
Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + ACLR effect + Broadband noise effect.

In-band blocking, using modulated interferer:

f ≤ 3.0GHz

Wanted signal level ± 0.7dB

Interferer signal level:

± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal level ± 1.0dB

Interferer signal level ± 1.0dB

f ≤ 4.2GHz

Interferer ACLR 0.4dB

Broadband noise not applicable

	7.6.1_1 In-band blocking with 4 Rx antenna ports
	Same as 7.6.1
	Same as 7.6.1

	7.6.1A.1 In-band blocking for CA (intra band contiguous DL CA and UL CA)
	Same as 7.6.1 for each CC
	Same as 7.6.1

The wanted signal level uncertainty applies for each CC.

Overall blocking uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.6.1A.2 In-band blocking for CA (intra band contiguous DL CA without UL CA)
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	7.6.1A.3 In-band blocking for CA (inter band DL CA without UL CA)
	Blocking ±1.4 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
±2.5 dB, 4.2GHz < f ≤ 6.0GHz
Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	Overall blocking uncertainty can have these contributions:

1. Wanted signal level error

2. Interferer signal level error

3. Interferer ACLR

4. Interferer broadband noise

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The Interferer ACLR or Broadband noise effect is systematic, and is added arithmetically.
Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + ACLR effect + Broadband noise effect.

In-band blocking, using modulated interferer:

f ≤ 3.0GHz

Wanted signal level ± 0.7dB

Interferer signal level:

± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal level ± 1.0dB

Interferer signal level ± 1.0dB
4.2GHz < f ≤ 6.0GHz

Wanted signal level ± 1.5dB

Interferer signal level ± 1.5dB
f ≤ 6.0GHz

Interferer ACLR 0.4dB

Broadband noise not applicable

	7.6.1A.4 In-band blocking for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	7.6.1A.5 In-band blocking for 3DL CA
	Same as 7.6.1A.1
	Same as 7.6.1A.1

	<Unchanged Lines Skipped>

	7.9 Spurious emissions
	30MHz ≤ f ≤ 4.0GHz: ± 2.0 dB

4 GHz < f ≤ 19 GHz: ± 4.0 dB
	

	7.9_1 Spurious emissions with 4 Rx antenna ports
	Same as 7.9
	

	7.9A Spurious emissions for CA
	30MHz ≤ f ≤ 4.0GHz: ± 2.0 dB

4 GHz < f ≤ 12.75 GHz: ± 4.0 dB
	

	7.9E Spurious emissions for UE category 0
	Same as 7.9
	

	Note 1:
Unless otherwise noted, only the Test System stimulus error is considered here. The effect of errors in the throughput measurements due to finite test duration is not considered.


<End of Changes >
