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3
Definitions, symbols and abbreviations

Table 5.6A.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (two bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A
	CA_1A-3A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3C
	CA_1A-3A, CA_3C
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_1A-5A
	CA_1A-5A
	1
	
	
	
	Yes
	
	
	20
	0

	
	
	5
	
	
	
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-7A
	CA_1A-7A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-7A-7A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 3 in Table 5.6A.1-3
	
	

	CA_1A-7C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1A-8A
	CA_1A-8A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_1A-11A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-18A
	CA_1A-18A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	18
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-19A
	CA_1A-19A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-20A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-21A
	CA_1A-21A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-26A
	CA_1A-26A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-28A
	CA_1A-28A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-38A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-40A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-40C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60

	0


	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1A-41A8
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-41C8
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1A-42A
	CA_1A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-42C
	CA_1A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_1A-46A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	46
	
	
	
	Yes
	
	Yes
	
	

	CA_1A-46C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1A-46D
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	1

	
	
	46
	See CA_46D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_1A-46E
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	1

	
	
	46
	See CA_46E Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1C-3A
	-
	1
	See CA_1C Bandwidth combination set 1 in Table 5.6A.1-1
	60
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-4A
	CA_2A-4A
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	4
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	2

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-2A-4A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-4A-4A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-4A-4A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-5A
	CA_2A-5A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-5A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-5A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-5B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2C-5B
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	60
	0

	
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-7A
	CA_2A-7A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-7A-7A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See the CA_7A-7A Bandwidth combination set 1 in Table 5.6A.1-3
	
	

	CA_2A-7C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See the CA_7C Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_2A-12A
	CA_2A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	2

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-12A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-12A-12A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	See CA_12A-12A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-12A-12A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	See CA_12A-12A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-12B
	CA_2A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-2A-12B
	-
	2
	See CA_2A-2A Bandwidth combination set 0 in Table 5.6A.1-3
	55
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2C-12A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-13A
	CA_2A-13A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-2A-13A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-17A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-28A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-29A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-29A
	-
	2
	See CA_2C Bandwidth Combination Set 0 in table 5.6A.1-1
	50
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-30A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in table 5.6A.1-3
	50
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-30A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-46A
	CA_2A-46A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_2A-46A-46C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46A-46C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-46C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-46D
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-46A-46A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46A-46A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_2A-46A-46D
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46A-46D Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-66A
	-
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes 
	40
	0

	
	
	66
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	2
	 
	 
	Yes
	Yes
	 
	 
	20
	1

	
	
	66
	 
	 
	Yes
	Yes
	 
	 
	
	

	
	
	2
	 
	 
	Yes
	Yes
	Yes
	Yes
	40
	2

	
	
	66
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-66B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	66
	See CA_66B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-66C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-66D
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-2A-66A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-2A-66A-66A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-66A-66B
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	See CA_66A-66B Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-66A-66C
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	100
	0

	
	
	66
	See CA_66A-66C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-66A-66A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-66A-66B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66A-66B Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_2A-66A-66C
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	66
	See CA_66A-66C Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-66B
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_2A-2A-66C
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_2A-2A-66D
	
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	100
	0

	
	
	66
	See CA_66D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_3A-5A
	CA_3A-5A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	
	Yes
	
	
	20
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	3

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	3
	
	Yes
	Yes
	Yes
	
	
	20
	4

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_3C-5A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-7A
	CA_3A-7A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-3A-7A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 1 in Table 5.6A.1-3
	50
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-3A-7A-7A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in table 5.6A.1-3
	80
	0

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 1 in table 5.6A.1-3
	
	

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 1 in table 5.6A.1-3
	60
	1

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 2 in table 5.6A.1-3
	
	

	CA_3A-7A-7A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7A-7A Bandwidth combination set 1 in table 5.6A.1-3
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	50
	1

	
	
	7
	See CA_7A-7A Bandwidth combination set 2 in table 5.6A.1-3
	
	

	CA_3A-7B
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	See CA_7B bandwidth combination set 0 in table 5.6A.1-1
	
	

	CA_3A-7C
	CA_3A-7A

CA_7C
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7C Bandwidth combination set 1 in table 5.6A.1-1
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	7
	See CA_7C Bandwidth combination set 2 in table 5.6A.1-1
	
	

	CA_3C-7A
	CA_3A-7A

CA_3C
	3
	See CA_3C Bandwidth Combination Set 0 in table 5.6A.1-1
	60
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-7C
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	
	
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	1

	
	
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-8A
	CA_3A-8A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	
	Yes
	
	
	20
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	3

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-3A-8A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in table 5.6A.1-3
	50


	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 1 in table 5.6A.1-3
	40
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_3C-8A
	CA_3A-8A, CA_3C
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	50
	0

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_3A-11A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-19A
	CA_3A-19A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-20A
	CA_3A-20A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-3A-20A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-20A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-21A
	CA_3A-21A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-26A
	CA_3A-26A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	3
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-27A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	27
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-28A
	CA_3A-28A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-28A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-31A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	25
	0

	
	
	31
	
	Yes
	Yes
	
	
	
	
	

	CA_3A-32A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-38A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-40A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	3
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-40A-40A
	-
	3
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	40
	See CA_40A-40A Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-40C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3C-40A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-40C
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-41A
	CA_3A-41A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-41C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-41D
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3C-41A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-41C
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3C-41D
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	
	
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-42A
	CA_3A-42A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-42C
	CA_3A-42A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-46A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	46
	
	
	
	Yes
	
	Yes
	
	

	CA_3A-46C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	-
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-46D
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	80
	1

	
	
	46
	See CA_46D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_3A-46E
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	100
	1

	
	
	46
	See CA_46E Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-69A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	69
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-5A
	CA_4A-5A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-5A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in table 5.6A.1-3
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-5B
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-4A-5B
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-7A
	CA_4A-7A
	4
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-4A-7A
	-
	4
	
	
	Yes
	Yes
	
	
	40
	0

	
	
	4
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-7A-7A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See the CA_7A-7A Bandwidth combination set 1 in Table 5.6A.1-3
	
	

	CA_4A-7C
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_4A-12A
	CA_4A-12A
	4
	Yes
	Yes
	Yes
	Yes
	
	
	20
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	3

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	4

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	
	20
	5

	
	
	12
	
	
	Yes
	
	
	
	
	

	CA_4A-4A-12A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-12A-12A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	See CA_12A-12A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_4A-4A-12A-12A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	See CA_12A-12A Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-4A-12B
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	55
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-12B
	CA_4A-12A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-13A
	CA_4A-13A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-4A-13A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-17A
	CA_4A-17A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-27A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	27
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_4A-28A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-29A
	-
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-29A
	-
	4
	See CA_4A-4A Bandwidth combination set 0 in Table 5.6A.1-3
	50
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-30A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-30A
	-
	4
	See CA_4A-4A Bandwidth combination set 0 in Table 5.6A.1-3
	50
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-46A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_4A-46A-46A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46A-46A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_4A-46A-46C
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46A-46C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_4A-46C
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-46D
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_4A-46A-46D
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46A-46D Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-7A
	CA_5A-7A
	5
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	30
	1

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_5A-7A-7A
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 3 in Table 5.6A.1-3
	
	

	CA_5A-7C
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_5A-12A
	CA_5A-12A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-12A-12A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	12
	See CA_12A-12A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_5A-12B
	-
	5
	
	
	Yes
	Yes
	
	
	25
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_5A-13A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_5A-17A
	CA_5A-17A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-25A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-29A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-30A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_5B-30A
	-
	5
	See CA_5B Bandwidth combination set 0 in Table 5.6A.1-1
	30
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-38A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-40A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	30
	1

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-40A-40A
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	40
	See CA_40A-40A Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_5A-40C
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	50
	1

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_5A-46A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_5A-46C
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	-
	5
	
	
	Yes
	Yes
	
	
	50
	1

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_5A-46D
	-
	5
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	70
	1

	
	
	46
	See CA_46D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_5A-46E
	-
	5
	
	
	Yes
	Yes
	
	
	90
	0

	
	
	46
	See CA_46E of Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	90
	1

	
	
	46
	See CA_46E of Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_5A-66A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-5A-66A
	-
	5
	See CA_5A-5A Bandwidth combination set 0 in Table 5.6A.1-3
	40
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-5A-66A-66A
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	See CA_66A-66A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-5A-66A-66B
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	See CA_66A-66B Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-5A-66A-66C
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	See CA_66A-66C Bandwidth Combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-5A-66B
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	40
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5A-5A-66C
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5A-5A-66D
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	See CA_66D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5A-66A-66A
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-66A-66C
	-
	5
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	66
	See CA_66A-66C Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-66B
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5A-66C
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5A-66D
	
	5
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	66
	See CA_66D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5B-66A
	-
	5
	See CA_5B Bandwidth combination set 0 in Table 5.6A.1-1
	40
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5B-66A-66A
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_5A-66A-66B
	
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66B Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5B-66A-66B
	-
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	66
	See CA_66A-66B Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_5B-66A-66C
	-
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	66
	See CA_66A-66C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_5B-66B
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	40
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5B-66C
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_7A-8A
	CA_7A-8A
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	30
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-7A-8A
	-
	7
	See CA_7A-7A Bandwidth Combination Set 1 in Table 5.6A.1-3
	50
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 2 in Table 5.6A.1-3
	40
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-12A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-20A
	CA_7A-20A
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	40
	1

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-22A
	-
	7
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	22
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-28A
	CA_7A-28A
	7
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7B-28A
	-
	7
	See CA_7B bandwidth combination set 0 in table 5.6A.1-1
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7C-28A
	CA_7A-28A

CA_7C
	7
	See CA_7C bandwidth combination set 2 in table 5.6A.1-1
	60
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-40A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-40C
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_7A-42A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-42A-42A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42A-42A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_7A-46A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	46
	
	
	
	Yes
	
	Yes
	
	

	CA_7A-46C
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_7A-46D
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	80
	1

	
	
	46
	See CA_46D Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_7A-46E
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8A-11A
	-
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-20A
	-
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	20
	1

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-28A
	-
	8
	
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-39A
	CA_8A-39A
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	39
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-39C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	45
	0

	
	
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8B-39A
	-
	8
	See CA_8B Bandwidth Combination Set 0 in Table 5.6A.1-1
	40
	0

	
	
	39
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8B-39C
	-
	8
	See CA_8B Bandwidth Combination Set 0 in Table 5.6A.1-1
	55
	0

	
	
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8A-40A
	-
	8
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	-
	8
	
	Yes
	Yes
	Yes
	
	
	30
	1

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-41A
	CA_8A-41A
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	41
	
	
	
	Yes
	
	Yes
	
	

	
	
	8
	
	
	Yes
	Yes
	
	
	30
	1

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-41C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	50
	0

	
	
	41
	See CA_41C bandwidth combination set 3 in table 5.6A.1-1
	
	

	CA_8A-41D
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	70
	0

	
	
	41
	See CA_41D bandwidth combination set 0 in table 5.6A.1-1
	
	

	CA_8B-41A
	-
	8
	See CA_8B Bandwidth combination set 0 in Table 5.6A.1-1
	40
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_8B-41C
	-
	8
	See CA_8B bandwidth combination set 0 in table 5.6A.1-1
	60
	0

	
	
	41
	See CA_41C bandwidth combination set 3 in table 5.6A.1-1
	
	

	CA_8B-41D
	-
	8
	See CA_8B bandwidth combination set 0 in table 5.6A.1-1
	80
	0

	
	
	41
	See CA_41D bandwidth combination set 0 in table 5.6A.1-1
	
	

	CA_8A-42A
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-42C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	50
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8A-46A
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_8A-46C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	50
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8A-46D
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	70
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8A-46E
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	90
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8B-46A
	-
	8
	See CA_8B Bandwidth Combination Set 0 in Table 5.6A.1-1
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_8B-46C
	-
	8
	See CA_8B bandwidth combination set 0 in table 5.6A.1-1
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8B-46D
	-
	8
	See CA_8B Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_11A-18A
	-
	11
	
	
	Yes
	Yes
	
	
	25
	0

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_11A-28A
	-
	11
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_11A-41A
	-
	11
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_11A-41C
	-
	11
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	41
	See CA_41C bandwidth combination set 0 in table 5.6A.1-1
	
	

	CA_11A-42A
	-
	11
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_11A-42C
	-
	11
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_11A-46A
	-
	11
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_11A-46C
	-
	11
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_11A-46D
	-
	11
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_11A-46E
	-
	11
	
	
	Yes
	Yes
	
	
	90
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_12A-25A
	-
	12
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_12A-30A
	-
	12
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_12A-66A
	-
	12
	 
	 
	Yes
	Yes
	 
	 
	20
	0

	
	
	66
	Yes
	Yes
	Yes
	Yes
	 
	 
	
	

	
	
	12
	 
	 
	Yes
	Yes
	 
	 
	30
	1

	
	
	66
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	 
	Yes
	Yes
	Yes
	 
	 
	30
	2

	
	
	66
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	 
	 
	Yes
	Yes
	 
	 
	20
	3

	
	
	66
	 
	 
	Yes
	Yes
	 
	 
	
	

	
	
	12
	 
	 
	Yes
	Yes
	 
	 
	30
	4

	
	
	66
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	 
	 
	Yes
	 
	 
	 
	20
	5

	
	
	66
	 
	 
	Yes
	Yes
	Yes
	 
	
	

	CA_12A-66A-66A
	-
	12
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_12A-66C
	-
	12
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_12B-66A
	-
	12
	See CA_12B bandwidth combination set 0 in table 5.6A.1-1
	35
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_13A-46A
	-
	13
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_13A-46C
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_13A-46D
	-
	13
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_13A-46E
	-
	13
	
	
	Yes
	Yes
	
	
	90
	0

	
	
	46
	See CA_46E Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_13A-66A
	-
	13
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_13A-66A-66A
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_13A-66A-66B
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66B Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_13A-66A-66C
	-
	13
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	66
	See CA_66A-66C Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_13A-66B
	-
	13
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_13A-66C
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_13A-66D
	-
	13
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	66
	See CA_66D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_18A-28A
	CA_18A-28A
	18
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-21A
	CA_19A-21A
	19
	
	
	Yes
	Yes
	Yes
	
	30
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_19A-28A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-42A
	CA_19A-42A
	19
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_19A-42C
	CA_19A-42A
	19
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_19A-46A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_19A-46C
	-
	19
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_19A-46D
	-
	19
	
	
	Yes
	Yes
	Yes
	
	75
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_19A-46E
	-
	19
	
	
	Yes
	Yes
	Yes
	
	95
	0

	
	
	46
	See CA_42E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_20A-28A7
	-
	20
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-31A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	25
	0

	
	
	31
	
	Yes
	Yes
	
	
	
	
	

	CA_20A-32A
	-
	20
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-38A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-40A
	-
	20
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_20A-42A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-42A-42A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42A-42A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_20A-67A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	67
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_21A-28A
	CA_21A-28A
	21
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_21A-42A
	CA_21A-42A
	21
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_21A-42C
	CA_21A-42A
	21
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_21A-46A
	-
	21
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_21A-46C
	-
	21
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	46
	See CA_46 Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_21A-46D
	-
	21
	
	
	Yes
	Yes
	Yes
	
	75
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_21A-46E
	-
	21
	
	
	Yes
	Yes
	Yes
	
	95
	0

	
	
	46
	See CA_42E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_23A-29A
	-
	23
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	23
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_25A-26A
	-
	25
	
	Yes
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	25
	
	Yes
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	25
	
	
	Yes
	Yes
	
	
	20
	2

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_25A-41A8
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_25A-41C8
	CA_41C
	25
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_25A-41D8
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_26A-41A
	-
	26
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_26A-41C
	-
	26
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_26A-46A
	-
	26
	
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_28A-40A
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_28A-40C
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination set 1 in Table 5.6A.1-1
	
	

	CA_28A-40D
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	40
	See CA_40D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_28A-41A
	-
	28
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_28A-41C
	
	28
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	41
	See CA_41C Bandwidth Combination set 0 in Table 5.6A.1-1
	
	

	CA_28A-42A
	CA_28A-42A
	28
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_28A-42C
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_28A-46A
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	Yes
	
	Yes
	
	

	CA_28A-46C
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination set 1 in Table 5.6A.1-1
	
	

	CA_28A-46D
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_28A-46E
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination set 1 in Table 5.6A.1-1
	
	

	CA_29A-30A
	-
	29
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_29A-66A
	-
	29
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_29A-66C
	
	29
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66C Bandwidth Combination set 0 in Table 5.6A.1-1
	
	

	CA_29A-66A-66A
	
	29
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination set 0 in Table 5.6A.1-3
	
	

	CA_30A-66A
	-
	30
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_30A-66A-66A
	
	30
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination set 0 in Table 5.6A.1-3
	
	

	CA_38A-40A
	-
	38
	
	
	
	Yes
	
	Yes
	40
	0

	
	
	40
	
	
	
	Yes
	
	Yes
	
	

	CA_38A-40A-40A
	-
	38
	
	
	
	Yes
	
	Yes
	60
	0

	
	
	40
	See CA_40A-40A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_38A-40C
	-
	38
	
	
	
	Yes
	
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_39A-41A
	CA_39A-41A
	39
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39A-41C
	CA_41C

CA_39A-41A
CA_39A-41C
	39
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39A-41D
	CA_41C

CA_39A-41A
	39
	
	
	
	Yes
	Yes
	Yes
	80
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39C-41A
	CA_39C

CA_39A-41A
CA_39C-41A
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	55
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39C-41C
	CA_39C

CA_41C

CA_39A-41A
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	75
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39C-41D
	-
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	95
	0

	
	
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_39A-46A
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_39A-46C
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_39A-46D
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See the CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_39A-46E
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_39C-46A
	-
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	55
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_39C-46C
	-
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	75
	0

	
	
	46
	See the CA_46C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_39C-46D
	-
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_40A-41A
	-
	40
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_40A-42A
	-
	40
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_40A-42C
	-
	40
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_40C-42C
	-
	40
	See CA_40C Bandwidth combination set 1 in Table 5.6A.1-1
	80
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_40A-46A
	-
	40
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_40A-46C
	-
	40
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_40A-46D
	-
	40
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	80
	1

	
	
	46
	See CA_46D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_40A-46E
	-
	40
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	100
	1

	
	
	46
	See CA_46E Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_40C-42A
	-
	40
	See CA_40C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_40C-46A
	-
	40
	See CA_40C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_40C-46C
	-
	40
	See CA_40C Bandwidth combination set 0 in Table 5.6A.1-1
	80
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_40C-46D
	-
	40
	See CA_40C Bandwidth combination set 0 in Table 5.6A.1-1
	100
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_40D-46A
	-
	40
	See CA_40D Bandwidth combination set 0 in Table 5.6A.1-1
	80
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_40D-46C
	-
	40
	See CA_40D Bandwidth combination set 0 in Table 5.6A.1-1
	100
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_41A-42A
	CA_41A-42A
	41
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_41A-42C
	CA_41A-42A
	41
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_41A-42D
	-
	41
	
	
	
	Yes
	Yes
	Yes
	80
	0

	
	
	42
	See CA_42D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_41C-42A
	CA_41A-42A
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_41C-42C
	CA_41A-42A
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_41C-42D
	-
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	
	
	42
	See CA_42D Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_41D-42A
	-
	41
	See CA_41D Bandwidth combination set 0 in Table 5.6A.1-1
	80
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_41D-42C
	-
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_41A-46A
	-
	41
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_42A-46A
	-
	42
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_46A-46A-66A
	-
	46
	See CA_46A-46A Bandwidth combination set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46A-46C-66A
	-
	46
	See CA_46A-46C Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46A-46D-66A
	-
	46
	See CA_46A-46D Bandwidth Combination Set 0 in Table 5.6A.1-3
	100
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46C-66A
	-
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46A-66A
	-
	46
	
	
	
	
	
	Yes
	40
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46D-66A
	-
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	80
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46E-66A
	-
	46
	See CA_46E Bandwidth combination set 0 in Table 5.6A.1-1
	100
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 4:
Uplink CA configurations are the configurations supported by the present release of specifications.

NOTE 5: 
For TDD inter-band Carrier Aggregtion only non-simultaneous Rx/Tx uplink CA configurations can be supported by UE supporting corresponding DL CA configuration without simultaneous Rx/Tx.

NOTE 6: 
Void
NOTE 7:
Power imbalance between downlink carriers on Band 20 and Band 28 is assumed to be within [6dB].
NOTE 8:
For the corresponding CA configuration, UE may not support Pcell transmissions in this E-UTRA band


< text omitted > 

6.2.2A
UE maximum output power for CA

The following UE Power Classes define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth.

The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms).

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the requirements in subclause 6.2.2 apply. For inter-band carrier aggregation with uplink assigned to one E-UTRA band in Band 41, the requirements for power class 2 are not applicable and the corresponding requirements for a power class 3 UE shall apply.
For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector. The maximum output power is specified in Table 6.2.2A-0.
For E-UTRA CA bands including an uplink LAA Scell in Band 46, the UE shall meet the following additional requirements for transmission within the frequency ranges 5150-5350 MHz and 5470-5725 MHz:
-
a maximum mean power density of 10 dBm in any 1 MHz band when the network signaling value NS_28 or NS_29 is indicated in the LAA Scell;

-
a maximum mean power density of 11 dBm in any 1 MHz band when the network signaling value NS_30 is indicated in the LAA Scell;
the following additional requirements for transmission within the frequency range 5150-5250 MHz:
-
a maximum mean power density of 4 dBm in any 1 MHz band when the network signaling value NS_31 is indicated in the LAA Scell;
the following additional requirements for transmission within the frequency ranges 5250-5350 MHz, 5470-5725 MHz and 5725-5850 MHz:
-
a maximum mean power density of 10 dBm in any 1 MHz band when the network signaling value NS_31 is indicated in the LAA Scell;
where the said network signaling values are specified in clause 6.2.4.
Table 6.2.2A-0: UE Power Class for uplink interband CA (two bands)
	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_1A-3A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-5A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-7A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-8A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-18A
	
	
	
	
	23
	+2/-35
	
	

	CA_1A-19A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-21A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-26A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-28A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-42A
	
	
	
	
	23
	+2/-3
	
	

	CA_2A-4A
	
	
	
	
	23
	 +2/-32
	
	

	CA_2A-5A
	
	
	
	
	23
	 +2/-32
	
	

	CA_2A-7A
	
	
	
	
	23
	+2/-32
	
	

	CA_2A-12A
	
	
	
	
	23
	 +2/-32
	
	

	CA_2A-13A
	
	
	
	
	23
	 +2/-32
	
	

	CA_2A-46A
	
	
	
	
	23
	+2/-3
	
	

	CA_3A-5A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-7A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-8A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-19A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-20A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-21A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-26A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-28A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-42A
	
	
	
	
	23
	 +2/-32
	
	

	CA_4A-5A
	
	
	
	
	23
	+2/-3
	
	

	CA_4A-7A
	
	
	
	
	23
	 +2/-32
	
	

	CA_4A-12A
	
	
	
	
	23
	 +2/-32
	
	

	CA_4A-13A
	
	
	
	
	23
	 +2/-3
	
	

	CA_4A-17A
	
	
	
	
	23
	+2/-3
	
	

	CA_5A-7A
	
	
	
	
	23
	+2/-32
	
	

	CA_5A-12A
	
	
	
	
	23
	 +2/-32
	
	

	CA_5A-17A
	
	
	
	
	23
	+2/-3
	
	

	CA_7A-8A
	
	
	
	
	23
	 +2/-32
	
	

	CA_7A-20A
	
	
	
	
	23
	 +2/-32
	
	

	CA_7A-28A
	
	
	
	
	23
	+2/-32
	
	

	CA_8A-39A
	
	
	
	
	23
	+2/-32
	
	

	CA_8A-41A
	
	
	
	
	23
	+2/-32
	
	

	CA_18A-28A
	
	
	
	
	23
	+2/-3
	
	

	CA_19A-21A
	
	
	
	
	23
	+2/-3
	
	

	CA_19A-42A
	
	
	
	
	23
	+2/-3
	
	

	CA_21A-28A
	
	
	
	
	23
	+2/-3
	
	

	CA_21A-42A
	
	
	
	
	23
	+2/-3
	
	

	CA_28A-42A
	
	
	
	
	23
	+2/-3
	
	

	CA 39A-41A
	
	
	
	
	23
	+2/-32
	
	

	CA_39A-41C
	
	
	
	
	23
	+2/-32
	
	

	CA_39C-41A
	
	
	
	
	23
	+2/-32
	
	

	CA_41A-42A
	
	
	
	
	23
	 +2/-32
	
	

	NOTE 1:
Void

NOTE 2:
2 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 4: 
For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).

NOTE 5:
For a UE that supports both Band 18 and Band 26, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB for transmission bandwidths confined within 815 MHz and 818 MHz.


For uplink intra-band contiguous carrier aggregation the maximum output power is specified in Table 6.2.2A-1. For downlink intra-band contiguous carrier aggregation with a single uplink component carrier configured in the E-UTRA band, the maximum output power is specified in Table 6.2.2-1.
Table 6.2.2A-1: CA UE Power Class for intraband contiguous CA

	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_1C
	
	
	
	
	23
	+2/-2
	
	

	CA_3C
	
	
	
	
	23
	+2/-22
	
	

	CA_7C
	
	
	
	
	23
	+2/-22
	
	

	CA_8B
	
	
	
	
	23
	+2/-22
	
	

	CA_38C
	
	
	
	
	23
	+2/-2
	
	

	CA_39C
	
	
	
	
	23
	+2/-2
	
	

	CA_40C
	
	
	
	
	23
	+2/-2
	
	

	CA_41C
	
	
	
	
	23
	+2/-22
	
	

	CA_42C
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:
Void

NOTE 2:
If all transmitted resource blocks (Figure 5.6A-1) over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 4: 
For intra-band contiguous carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).


For intra-band non-contiguous carrier aggregation with one uplink carrier on the PCC, the requirements in subclause 6.2.2 apply. For intra-band non-contiguous carrier aggregation with two uplink carriers the maximum output power is specified in Table 6.2.2A-2.

Table 6.2.2A-2: UE Power Class for intraband non-contiguous CA

	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_4A-4A
	
	
	
	
	23
	+2/-2
	
	

	NOTE 1:
For transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 2:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 3: 
For intra-band non-contiguous carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).


6.2.2B
UE maximum output power for UL-MIMO
< text omitted >
6.2.3
UE maximum output power for modulation / channel bandwidth 

For UE Power Class 1, 2 and 3, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2-1due to higher order modulation and transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3-1.
Table 6.2.3-1: Maximum Power Reduction (MPR) for Power Class 1, 2 and 3

	Modulation
	Channel bandwidth / Transmission bandwidth (NRB)
	MPR (dB)

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	QPSK
	> 5 
	> 4 
	> 8 
	> 12
	> 16
	> 18
	≤ 1

	16 QAM
	≤ 5 
	≤ 4
	≤ 8
	≤ 12
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 5 
	> 4
	> 8
	> 12
	> 16
	> 18
	≤ 2

	64 QAM
	≤ 5 
	≤ 4
	≤ 8
	≤ 12
	≤ 16
	≤ 18
	≤ 2

	64 QAM
	> 5 
	> 4
	> 8
	> 12
	> 16
	> 18
	≤ 3


For PRACH, PUCCH and SRS transmissions, the allowed MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth. 

For each subframe, the MPR is evaluated per slot and given by the maximum value taken over the transmission(s) within the slot; the maximum MPR over the two slots is then applied for the entire subframe.

For UE Power Class 1 and 3 transmissions with non-contiguous resource allocation in single component carrier, the allowed Maximum Power Reduction (MPR) for the maximum output power in table 6.2.2-1, is specified as follows

MPR = CEIL {MA, 0.5}

Where MA is defined as follows

MA =
8.00-10.12A

; 0.00< A ≤ 0.33

5.67 - 3.07A

; 0.33< A ≤0.77
3.31



; 0.77< A ≤1.00

Where


A = NRB_alloc / NRB.


CEIL{MA, 0.5} means rounding upwards to closest 0.5dB, i.e. MPR ( [3.0, 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0 7.5 8.0]

The allowed MPR for transmission on an Scell in Band 46 within a component carrier of a nominal channel bandwidth of 10 MHz or 20 MHz is in accordance with 6.2.3-1 for L = 5 (10 MHz) and L = 10 (20 MHz) with L defined in Clause 8.1.4 of [6]. For all other possible values of the RIV defined in Clause 8.1.4 of [6] the allowed MPR is 2.5 dB for QPSK modulation, 3 dB for 16QAM modulation and 4 dB for 64QAM modulation (256QAM is FFS). 
For a power class 2 capable UE operating on Band 41, when an IE P-max as defined in [7] of 23 dBm or lower is indicated in the cell or if the uplink/downlink configuration is 0 or 6, the requirements for power class 2 are not applicable, and the corresponding requirements for a power class 3 UE shall apply
For UE Power Class 2 transmissions with non-contiguous resource allocation in single component carrier, the allowed Maximum Power Reduction (MPR) for the maximum output power is not specified in this version of the specification.
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5 apply.

6.2.3A
UE Maximum Output power for modulation / channel bandwidth for CA
< text omitted >

6.2.4
UE maximum output power with additional requirements

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the output power as specified in Table 6.2.2-1. Unless stated otherwise, an A-MPR of 0 dB shall be used. 

For UE Power Class 1, 2 and 3 the specific requirements and identified subclauses are specified in Table 6.2.4-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4.-1 to 6.2.4-15 are in addition to the allowed MPR requirements specified in subclause 6.2.3.

Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR)

	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	6.6.2.1.1
	Table 5.5-1
	1.4, 3, 5, 10, 15, 20
	Table 5.6-1
	N/A

	NS_03
	6.6.2.2.1
	2, 4,10, 23, 25, 35, 36, 66, 70
	3
	>5 
	≤ 1

	
	
	
	5
	>6
	≤ 1

	
	
	
	10
	>6
	≤ 1

	
	
	
	15
	>8
	≤ 1

	
	
	
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.2, 6.6.3.3.19
	41
	5, 10, 15, 20
	Table 6.2.4-4, Table 6.2.4-4a

	NS_05
	6.6.3.3.1
	1
	10,15,20
	≥ 50 (NOTE1)
	≤ 1 (NOTE1)

	
	
	
	15, 20
	Table 6.2.4-18 (NOTE2)

	
	
	65 (NOTE 3)
	10,15,20
	≥ 50
	≤ 1 (NOTE 1)

	
	
	
	15,20
	Table 6.2.4-18 (NOTE 2)

	NS_06
	6.6.2.2.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	Table 5.6-1
	N/A

	NS_07
	6.6.2.2.3

6.6.3.3.2
	13
	10
	Table 6.2.4-2

	NS_08
	6.6.3.3.3
	19
	10, 15
	> 44
	≤ 3

	NS_09
	6.6.3.3.4
	21
	10, 15
	> 40
	≤ 1

	
	
	
	
	> 55
	≤ 2

	NS_10
	
	20
	15, 20
	Table 6.2.4-3

	NS_11
	6.6.2.2.1 6.6.3.3.13
	23
	1.4, 3, 5, 10, 15, 20
	Table 6.2.4-5

	NS_12
	6.6.3.3.5
	26
	1.4, 3, 5, 10, 15
	Table 6.2.4-6

	NS_13
	6.6.3.3.6
	26
	5
	Table 6.2.4-7

	NS_14
	6.6.3.3.7
	26
	10, 15
	Table 6.2.4-8

	NS_15
	6.6.3.3.8
	26
	1.4, 3, 5, 10, 15
	Table 6.2.4-9

Table 6.2.4-10

	NS_16
	6.6.3.3.9
	27
	3, 5, 10
	Table 6.2.4-11, Table 6.2.4-12, Table 6.2.4-13

	NS_17
	6.6.3.3.10
	28
	5, 10
	Table 5.6-1
	N/A

	NS_18
	6.6.3.3.11
	28
	5
	≥ 2
	≤ 1

	
	
	
	10, 15, 20
	≥ 1
	≤ 4

	NS_19
	6.6.3.3.12
	44
	10, 15, 20
	Table 6.2.4-14

	NS_20
	6.2.2

6.6.2.2.1

6.6.3.3.14
	23
	5, 10, 15, 20
	Table 6.2.4-15

	NS_21
	6.6.2.2.1 6.6.3.3.15
	30
	5, 10
	Table 6.2.4-16

	NS_22
	6.6.3.3.16
	42, 43
	5, 10, 15, 20
	Table 6.2.4-17

	NS_23
	6.6.3.3.17
	42, 43
	5, 10, 15, 20
	N/A

	NS_24
	6.6.3.3.20
	65 (NOTE 4)
	5, 10, 15, 20
	Table 6.2.4-19

	NS_25
	6.6.3.3.21
	65 (NOTE 4)
	5, 10, 15, 20
	Table 6.2.4-20

	NS_26
	6.6.3.3.22
	68
	10, 15
	Table 6.2.4-21

	NS_27
	6.6.2.2.5,

6.6.3.3.23
	48
	5, 10, 15, 20
	Table 6.2.4-22

	NS_28
	6.2.2A, 6.6.3.3.24
	46 (NOTE 5)
	20
	Table 6.2.4-23

	NS_29
	6.2.2A,

6.6.2.3.1a, 6.6.3.3.25
	46 (NOTE 5)
	20
	Table 6.2.4-24

	NS_30
	6.2.2A, 6.6.3.3.26
	46 (NOTE 5)
	20
	Table 6.2.4-25

	NS_31
	6.2.2A, 6.6.3.3.27
	46 (NOTE 5)
	20
	Table 6.2.4-26

	
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-

	NOTE 1
Applicable when the lower edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to the upper edge of PHS band (1915.7 MHz) + 4 MHz + the channel BW assigned, where channel BW is as defined in subclause 5.6.  A-MPR for operations below this frequency is not covered in this version of specifications except for the channel assignments in NOTE2 as the emissions requirement in 6.6.3.3.1 may not be met. For 10MHz channel bandwidth whose carrier frequency is larger than or equal to 1945 MHz or 15 MHz channel bandwidth whose carrier frequency is larger than or equal to 1947.5 MHz, no A-MPR applies.

NOTE 2
Applicable when carrier frequency is 1932.5 MHz for 15MHz channel bandwidth or 1930 MHz for 20MHz channel bandwidth case.

NOTE 3: Applicable when the E-UTRA carrier is within 1920-1980 MHz.

NOTE 4: Applicable when the upper edge of the channel bandwidth frequency is greater than 1980MHz.
NOTE 5:
Applicable only for an LAA Scell configured in Band 46.


Table 6.2.4-2: A-MPR for "NS_07"

	Parameters
	Region A
	Region B
	Region C

	RBstart
	0 - 12
	13 – 18
	19 – 42
	43 – 49

	LCRB [RBs]
	6-8
	1 to 5 and 9-50
	≥8
	≥18
	≤2

	A-MPR [dB]
	≤ 8
	≤ 12
	≤ 12
	≤ 6
	≤ 3

	NOTE 1;
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2;
LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.

NOTE 4;
For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.


< text omitted >

Table 6.2.4-22: A-MPR for "NS_27“
	Parameters

	Channel bandwidth

[MHz]
	RBstart
	RBend
	LCRB
	A-MPR

	15
	0 – 6
	
	≤ 15
	≤ 4 dB

	
	
	68 – 74
	
	

	
	≥ 0
	
	≥ 60
	≤ 2 dB

	20
	0 – 12
	
	≤ 20
	≤ 4 dB

	
	
	87 – 99
	
	

	
	13 – 15
	
	≤ 3
	≤ 1 dB

	
	
	84 – 86
	
	

	
	≥ 0
	
	≥ 60
	≤ 3 dB


Table 6.2.4-23: A-MPR for "NS_28"
	Parameters

	Channel Bandwidth
[MHz]
	Carrier centre frequency (FC)
[MHz]
	Uplink resource allocation
	A-MPR
[dB]

	20
	51601, 53402, 54801
	L = 10 (RIV = 19)
	9

	
	
	Any other RIV
	8

	
	57003
	L = 10 (RIV = 19)
	[9]

	
	
	Any other RIV
	[8]

	
	51803, 52003, 52203, 52403,

52603, 52803, 53003, 53203, 55003, 55203, 55403, 55603, 55803, 56003, 56203, 56403,

56603, 56803
	L = 10 (RIV = 19)
	2

	
	
	Any other RIV
	2

	NOTE 1:
Applies also for carrier centre frequencies at a frequency offset of +100 kHz or +200 kHz from the carrier centre frequency stated. 
NOTE 2:
Applies also for carrier centre frequencies at a frequency offset of-200 kHz or -100 kHz from the carrier centre frequency stated. 

NOTE 3:
Applies also for carrier centre frequencies at a frequency offset of -200 kHz, -100 kHz, 100 kHz or +200 kHz from the carrier centre frequency stated. 
NOTE 4:
The carrier centre frequencies and corresponding EARFCN allowed for operation in Band 46 are specified in [12]. The uplink resource allocation is defined in Clause 8.1.4 of [6].


Table 6.2.4-24: A-MPR for "NS_29"
	Parameters

	Channel Bandwidth

[MHz]
	Carrier centre frequency (FC)

[MHz]
	Uplink resource allocation
	A-MPR

[dB]

	20
	51801, 52001, 52201, 52401,

52601, 52801, 53001, 53201, 55001, 55201, 55401, 55601, 55801, 56001, 56201, 56401,

56601, 56801, 57001
	L = 10 (RIV = 19)
	2

	
	
	Any other RIV
	1

	NOTE 1:
Applies also for carrier centre frequencies at a frequency offset of -200 kHz, -100 kHz, 100 kHz or +200 kHz from the carrier centre frequency stated. 

NOTE 2:
The carrier centre frequencies and corresponding EARFCN allowed for operation in Band 46 are specified in [12]. The uplink resource allocation is defined in Clause 8.1.4 of [6].


Table 6.2.4-25: A-MPR for "NS_30"
	Parameters

	Channel Bandwidth

[MHz]
	Carrier centre frequency (FC)

[MHz]
	Uplink resource allocation
	A-MPR

[dB]

	20
	51601, 52402
	L = 10 (RIV = 19)
	15

	
	
	Any other RIV
	16

	
	51803, 53203
	L = 10 (RIV = 19)
	3

	
	
	Any other RIV
	3

	
	54801
	L = 10 (RIV = 19)
	11

	
	
	Any other RIV
	11

	
	57003
	L = 10 (RIV = 19)
	[6]

	
	
	Any other RIV
	[6]

	
	51803, 52003, 52203, 52403,

52603, 52803, 53003, 55003, 55203, 55403, 55603, 55803, 56003, 56203, 56403,

56603, 56803
	L = 10 (RIV = 19)
	1

	
	
	Any other RIV
	N/A

	NOTE 1:
Applies also for carrier centre frequencies at a frequency offset of +100 kHz or +200 kHz from the carrier centre frequency stated. 

NOTE 2:
Applies also for carrier centre frequencies at a frequency offset of-200 kHz or -100 kHz from the carrier centre frequency stated. 

NOTE 3:
Applies also for carrier centre frequencies at a frequency offset of -200 kHz, -100 kHz, 100 kHz or +200 kHz from the carrier centre frequency stated. 

NOTE 4:
The carrier centre frequencies and corresponding EARFCN allowed for operation in Band 46 are specified in [12]. The uplink resource allocation is defined in Clause 8.1.4 of [6]. The uplink resource allocation is defined in Clause 8.1.4 of [6].


Table 6.2.4-26: A-MPR for "NS_31"
	Parameters

	Channel Bandwidth

[MHz]
	Carrier centre frequency (FC)

[MHz]
	Uplink resource allocation
	A-MPR

[dB]

	20
	51601, 51803, 52003, 52203, 52402
	L = 10 (RIV = 19)
	7

	
	
	Any other RIV
	7

	
	52601, 53402, 54801
	L = 10 (RIV = 19)
	6

	
	
	Any other RIV
	6

	
	57003, 58253
	L = 10 (RIV = 19)
	[6]

	
	
	Any other RIV
	[6]

	
	57453
	L = 10 (RIV = 19)
	[6]

	
	
	Any other RIV
	[6]

	
	52803, 53003, 53203, 55003, 55203, 55403, 55603, 55803, 56003, 56203, 56403, 56603, 56803, 57653, 57853, 58053, 58253
	L = 10 (RIV = 19)
	2

	
	
	Any other RIV
	1

	NOTE 1:
Applies also for carrier centre frequencies at a frequency offset of +100 kHz or +200 kHz from the carrier centre frequency stated. 

NOTE 2:
Applies also for carrier centre frequencies at a frequency offset of-200 kHz or -100 kHz from the carrier centre frequency stated. 

NOTE 3:
Applies also for carrier centre frequencies at a frequency offset of -200 kHz, -100 kHz, 100 kHz or +200 kHz from the carrier centre frequency stated. 

NOTE 4:
The carrier centre frequencies and corresponding EARFCN allowed for operation in Band 46 are specified in [12]. The uplink resource allocation is defined in Clause 8.1.4 of [6].


For PRACH, PUCCH and SRS transmissions, the allowed A-MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth. 

For each subframe, the A-MPR is evaluated per slot and given by the maximum value taken over the transmission(s) within the slot; the maximum A-MPR over the two slots is then applied for the entire subframe.

For the UE maximum output power modified by A-MPR, the power limits specified in subclause 6.2.5 apply.

6.2.4A
UE maximum output power with additional requirements for CA
< text omitted >

6.3.4
ON/OFF time mask 

6.3.4.1
General ON/OFF time mask

The General ON/OFF time mask defines the observation period between Transmit OFF and ON power and between Transmit ON and OFF power. ON/OFF scenarios include; the beginning or end of DTX, measurement gap, contiguous, and non contiguous transmission 

The OFF power measurement period is defined in a duration of at least one sub-frame excluding any transient periods. The ON power is defined as the mean power over one sub-frame excluding any transient period. 

There are no additional requirements on UE transmit power beyond that which is required in subclause 6.2.2 and subclause 6.6.2.3
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Figure 6.3.4.1-1: General ON/OFF time mask for Frame Structure Type 1 and Frame Structure Type 2
For Frame Structure Type 3 the general ON/OFF mask is specified in 6.3.4.1-1A with the PUSCH starting position modified by 
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 denoting the duration of the last SC-FDMA symbol when the bit indicating the PUSCH ending symbol in the associated DCI has value ‘0’ and ‘1’ as specified in [5], respectively; the OFF power requirement applies 5 s after the end of the last symbol transmitted. 

[image: image8]
Figure 6.3.4.1-1A: General ON/OFF time mask for Frame Structure Type 3
6.3.4.2
PRACH and SRS time mask

6.3.4.2.1
PRACH time mask

The PRACH ON power is specified as the mean power over the PRACH measurement period excluding any transient periods as shown in Figure 6.3.4.2-1. The measurement period for different PRACH preamble format is specified in Table 6.3.4.2-1.

There are no additional requirements on UE transmit power beyond that which is required in subclause 6.2.2 and subclause 6.6.2.3

Table 6.3.4.2-1: PRACH ON power measurement period

	PRACH preamble format
	Measurement period (ms)

	0
	0.9031

	1
	1.4844

	2
	1.8031

	3
	2.2844

	4 
	0.1479
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Figure 6.3.4.2-1: PRACH ON/OFF time mask

6.3.4.2.2
SRS time mask

In the case a single SRS transmission, the ON power is defined as the mean power over the symbol duration excluding any transient period; Figure 6.3.4.2.2-1 and Figure 6.3.4.2.2-1A.   

In the case a dual SRS transmission, the ON power is defined as the mean power for each symbol duration excluding any transient period. Figure 6.3.4.2.2-2 

There are no additional requirements on UE transmit power beyond that which is required in subclause 6.2.2 and subclause 6.6.2.3
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Figure 6.3.4.2.2-1: Single SRS time mask for Frame Structure Type 1 and Frame Structure Type 2
For Frame Structure Type 3 and single SRS transmission, the SRS time mask is specified in 6.3.4.2-2A; the OFF power requirement applies [5] s after the end of the SRS symbol. 

[image: image11]
Figure 6.3.4.2.2-1A: Single SRS time mask for Frame Structure Type 3
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Figure 6.3.4.2.2-2: Dual SRS time mask for the case of UpPTS transmissions

6.3.4.3
Slot / Sub frame boundary time mask

The sub frame boundary time mask defines the observation period between the previous/subsequent sub–frame and the (reference) sub-frame. A transient period at a slot boundary within a sub-frame is only allowed in the case of Intra-sub frame frequency hopping. For the cases when the subframe contains SRS the time masks in subclause 6.3.4.4 apply.

There are no additional requirements on UE transmit power beyond that which is required in subclause 6.2.2 and subclause 6.6.2.3
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Figure 6.3.4.3-1: Transmission power template for Frame Structure Type 1 and Frame Structure Type 2
For Frame Structure Type 3 the sub-frame boundary time mask is specified in Figure 6.3.4.3-1A when the bit indicating the PUSCH ending symbol in the associated DCI has value ‘1’ and the PUSCH starting position is modified by 
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 in the following subframe (clause 6.3.4.1); 
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 denotes the duration of the ending SC-FDMA symbol. the OFF power requirement applies 5 s after the end of the last symbol transmitted. 

[image: image16]
Figure 6.3.4.3-1A: Transmission power template when the bit in the associated DCI indcating the PUSCH ending symbol has value ‘1' for Frame Structure Type 3
6.3.4.4
PUCCH / PUSCH / SRS time mask

The PUCCH/PUSCH/SRS time mask defines the observation period between sounding reference symbol (SRS) and an adjacent PUSCH/PUCCH symbol and subsequent sub-frame. The time masks apply for all types of frame structures and their allowed PUCCH/PUSCH/SRS transmissions unless otherwise stated.
There are no additional requirements on UE transmit power beyond that which is required in subclause 6.2.2 and subclause 6.6.2.3
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Figure 6.3.4.4-1: PUCCH/PUSCH/SRS time mask when there is a transmission before SRS but not after for Frame Structure Type 1 and Frame Structure Type 2
For Frame Structure Type 3 the PUSCH/SRS time mask when there is a transmission before SRS but not after is specified in Figure 6.3.4.4-1A; the OFF power requirement applies 5 s after the end of the last symbol transmitted. 
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Figure 6.3.4.4-1A: PUSCH/SRS time mask when there is a transmission before SRS but not after for Frame Structure Type 3
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Figure 6.3.4.4-2: PUCCH/PUSCH/SRS time mask when there is transmission before and after SRS
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Figure 6.3.4.4-3: PUCCH/PUSCH/SRS time mask when there is a transmission after SRS but not before
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Figure 6.3.4.4-4: SRS time mask when there is FDD SRS blanking for Frame Structure Type 1 and Frame Structure Type 2
For Frame Structure Type 3 the PUSCH/SRS time mask with transmission after the SRS symbol and the PUSCH starting position modified by 
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 in the following subframe (clause 6.3.4.1) is specified in Figure 6.3.4.4-4A when there is SRS blanking.


[image: image23]
Figure 6.3.4.4-4A: SRS time mask when there is SRS blanking for Frame Structure Type 3
6.3.4A
ON/OFF time mask for CA
< text omitted >

6.3.5A
Power control for CA
The requirements apply for one single PUCCH, PUSCH or SRS transmission of contiguous PRB allocation per component carrier with power setting in accordance with Clause 5.1 of [6].
6.3.5A.1
Absolute power tolerance

The absolute power tolerance is the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame at the start of a contiguous transmission or non-contiguous transmission with a transmission gap on each active component carriers larger than 20ms. For component carriers with Frame Structure Type 3 the absolute power toerlance requirements apply when the said transmission gaps are larger than 40 ms. The requirement can be tested by time aligning any transmission gaps on the component carriers.
When SRS carrier based switching is used, then the above mentioned absolute power tolerance is the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame at the start of a contiguous transmission or non-contiguous transmission with a transmission gap on component carriers (to which SRS switching occurs) larger than 40ms.
6.3.5A.1.1

Minimum requirements 

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the absolute power control tolerance is specified on each component carrier exceed the minimum output power as defined in subclause 6.3.2A and the total power is limited by maximum output power as defined in subclause 6.2.2A. The requirements defined in Table 6.3.5.1.1-1 shall apply on each component carrier with all component carriers active. The requirements can be tested by time aligning any transmission gaps on all the component carriers.
For intra-band contiguous carrier aggregation bandwidth class B and C and intra-band non-contiguous carrier aggregation the absolute power control tolerance per component carrier is given in Table 6.3.5.1.1-1.
6.3.5A.2
Relative power tolerance

6.3.5A.2.1
Minimum requirements 

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the relative power tolerance is specified when the power of the target and reference sub-frames on each component carrier exceed the minimum output power as defined in subclause 6.3.2A and the total power is limited by PUMAX as defined in subclause 6.2.5A. The requirements shall apply on each component carrier with all component carriers active. The UE transmitter shall have the capability of changing the output power independently on all component carriers in the uplink and:

a)
the requirements for all combinations of PUSCH and PUCCH transitions per component carrier is given in Table 6.3.5.2.1-1.

b)
for SRS the requirements for combinations of PUSCH/PUCCH and SRS transitions between subframes given in Table 6.3.5.2.1-1 apply per component carrier when the target and reference subframes are configured for either simultaneous SRS or simultaneous PUSCH.

c)
for RACH the requirements apply for the primary cell and are given in Table 6.3.5.2.1-1.
For component carriers with Frame Structure Type 3 the requirements for the target sub-frame relative to the power of the most recently transmitted reference sub-frame shall be met with a transmission gap ≤ 40 ms.
For intra-band contiguous carrier aggregation bandwidth class B and C and intra-band non-contiguous carrier aggregation, the requirements apply when the power of the target and reference sub-frames on each component carrier exceed -20 dBm and the total power is limited by PUMAX as defined in subclause 6.2.5A. For the purpose of these requirements, the power in each component carrier is specified over only the transmitted resource blocks.
The UE shall meet the following requirements for transmission on both assigned component carriers when the average transmit power per PRB is aligned across both assigned carriers in the reference sub-frame:
a)
for all possible combinations of PUSCH and PUCCH transitions per component carrier, the corresponding requirements given in Table 6.3.5.2.1-1;

b)
for SRS transitions on each component carrier, the requirements for combinations of PUSCH/PUCCH and SRS transitions given in Table 6.3.5.2.1-1 with simultaneous SRS of constant SRS bandwidth allocated in the target and reference subrames;

c)
for RACH on the primary component carrier, the requirements given in Table 6.3.5.2.1-1 for PRACH.

For a) and b) above, the power step P between the reference and target subframes shall be set by a TPC command and/or an uplink scheduling grant transmitted by means of an appropriate DCI Format.

For a), b) and c) above, two exceptions are allowed for each component carrier for a power per carrier ranging from -20 dBm to PUMAX,c as defined in subclause 6.2.5. For these exceptions the power tolerance limit is ±6.0 dB in Table 6.3.5.2.1-1.
6.3.5A.3
Aggregate power control tolerance 

Aggregate power control tolerance is the ability of a UE to maintain its power in non-contiguous transmission within 21 ms in response to 0 dB TPC commands with respect to the first UE transmission, when the power control parameters specified in [6] are constant on all active component carriers. 

6.3.5A.3.1

Minimum requirements 

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the aggregate power tolerance is specified on each component carrier exceed the minimum output power as defined in subclause 6.3.2A and the total power is limited by maximum output power as defined in subclause 6.2.2A. The requirements defined in Table 6.3.5.3.1-1 shall apply on each component carrier with all component carriers active. The requirements can be tested by time aligning any transmission gaps on both the component carriers.
For intra-band contiguous carrier aggregation bandwidth class B and C and intra-band non-contiguous carrier aggregation, the aggregate power tolerance per component carrier is given in Table 6.3.5.3.1-1 with either simultaneous PUSCH or simultaneous PUCCH-PUSCH (if supported by the UE) configured. The average power per PRB shall be aligned across both assigned carriers before the start of the test. The requirement can be tested with the transmission gaps time aligned between component carriers.

6.3.5B
Power control for UL-MIMO

< text omitted >

6.5.2
Transmit modulation quality

Transmit modulation quality defines the modulation quality for expected in-channel RF transmissions from the UE. The transmit modulation quality is specified in terms of:

-
Error Vector Magnitude (EVM) for the allocated resource blocks (RBs) 

-
EVM equalizer spectrum flatness derived from the equalizer coefficients generated by the EVM measurement process

-
Carrier leakage

-
In-band emissions for the non-allocated RB

All the parameters defined in subclause 6.5.2 are defined using the measurement methodology specified in Annex F.

6.5.2.1

Error Vector Magnitude

The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM.

The measured waveform is further modified by selecting the absolute phase and absolute amplitude of the Tx chain. The EVM result is defined after the front-end IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.

The basic EVM measurement interval in the time domain is one preamble sequence for the PRACH and is one slot for the PUCCH and PUSCH in the time domain.. When the PUSCH or PUCCH transmission slot is shortened due to multiplexing with SRS, the EVM measurement interval is reduced by one symbol, accordingly. Likewise, when the PUSCH starting position is modified or when second last symbol is the ending symbol of the PUSCH sub-frame for Frame Structure Type 3, the EVM measurement interval is reduced accordingly. The PUSCH or PUCCH EVM measurement interval is also reduced when the mean power, modulation or allocation between slots is expected to change. In the case of PUSCH transmission, the measurement interval is reduced by a time interval equal to the sum of 5 μs and the applicable exclusion period defined in subclause 6.3.4, adjacent to the boundary where the power change is expected to occur. The PUSCH exclusion period is applied to the signal obtained after the front-end IDFT. In the case of PUCCH transmission with power change, the PUCCH EVM measurement interval is reduced by one symbol adjacent to the boundary where the power change is expected to occur.

6.5.2.1.1
Minimum requirement

The RMS average of the basic EVM measurements for 10 sub-frames excluding any transient period for the average EVM case, and 60 sub-frames excluding any transient period for the reference signal EVM case, for the different modulations schemes shall not exceed the values specified in Table 6.5.2.1.1-1 for the parameters defined in Table 6.5.2.1.1-2. For EVM evaluation purposes, [all PRACH preamble formats 0-4 and] all PUCCH formats 1, 1a, 1b, 2, 2a and 2b are considered to have the same EVM requirement as QPSK modulated.

Table 6.5.2.1.1-1: Minimum requirements for Error Vector Magnitude
	Parameter
	Unit
	Average EVM Level
	Reference Signal EVM Level

	QPSK or BPSK
	%
	17.5
	17.5

	16QAM 
	%
	12.5
	12.5

	64QAM 
	%
	8
	8


Table 6.5.2.1.1-2: Parameters for Error Vector Magnitude

	Parameter
	Unit
	Level

	UE Output Power
	dBm
	( -40

	Operating conditions
	
	Normal conditions


6.5.2.2

Carrier leakage

Carrier leakage is an additive sinusoid waveform that has the same frequency as a modulated waveform carrier frequency. The measurement interval is one slot in the time domain.

6.5.2.2.1

Minimum requirements

The relative carrier leakage power is a power ratio of the additive sinusoid waveform and the modulated waveform. The relative carrier leakage power shall not exceed the values specified in Table 6.5.2.2.1-1.

Table 6.5.2.2.1-1: Minimum requirements for relative carrier leakage power

	Parameters
	Relative limit (dBc)
	Applicable frequencies

	Output power >10 dBm
	-28
	Carrier center frequency < 1 GHz

	
	-25
	Carrier center frequency ≥ 1 GHz

	0 dBm ≤ Output power ≤10 dBm
	-25
	

	-30 dBm ≤ Output power ≤0 dBm
	-20
	

	-40 dBm ( Output power < -30 dBm
	-10
	


6.5.2.3
In-band emissions

The in-band emission is defined as the average across 12 sub-carrier and as a function of the RB offset from the edge of the allocated UL transmission bandwidth. The in-band emission is measured as the ratio of the UE output power in a non–allocated RB to the UE output power in an allocated RB.

The basic in-band emissions measurement interval is defined over one slot in the time domain. When the PUSCH or PUCCH transmission slot is shortened due to multiplexing with SRS, the in-band emissions measurement interval is reduced by one SC-FDMA symbol, accordingly. Likewise, when the PUSCH starting position is modified or when the second last symbol is the ending symbol of the PUSCH sub-frame for Frame Structure Type 3, the in-band emissions measurement interval is reduced accordingly.
6.5.2.3.1

Minimum requirements

The relative in-band emission shall not exceed the values specified in Table 6.5.2.3.1-1.

Table 6.5.2.3.1-1: Minimum requirements for in-band emissions

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
	For Frame Structure Type 1 and Frame Structure Type 2:
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For Frame Structure Type 3 and 20 MHz channel bandwidth:
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	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-28
	Image frequencies when carrier center frequency < 1 GHz and Output power > 10 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-25
	Image frequencies when carrier center frequency < 1 GHz and Output power ≤ 10 dBm
	

	
	
	-25
	Image frequencies when carrier center frequency ≥ 1 GHz
	

	Carrier leakage
	dBc
	-28
	Output power > 10 dBm and carrier center frequency < 1 GHz
	Carrier frequency (NOTES 4, 5)

	
	
	-25
	Output power > 10 dBm and carrier center frequency ≥ 1 GHz
	

	
	
	-25
	0 dBm ≤ Output power ≤10 dBm
	

	
	
	-20
	-30 dBm ≤ Output power ≤ 0 dBm
	

	
	
	-10
	-40 dBm ( Output power < -30 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of PRB - 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10.

NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For Frame Structure Type 3 and 20 MHz channel bandwidth, the requirement applies with 
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specified in [6].
NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the centre carrier frequency, but excluding any allocated RBs. For Frame Structure Type 3 with 20 MHz channel bandwidth, the applicable frequency is 
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NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs. For Frame Structure Type 3 and 20 MHz channel bandwidth, the requirement applies with
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in the uplink scheduling grant. 
NOTE 5:
The applicable frequencies for this limit are those that are enclosed in the RBs containing the DC frequency if 
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 is odd, or in the two RBs immediately adjacent to the DC frequency if 
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 is even, but excluding any allocated RB. 

NOTE 6:
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 is the Transmission Bandwidth (see Figure 5.6-1). 

NOTE 7:
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 is the Transmission Bandwidth Configuration (see Figure 5.6-1). 

NOTE 8:
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 is the limit specified in Table 6.5.2.1.1-1 for the modulation format used in the allocated RBs. 

NOTE 9:
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 is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. 
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 for the first adjacent RB outside of the allocated bandwidth. 

NOTE 10:

[image: image39.wmf]RB
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 is the transmitted power per 180 kHz in allocated RBs, measured in dBm.


NOTE: for Frame Structure 3 and operations in Band 46, in-band emissions requirements are not specified for the 10 MHz channel bandwidth.
6.5.2.4

EVM equalizer spectrum flatness

The zero-forcing equalizer correction applied in the EVM measurement process (as described in Annex F) must meet a spectral flatness requirement for the EVM measurement to be valid. The EVM equalizer spectrum flatness is defined in terms of the maximum peak-to-peak ripple of the equalizer coefficients (dB) across the allocated uplink block. The basic measurement interval is the same as for EVM.

6.5.2.4.1
Minimum requirements

The peak-to-peak variation of the EVM equalizer coefficients contained within the frequency range of the uplink allocation shall not exceed the maximum ripple specified in Table 6.5.2.4.1-1 for normal conditions. For uplink allocations contained within both Range 1 and Range 2, the coefficients evaluated within each of these frequency ranges shall meet the corresponding ripple requirement and the following additional requirement: the relative difference between the maximum coefficient in Range 1 and the minimum coefficient in Range 2 must not be larger than 5 dB, and the relative difference between the maximum coefficient in Range 2 and the minimum coefficient in Range 1 must not be larger than 7 dB (see Figure 6.5.2.4.1-1).

The EVM equalizer spectral flatness shall not exceed the values specified in Table 6.5.2.4.1-2 for extreme conditions. For uplink allocations contained within both Range 1 and Range 2, the coefficients evaluated within each of these frequency ranges shall meet the corresponding ripple requirement and the following additional requirement: the relative difference between the maximum coefficient in Range 1 and the minimum coefficient in Range 2 must not be larger than 6 dB, and the relative difference between the maximum coefficient in Range 2 and the minimum coefficient in Range 1 must not be larger than 10 dB (see Figure 6.5.2.4.1-1).
Table 6.5.2.4.1-1: Minimum requirements for EVM equalizer spectrum flatness (normal conditions)
	Frequency range
	Maximum ripple [dB]

	FUL_Meas – FUL_Low ≥ 3 MHz and FUL_High – FUL_Meas ≥ 3 MHz 

(Range 1)
	4 (p-p)

	FUL_Meas – FUL_Low < 3 MHz or FUL_High – FUL_Meas < 3 MHz 

(Range 2)
	8 (p-p)

	NOTE 1:
FUL_Meas refers to the sub-carrier frequency for which the equalizer coefficient is evaluated

NOTE 2:
FUL_Low and FUL_High refer to each E-UTRA frequency band specified in Table 5.5-1


Table 6.5.2.4.1-2: Minimum requirements for EVM equalizer spectrum flatness (extreme conditions)

	Frequency range
	Maximum Ripple [dB]

	FUL_Meas – FUL_Low ≥ 5 MHz and FUL_High – FUL_Meas ≥ 5 MHz 

(Range 1)
	4 (p-p)

	FUL_Meas – FUL_Low < 5 MHz or FUL_High – FUL_Meas < 5 MHz 

(Range 2)
	12 (p-p)

	NOTE 1:
FUL_Meas refers to the sub-carrier frequency for which the equalizer coefficient is evaluated

NOTE 2:
FUL_Low and FUL_High refer to each E-UTRA frequency band specified in Table 5.5-1
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Figure 6.5.2.4.1-1: The limits for EVM equalizer spectral flatness with the maximum allowed variation of the coefficients indicated (the ETC minimum requirement within brackets).
6.5.2A
Transmit modulation quality for CA

< text omitted >

6.6.1
Occupied bandwidth

Occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the assigned channel. The occupied bandwidth for all transmission bandwidth configurations (Resources Blocks) shall be less than the channel bandwidth specified in Table 6.6.1-1

Table 6.6.1-1: Occupied channel bandwidth

	
	Occupied channel bandwidth / Channel bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Channel bandwidth (MHz)
	1.4
	3
	5
	10
	15
	20


6.6.1a
Additional minimum requirement for E-UTRA (network signalled value “NS_29”) 

For E-UTRA CA bands including one uplink LAA Scell in Band 46 with "NS_29" indicated, the occupied bandwidth for all transmission bandwidth configurations (Resources Blocks) shall be less than or equal to 19 MHz and 19.7MHz for E-UTRA carriers of 20 MHz bandwidth assigned within 5150-5350 MHz and 5470-5725 MHz, respectively.
6.6.1A
Occupied bandwidth for CA

< text omitted >

6.6.2.2
Additional spectrum emission mask

This requirement is specified in terms of an "additional spectrum emission" requirement.

6.6.2.2.1
Minimum requirement (network signalled value "NS_03", “NS_11”, "NS_20", and “NS_21”)

Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

When "NS_03", "NS_11", "NS_20" or "NS_21" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.2.1-1.

Table 6.6.2.2.1-1: Additional requirements 

	
	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	-10
	-13
	-15 
	-18 
	-20
	-21 
	30 kHz 

	( 1-2.5
	-13
	-13
	-13
	-13
	-13
	-13
	1 MHz

	( 2.5-2.8
	-25
	-13
	-13
	-13
	-13
	-13
	1 MHz

	( 2.8-5
	
	-13
	-13
	-13
	-13
	-13
	1 MHz

	( 5-6
	
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 6-10
	
	
	-25
	-13
	-13
	-13
	1 MHz

	( 10-15
	
	
	
	-25
	-13
	-13
	1 MHz

	( 15-20
	
	
	
	
	-25
	-13
	1 MHz

	( 20-25
	
	
	
	
	
	-25
	1 MHz


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

6.6.2.2.2
Minimum requirement (network signalled value "NS_04")

Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

When "NS_04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.2.2-1.

Table 6.6.2.2.2-1: Additional requirements

	
	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	-15 
	-18
	-20
	-21
	30 kHz 

	( 1-2.5
	-10
	-10
	-10
	-10 
	1 MHz

	( 2.5-2.8
	-10
	-10
	-10
	-10 
	1 MHz

	( 2.8-5
	-10
	-10
	-10
	-10
	1 MHz

	( 5-6
	-13
	-13
	-13
	-13
	1 MHz

	( 6-9
	-25
	-13
	-13 
	-13 
	1 MHz

	( 9-10
	-25
	-25
	-13
	-13
	1 MHz

	( 10-13.5
	
	-25
	-13 
	-13 
	1 MHz

	( 13.5-15
	
	-25
	-25
	-13
	1 MHz

	( 15-18
	
	
	-25 
	-13 
	1 MHz

	( 18-20
	
	
	-25
	-25
	1 MHz

	( 20-25
	
	
	
	-25 
	1 MHz


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

6.6.2.2.3
Minimum requirement (network signalled value "NS_06" or “NS_07”)

Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

When "NS_06" or “NS_07” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.2.3-1.

Table 6.6.2.2.3-1: Additional requirements 

	
	Spectrum emission limit (dBm)/ Channel bandwidth 

	ΔfOOB
(MHz)
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	Measurement bandwidth

	( 0-0.1
	-13
	-13
	-15 
	-18 
	30 kHz 

	( 0.1-1
	-13
	-13
	-13
	-13
	100 kHz

	( 1-2.5
	-13
	-13
	-13
	-13
	1 MHz

	( 2.5-2.8
	-25
	-13
	-13
	-13
	1 MHz

	( 2.8-5
	
	-13
	-13
	-13
	1 MHz

	( 5-6
	
	-25
	-13
	-13
	1 MHz

	( 6-10
	
	
	-25
	-13
	1 MHz

	( 10-15
	
	
	
	-25
	1 MHz


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

6.6.2.2.4
Minimum requirement (network signalled value "NS_XX")

The additional spectrum mask in Table 6.6.2.2.4-1 applies for E-UTRA V2X UE within 5 855 MHz to 5 925 MHz according to ETSI EN 302 571. Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

When "NS_XX" is indicated in the cell, the power of any V2X UE emission shall not exceed the levels specified in Table 6.6.2.2.4-1.

Table 6.6.2.2.4-1: Additional requirements for 10MHz channel bandwidth
	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	10 MHz
	Measurement bandwidth

	( 0-0.5
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]
	100 kHz

	( 0.5-5
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]
	100 kHz

	( 5-10
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]
	100 kHz


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.6.2.2.5
Minimum requirement (network signalled value “NS_27”)
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

When “NS_27” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.2.5-1.
Table 6.6.2.2.5-1: Additional requirements

	
	Spectrum emission limit (dBm)/ Channel bandwidth 

	ΔfOOB
(MHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0-1
	-13
	-13
	-13
	-13
	Note 1 

	( 1-10
	-13
	-13
	-13
	-13
	1 MHz

	( 10-15
	
	-25
	-25
	-25
	1 MHz

	( 15-20
	
	
	-25
	-25
	1 MHz

	( 20-25
	
	
	
	-25
	1 MHz

	Note 1:
The measurement bandwidth is 1% of the applicable E-UTRA channel bandwidth.


6.6.2.2.6
Minimum requirement (network signalled value "NS_28”)

When "NS_28” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.2.6-1 for E-UTRA channels assigned within the frequency ranges 5150-5350 and 5470-5725 MHz.
Table 6.6.2.2.6-1: Additional requirements
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
[dBm]
	Measurement bandwidth

	0 MHz ( (f < 0.5 MHz
	0.5 MHz ( f_offset < 1 MHz
	10 – 20(f_offset/MHz) dB
	1 MHz 

	0.5 MHz ( (f < 9.5MHz
	1 MHz ( f_offset < 10 MHz 
	-10 – 8/9(f_offset/MHz – 1) dB
	1 MHz 

	9.5 MHz ( (f < 19.5 MHz
	10 MHz ( f_offset < 20 MHz
	-28 – 1.2(f_offset/MHz – 10) dB
	1 MHz 

	19.5 MHz ( (f
	20 MHz ( f_offset
	-30
	1 MHz 

	NOTE 1:   The measurement filter ‑3dB point is that closest to the channel edge.

NOTE 2:   The requirement applies when the offset of the measurement filter centre frequency is such that both -3 dB points of the measurement filter are confined within any of the two frequency ranges 5150-5250 MHz and 5470-5725 MHz.


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.6.2.2A
Additional Spectrum Emission Mask for CA

< text omitted >

6.6.2.3
Adjacent Channel Leakage Ratio 

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. ACLR requirements for one E-UTRA carrier are specified for two scenarios for an adjacent E-UTRA and /or UTRA channel as shown in Figure 6.6.2.3-1.
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Figure 6.6.2.3-1: Adjacent Channel Leakage requirements for one E-UTRA carrier

6.6.2.3.1
Minimum requirement E-UTRA 

E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. The assigned E-UTRA channel power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.1-1, Table 6.6.2.3.1-2, and Table 6.6.2.3.1-3. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.1-1, Table 6.6.2.3.1-2, and Table 6.6.2.3.1-3.
For a power class 2 capable UE operating on Band 41, when an IE P-max as defined in [7] of 23 dBm or lower is indicated in the cell or if the uplink/downlink configuration is 0 or 6, the requirements for power class 2 are not applicable,  and the corresponding requirements for a power class 3 UE shall apply.
Table 6.6.2.3.1-1: General requirements for E-UTRAACLR
	
	Channel bandwidth / E-UTRAACLR1 / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Adjacent channel centre frequency offset [MHz]
	+1.4

/

-1.4
	+3.0

/

-3.0
	+5

/

-5
	+10

/

-10
	+15

/

-15
	+20

/

-20


Table 6.6.2.3.1-2: Additional E-UTRAACLR requirements for Power Class 1

	
	Channel bandwidth / E-UTRAACLR1 / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	
	
	37 dB
	37 dB
	
	

	E-UTRA channel Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	
	

	Adjacent channel centre frequency offset [MHz]
	
	
	+5

/

-5
	+10

/

-10
	
	

	NOTE 1:
E-UTRAACLR1 shall be applicable for >23dBm


Table 6.6.2.3.1-3: Additional E-UTRAACLR requirements for Band 41 Power Class 2
	
	Channel bandwidth / E-UTRAACLR1 / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	N/A
	N/A
	31 dB
	31 dB
	31 dB
	31 dB

	E-UTRA channel Measurement bandwidth
	N/A
	N/A
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Adjacent channel centre frequency offset [MHz]
	N/A
	N/A
	+5

/

-5
	+10

/

-10
	+15

/

-15
	+20

/

-20


6.6.2.3.1a
Additional minimum requirement for E-UTRA (network signalled value “NS_29”) 

When "NS_29" is indicated in the cell, the UE emission shall meet the additional requirements specified in Table 6.6.2.3.1a-1 for E-UTRA channels assigned within the frequency ranges 5150-5350 MHz and 5470-5725 MHz. The assigned E-UTRA channel power and alternative adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.1a-1. If the measured alternative adjacent channel power is greater than –50dBm then the E-UTRAACLR2 shall be higher than the value specified in Table 6.6.2.3.1a-1.
Table 6.6.2.3.1a-1: Additional E-UTRAACLR requirement
	
	Channel bandwidth / E-UTRAACLR2 / Measurement bandwidth

	
	20 MHz

	E-UTRAACLR2
	40 dBc

	E-UTRA channel Measurement bandwidth
	NOTE 1

	Adjacent channel centre frequency offset [MHz]
	+40

/

-40

	NOTE 1:
18 MHz for E-UTRA channels assigned within 5150-5350 MHz; 19 MHz for E-UTRA channels assigned within 5470-5725 MHz.  


6.6.2.3.1A
Void

6.6.2.3.1Aa
Void

6.6.2.3.2
Minimum requirements UTRA

UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned E-UTRA channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency. 

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRAACLR1) and the 2nd UTRA adjacent channel (UTRAACLR2). The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor =0.22. The assigned E-UTRA channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.6.2.3.2-1. If the measured UTRA channel power is greater than –50dBm then the UTRAACLR shall be higher than the value specified in Table 6.6.2.3.2-1.
UTRAACLR is not applicable to the power class 2 UE operating in Band 41 and Scell operation in Band 46.

< text omitted >

6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions unless otherwise stated. The spurious emission limits are specified in terms of general requirements inline with SM.329 [2] and E-UTRA operating band requirement to address UE co-existence. 

To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

6.6.3.1
Minimum requirements

Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.6.3.1-2 apply for all transmitter band configurations (NRB) and channel bandwidths. 

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Table 6.6.3.1-1: Boundary between E-UTRA out of band and spurious emission domain

	Channel bandwidth 
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	OOB boundary FOOB (MHz)
	2.8
	6
	10
	15
	20
	25


Table 6.6.3.1-2: Spurious emissions limits 

	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	9 kHz ( f < 150 kHz
	-36 dBm
	1 kHz 
	

	150 kHz ( f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz ( f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz ( f < 12.75 GHz
	-30 dBm
	1 MHz
	

	12.75 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 dBm
	1 MHz
	1

	12.75 GHz < f < 26GHz
	-30dBm
	1MHz
	2

	NOTE 1:
Applies for Band 22, Band 42, Band 43 and Band 48.
NOTE 2:
Applies for Band 46 and Band 47.


6.6.3.1A
Minimum requirements for CA 

< text omitted >

6.6.3.3
Additional spurious emissions

These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message. 

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

6.6.3.3.1 
Minimum requirement (network signalled value "NS_05")

When "NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.

Table 6.6.3.3.1-1: Additional requirements (PHS)

	Frequency band

(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	NOTE

	
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	
	

	1884.5 f 1915.7
	-41
	-41
	-41
	-41
	300 KHz
	1


< text omitted >

6.6.3.3.23
Minimum requirement (network signalled value “NS_27”)
When "NS_27" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.23-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.

Table 6.6.3.3.23-1: Additional requirements

	Frequency band

(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5, 10, 15, 20 MHz
	

	0 f 3530
	-40
	1 MHz

	3720 f 5th harmonic of the upper frequency edge of the UL operating band
	
	


6.6.3.3.24
Minimum requirement (network signalled value “NS_28”)
When "NS_28" is indicated in the cell, the power of any UE emission for E-UTRA channels assigned within 5150-5350 MHz and 5470-5725 MHz shall not exceed the levels specified in Table 6.6.3.3.24-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3.3.24-1: Additional requirements

	Frequency band

(MHz)
	Channel bandwidth / 

Spectrum emission limit 

(dBm)
	Measurement bandwidth

	
	20 MHz
	

	47 ≤ f ≤ 74
	-54
	100 kHz

	87.5 ≤ f ≤ 118
	-54
	100 kHz

	174 ≤ f ≤ 230
	-54
	100 kHz

	470 ≤ f ≤ 862
	-54
	100 kHz

	1000 ≤ f ≤ 5150
	-30
	1 MHz

	5350 ≤ f ≤ 5470
	-30
	1 MHz

	5725 ≤ f ≤ 26000
	-30
	1 MHz


6.6.3.3.25
Minimum requirement (network signalled value “NS_29”)
When "NS_29" is indicated in the cell, the power of any UE emission for E-UTRA channels assigned within 5150-5350 and 5470-5725 MHz shall not exceed the levels specified in Table 6.6.3.3.25-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3.3.25-1: Additional requirements
	Centre 
Frequency Fc 
[MHz]
	Protected range
[MHz]
	Frequency difference (f between centre frequency – 
5240 (for Fc=5180, 5200, 5220, 5240) 

5260 (for Fc=5260, 5280, 5300, 5320) (MHz)
	Minimum requirement 
[dBm]
	Measurement bandwidth

	5180, 5200, 5220, 5240
	5135 ≤ f ≤ 5142
	-
	-26
	1 MHz

	
	5142 < f ≤ 5150
	-
	-18
	

	
	5250 ≤ f < 5251
	≥ 10 and < 11
	10(10 - (f)
	

	
	5251 ≤ f < 5260
	≥ 11 and < 20
	-10 – 8/9((f – 11)
	

	
	5260 ≤ f < 5266.7
	≥ 20 and < 26.7
	-18 – 1.2((f – 20)
	

	
	5266.7 ≤ f ≤ 5365
	-
	-26
	

	5260, 5280, 5300, 5320
	5135 ≤ f ≤ 5233.3
	-
	-26
	

	
	5233.3 < f ≤ 5240
	≥ 20 and < 26.7
	-18 – 1.2((f – 20)
	

	
	5240 < f ≤ 5249
	≥ 11 and < 20
	-10 – 8/9((f – 11)
	

	
	5249 < f ≤ 5250
	≥ 10 and < 11
	10(10 - (f)
	

	
	5350 ≤ f ≤ 5365
	-
	-26
	

	5500, 5520, 5540, 5560, 5580, 5600, 5620, 5640, 5660, 5680, 5700
	5455 ≤ f ≤ 5460
	-
	-26
	

	
	5460 < f ≤ 5470
	-
	-19
	

	
	5725 ≤ f < 5740
	-
	-19
	

	
	5740 ≤ f ≤ 5745
	-
	-26
	


6.6.3.3.26
Minimum requirement (network signalled value “NS_30”)
When "NS_30" is indicated in the cell, the power of any UE emission for E-UTRA channels assigned within 5150-5350 MHz, 5470-5725 MHz and 5725-5850 MHz shall not exceed the levels specified in Table 6.6.3.3.26-1, Table 6.6.3.3.26-2 and Table 6.6.3.3.26-3, respectively. These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3.3.26-1: Additional requirements for E-UTRA channels assigned within 5150-5350 MHz
	Frequency band

(MHz)
	Channel bandwidth / 

Spectrum emission limit 

(dBm)
	Measurement bandwidth

	
	20 MHz
	

	4500 ≤ f ≤ 5150
	-41
	1 MHz

	5350 ≤ f ≤ 5460
	-41
	


Table 6.6.3.3.26-2: Additional requirements for E-UTRA channels assigned within 5470-5725 MHz
	Frequency band

(MHz)
	Channel bandwidth / 

Spectrum emission limit 

(dBm)
	Measurement bandwidth

	
	20 MHz
	

	4500 ≤ f ≤ 5150
	-41
	1 MHz

	5350 ≤ f ≤ 5460
	-41
	

	5460 < f ≤ 5470
	-27
	

	5725 ≤ f 
	-27
	


Table 6.6.3.3.26-3: Additional requirements for E-UTRA channels assigned within 5725-5850 MHz
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
[dBm]
	Measurement bandwidth

	0 MHz ( (f < 5 MHz
	0.5 MHz ( f_offset < 5.5 MHz
	27 – 2.28(f_offset/MHz – 0.5)
	1 MHz 

	5 MHz ( (f < 25 MHz
	5.5 MHz ( f_offset < 25.5 MHz 
	15.6 – 0.28(f_offset/MHz – 0.5)
	1 MHz 

	25 MHz ( (f < 75 MHz
	25.5 MHz ( f_offset < 75.5 MHz
	10 – 0.74(f_offset/MHz – 0.5)
	1 MHz 

	75 MHz ( (f 
	75.5 MHz ( f_offset
	-27
	1 MHz

	NOTE 1:   The frequency offset f_offset is below and above the range 5725-5850 MHz; the measurement filter ‑3dB point is that closest to the range 5725-5850 MHz

NOTE 2:   The requirement applies when the offset of the measurement filter centre frequency is such that both -3 dB points of the measurement filter are confined within the frequency range 5725-5850 MHz.


6.6.3.3.27
Minimum requirement (network signalled value “NS_31”)
When "NS_31" is indicated in the cell, the power of any UE emission for E-UTRA channels assigned within 5150-5250 MHz, 5250-5350 MHz, 5470-5725 MHz and 5725-5850 MHz shall not exceed the levels specified in Table 6.6.3.3.27-1, Table 6.6.3.3.27-2, Table 6.6.3.3.27-3 and Table 6.6.3.3.27-4, respectively. These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3.3.27-1: Additional requirements for E-UTRA channels assigned within 5150-5250 MHz
	Frequency band

(MHz)
	Channel bandwidth / 

Spectrum emission limit 

(dBm)
	Measurement bandwidth

	
	20 MHz
	

	f ≤ 5150
	-27
	1 MHz

	f ≥ 5250
	-27
	


Table 6.6.3.3.27-2: Additional requirements for E-UTRA channels assigned within 5250-5350 MHz
	Frequency band

(MHz)
	Channel bandwidth / 

Spectrum emission limit 

(dBm)
	Measurement bandwidth

	
	20 MHz
	

	f ≤ 5250
	-27
	1 MHz

	f ≥ 5350
	-27
	


Table 6.6.3.3.27-3: Additional requirements for E-UTRA channels assigned within 5470-5725 MHz
	Frequency band

(MHz)
	Channel bandwidth / 

Spectrum emission limit 

(dBm)
	Measurement bandwidth

	
	20 MHz
	

	f ≤ 5470
	-27
	1 MHz

	f ≥ 5725
	-27
	


Table 6.6.3.3.27-4: Additional requirements for E-UTRA channels assigned within 5725-5850 MHz
	Frequency band

(MHz)
	Channel bandwidth / 

Spectrum emission limit 

(dBm)
	Measurement bandwidth

	
	20 MHz
	

	f ≤ 5725
	-27
	1 MHz

	f ≥ 5850
	-27
	


6.6.3.3A
Additional spurious emissions for CA

< text omitted >
Table 7.3.1A-0a: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions due to harmonic issue)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-7A-8A4,5,6
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.720
	-99.720
	-97.920
	-96.720
	

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	7
	
	
	-88
	-87.4
	-87
	-86.7
	

	
	8
	
	
	-96.8
	-93.8
	
	
	

	CA_1A-3A-7A-20A-42A9,10
	1


	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	

	
	
	
	
	
	-97.520
	-95.720
	-94.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.720
	-96.720
	-93.920
	-92.720
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-7A-20A-42A11
	1


	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	

	
	
	
	
	
	-97.520
	-95.720
	-94.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.720
	-96.720
	-93.920
	-92.720
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-7A-28A5,6
	1
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	3
	
	
	
	-94
	-92.2
	-91
	

	
	
	
	
	
	-96.720
	-94.920
	-93.720
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.720
	-95.920
	-94.720
	

	
	28
	
	
	
	-95.3
	-93.5
	-90.8
	

	CA_1A-3A-7A-42A9,10
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	

	
	
	
	
	
	-97.520
	-95.720
	-94.520
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-7A-42A11
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	

	
	
	
	
	
	-97.520
	-95.720
	-94.520
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-8A4
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	N/A
	N/A
	N/A
	
	
	

	CA_1A-3A-8A-11A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.720
	-99.720
	-97.920
	-96.720
	

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	
	-97
	-94
	
	
	

	
	11
	
	
	-100
	-97
	
	
	

	CA_1A-3A-8A-40A4
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	
	
	
	
	
	
	
	

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	N/A
	N/A
	N/A
	
	
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	CA_1A-3A-19A-42A9,10
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-19A-42A11
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-21A-28A4,21
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	21
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_1A-3A-21A-42A22,23
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.420
	-96.420
	-94.620
	-93.420
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-21A-42A24
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.420
	-96.420
	-94.620
	-93.420
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-28A-42A22,23
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-28A-42A24
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-28A
	1
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	

	
	
	
	
	-99.720
	-96.720
	-94.920
	-93.720
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-3A-42A9,10
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-42A11
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-7A-8A5,6
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.720
	-99.720
	-97.920
	-96.720
	

	
	7
	
	
	
	-87.4
	-87
	-86.7
	

	
	8
	
	
	-96.8
	-93.8
	
	
	

	CA_1A-7A-28A5,6
	1
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.720
	-95.920
	-94.720
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-18A-28A14
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	18
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_1A-19A-28A14
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	19
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_1A-21A-28A4,21
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	21
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_1A-21A-28A-42A4,21
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	21
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	
	42
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_1A-28A5,6,14
	1
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-28A-42A5,6,17,18
	1
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	42
	
	
	-85.7
	-85.4
	-85.1
	-84.9
	TDD

	CA_2A-2A-12A-30A-66A5,6
	2
	
	
	-97.6
	-94.6
	-92.8
	-91.6
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_2A-46A15,16
	2
	
	
	-70
	-67
	-65.2
	-64
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_2A-4A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.420
	-97.420
	-95.620
	-94.420
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-4A-5A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.420
	-97.420
	-95.620
	-94.420
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	5
	
	
	-97.5
	-94.5
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-4A-7A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.420
	-97.420
	-95.620
	-94.420
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	7
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	

	
	
	
	
	-100.220
	-97.220
	-95.420
	-94.220
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-4A-12A-30A5,6
	2
	
	
	-97.6 
	-94.6
	-92.8
	-91.6
	FDD

	
	
	
	
	-100.320
	-97.320
	-95.520
	-94.320
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	CA_2A-12A-66A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.420
	-97.420
	-95.620
	-94.420
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_3A-7A-8A4,5,6
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	7
	
	
	-88
	-87.4
	-87
	-86.7
	

	
	8
	
	
	-96.8
	-93.8
	
	
	

	CA_3A-7A-20A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	[-99.5]20
	[-96.5]20
	[-94.7]20
	[-93.5]20
	

	
	7
	
	
	-97.8
	-94.8
	-93
	-91.8
	

	
	
	
	
	-100.520
	-97.520
	-95.720
	-94.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.720
	-96.720
	-93.920
	-92.720
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-7A-20A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	7
	
	
	-97.8
	-94.8
	-93
	-91.8
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-7A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	[-99.5]20
	[-96.5]20
	[-94.7]20
	[-93.5]20
	

	
	7
	
	
	-97.8
	-94.8
	-93
	-91.8
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-7A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	[-99.5]20
	[-96.5]20
	[-94.7]20
	[-93.5]20
	

	
	7
	
	
	-97.8
	-94.8
	-93
	-91.8
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-8A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	8
	
	N/A
	N/A
	N/A
	
	
	

	CA_3A-8A-11A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	8
	
	
	N/A
	N/A
	
	
	

	
	11
	
	
	N/A
	N/A
	
	
	

	CA_3A-19A-21A-42A25,26
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.420
	-96.420
	-94.620
	-93.420
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-19A-21A-42A27
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.420
	-96.420
	-94.620
	-93.420
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-19A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-19A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-20A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.711
	-96.711
	-93.911
	-92.711
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-20A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.720
	-96.720
	-93.920
	-92.720
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-21A-28A4,21
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	21
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_3A-21A-42A1,2
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.44
	-96.44
	-94.64
	-93.44
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-21A-42A3
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.44
	-96.44
	-94.64
	-93.44
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-28A-40A15,16
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.720
	-96.720
	-94.920
	-93.720
	

	
	28
	
	
	 -60.7
	 -60.7
	 -60.7
	 -60.7
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	CA_3A-28A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-28A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.56
	-96.56 6
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-28A-42A17,18
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	42
	
	
	-85.7
	-85.4
	-85.1
	-84.9
	TDD

	CA_3A-31A12,13
	3
	
	
	-86.9
	-86.4
	-86
	-85.6
	FDD

	
	31
	
	-95.5
	-93.3
	
	
	
	

	CA_3A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	42
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_4A-5A-12A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	5
	
	
	-97.5
	-94.5
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-7A-12A5,6
	4
	
	
	[-90]
	[-89.5]
	[-89]
	[-88.5]
	FDD

	
	7
	
	
	-97.5
	-94.5
	
	
	

	
	
	
	
	-100.220
	-97.220
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-12A5,6
	4
	-89.2
	-89.2
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	-98.2
	-96.5
	-93.5
	
	
	

	CA_4A-12A-12A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-12A-30A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	CA_4A-17A5,6
	4
	
	
	-90
	-89.5
	
	
	FDD

	
	17
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-28A5,6
	4
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_5A-12A-66A5,6
	5
	
	
	-97.5
	-94.5
	
	
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-90
	-89.5
	-89
	-88.5
	

	CA_5A-38A19
	5
	
	
	N/A
	N/A
	
	
	FDD

	
	38
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_7A-8A5,6
	7
	
	
	-88
	-87.4
	-87
	-86.7
	FDD

	
	8
	
	-99
	-96.8
	-93.8
	
	
	

	CA_7A-8A-20A5,6
	7
	
	
	
	-87.4
	-87
	-86.7
	FDD

	
	8
	
	-99
	-96.8
	-93.8
	
	
	

	
	20
	
	
	[-96.8]
	[-93.8]
	
	
	

	
	
	
	
	[-99.5]20
	[-96.5]20
	
	
	

	CA_7A-20A-38A19
	7
	
	
	
	N/A
	N/A
	N/A
	FDD

	
	20
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	38
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_8A-28A-41A28
	8
	
	
	N/A
	N/A
	
	
	FDD

	
	28
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	41
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_8A-41A8
	8
	N/A
	N/A
	N/A
	N/A
	
	
	FDD

	
	41
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_8A-42A12,13
	8
	-102
	-99
	-96.8
	-93.8
	
	
	FDD

	
	42
	
	
	-84.8
	-84.7
	-84.6
	-84.5
	TDD

	CA_11A-28A
	11
	
	
	-75.2
	-75.2
	
	
	FDD

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	FDD

	CA_12A-30A-66A5,6
	12
	
	
	-96.5
	-93.5
	
	
	FDD

	
	30
	
	
	-98.5
	-95.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_12A-66A5,6
	12
	
	-98.2
	-96.5
	-93.5
	
	
	FDD

	
	66
	-88.7
	-88.7
	-89.5
	-89
	-88.5
	-88
	

	CA_12B-66A5,6
	12
	
	
	-96.5
	-93.5
	
	
	FDD

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_20A-38A19
	20
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	38
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_20A-40A15,16
	20
	
	
	-60.7
	-60.7
	-60.7
	-60.7
	FDD

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	CA_21A-28A4,21
	21
	
	
	N/A
	N/A
	N/A
	
	FDD

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_21A-28A-42A4,21
	21
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	28
	
	
	N/A
	N/A
	N/A
	
	

	
	42
	
	
	N/A
	N/A
	
	
	

	CA_21A-28A-42C4,21
	21
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	28
	
	
	N/A
	N/A
	N/A
	
	

	
	42
	
	
	N/A
	N/A
	
	
	

	CA_26A-41A8
	26
	
	
	N/A
	N/A
	N/A
	
	FDD

	
	41
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_28A-40A15,16
	28
	
	
	 -60.7
	 -60.7
	 -60.7
	 -60.7
	FDD

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	CA_28A-41A-42A17,18
	28
	
	
	-98.3
	-95.3
	
	
	FDD

	
	41
	
	
	
	-94.6
	-92.8
	-91.6
	

	
	42
	
	
	
	-85.4
	-85.1
	-84.9
	TDD

	CA_28A-42A17,18
	28
	
	
	-98.3
	-95.3
	-93.5
	-92.3
	FDD

	
	42
	
	
	-85.7
	-85.4
	-85.1
	-84.9
	TDD

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port

NOTE 4:
No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).

NOTE 5:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of a high band.  

NOTE 6:
The requirements should be verified for UL EARFCN of a low band (superscript LB) such that [image: image48.wmf]ë
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 the carrier frequency of a high band in MHz and [image: image51.wmf]LB

Channel

BW

 the channel bandwidth configured in the low band.

NOTE 7:
Void.
NOTE 8:
No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).

NOTE 9:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_3A-42A, CA_1A-3A-42A, CA_3A-19A-42A, and CA_1A-3A-19A-42A.
NOTE 10:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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 carrier frequency in the victim (higher) band in MHz and [image: image55.wmf]LB
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 the channel bandwidth configured in the lower band.
NOTE 11:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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are the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.

NOTE 12:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a high band.  

NOTE 13:
The requirements should be verified for UL EARFCN of a low band (superscript LB) such that 
[image: image61.wmf]/0.40.1
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 the carrier frequency of a high band in MHz and [image: image64.wmf]LB
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 the channel bandwidth configured in the low band. 

NOTE 14:
For the UE that supports CA_1A-18A-28A or CA_1A-19A-28A, no requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3.1 apply).

NOTE 15:
These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel’s transmission bandwidth of an aggressor (higher) band.

NOTE 16: The requirements should be verified for UL EARFCN of the aggressor (higher) band (superscript HB) such that 
[image: image65.wmf]/0.30.1
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 the carrier frequency in the victim (lower) band and [image: image68.wmf]HB
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 the channel bandwidth configured in the higher band.

NOTE 17:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 18:
The requirements should be verified for UL EARFCN of a low band (superscript LB) such that 
[image: image69.wmf]/0.50.1
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 the carrier frequency of a high band in MHz and [image: image72.wmf]LB
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 the channel bandwidth configured in the low band.

NOTE 19:
No requirements apply for the case that there is at least one individual RE within the uplink transmission bandwidth of the relative higher band and when the frequency range of relative higher band’s uplink channel bandwidth or uplink 1st adjacent channel bandwidth is fully or partially overlapped with the 3 times of the frequency range of the relative lower band’s downlink channel bandwidth. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).

NOTE 20:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
NOTE 21:
No requirements apply when there is at least one individual RE on band 28 uplink outside frequencies 728 – 738 MHz. The reference sensitivity is only verified when all configured RE’s are confined within frequencies 728 – 738 MHz (the requirements specified in clause 7.3.1 of [6] apply). 

NOTE 22:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_1A-3A-21A-42A. 
NOTE 23:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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 carrier frequency in the victim (higher) band in MHz and [image: image76.wmf]LB
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 the channel bandwidth configured in the lower band.
NOTE 24:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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are the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.

NOTE 25:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_3A-19A-21A-42A. 
NOTE 26:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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 carrier frequency in the victim (higher) band in MHz and [image: image85.wmf]LB
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 the channel bandwidth configured in the lower band.
NOTE 27:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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are the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 28:
No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of Band 8 for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of Band 41. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).


Table 7.3.1A-0b: Uplink configuration for the low band (exceptions due to harmonic issue)

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A-7A-8A
	8
	
	
	
	16
	25
	25
	FDD

	CA_1A-3A-7A-20A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-3A-7A-28A
	28
	
	
	
	16
	25
	25
	FDD

	CA_1A-3A-7A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-3A-8A-11A
	8
	
	
	8
	16
	25
	25
	FDD

	CA_1A-3A-19A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-3A-28A
	28
	
	
	8
	16
	25
	25
	FDD

	CA_1A-3A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-3A-21A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-3A-28A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-7A-8A
	8
	
	
	
	16
	25
	25
	FDD

	CA_1A-7A-28A
	28
	
	
	8
	16
	25
	25
	FDD

	CA_1A-28A
	28
	
	
	8
	16
	25
	25
	FDD

	CA_1A-28A-42A
	28
	
	
	8
	16
	25
	25
	FDD

	CA_2A-46A
	46
	
	
	
	
	
	100
	TDD

	CA_2A-2A-12A-30A-66A
	12
	
	
	8
	16
	25
	25
	FDD

	CA_2A-4A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_2A-4A-5A-12A
	12
	
	
	8
	16
	
	
	FDD

	CA_2A-4A-7A-12A
	12
	
	
	8
	16
	
	
	FDD

	CA_2A-4A-12A-30A
	12
	
	
	8
	16
	
	
	FDD

	CA_2A-12A-66A
	12
	
	
	8
	16
	
	
	FDD

	CA_3A-7A-8A
	8
	
	
	8
	16
	25
	25
	FDD

	CA_3A-7A-20A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-7A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-19A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-19A-21A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-20A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-21A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-28A-40A
	40
	
	
	25
	50
	75
	100
	TDD

	CA_3A-31A
	31
	
	
	25
	25
	25
	25
	FDD

	CA_3A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_4A-12A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-5A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-7A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-12A
	12
	2
	5
	8
	16
	20
	20
	FDD

	CA_4A-12A-30A
	12
	
	
	8
	16
	
	
	FDD

	CA_4A-17A
	17
	
	
	8
	16
	
	
	FDD

	CA_4A-28A
	28
	
	
	[8]
	[16]
	[25]
	[25]
	FDD

	CA_5A-12A-66A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_7A-8A
	8
	
	
	8
	16
	25
	25
	FDD

	CA_7A-8A-20A
	8
	
	
	
	16
	25
	25
	FDD

	CA_8A-42A
	8
	
	
	8
	16
	25
	25
	FDD

	CA_11A-28A
	28
	
	
	12
	25
	
	
	FDD

	CA_12A-30A-66A
	12
	
	
	8
	16
	
	
	FDD

	CA_12A-66A
	12
	2
	5
	8
	16
	20
	20
	FDD

	CA_12B-66A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_20A-40A3
	40
	
	
	25
	50
	75
	100
	FDD

	CA_28A-40A
	40
	
	
	25
	50
	75
	100
	TDD

	CA_28A-41A-42A
	28
	
	
	
	10
	15
	20
	FDD

	CA_28A-42A
	28
	
	
	5
	10
	15
	20
	FDD

	NOTE 1:
refers to the UL resource blocks, which shall be centred within the transmission bandwidth configuration for the channel bandwidth.

NOTE 2:
the UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.1-2 for the uplink bandwidth in which case the allocation according to Table 7.3.1-2 applies.

NOTE 3:
3 refers to the UL resource blocks shall be located between 2373-2400MHz.


For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0bA, exceptions are allowed when the uplink is active within a specified frequency range as noted in Table 7.3.1A-0bA. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0bA and Table 7.3.1A-0bB.
< text omitted >

Table 7.3.1A-0f: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	EUTRA CA 

Configuration
	EUTRA band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_1A-3A
	1
	1950
	5
	25
	2140
	23
	FDD
	IMD3

	
	
	
	
	
	
	25.75
	
	

	
	3
	1760
	5
	25
	1855
	N/A
	
	N/A

	CA_1A-8A
	1
	1965
	5
	25
	2155
	6
	FDD
	IMD4

	
	
	
	
	
	
	8.75
	
	

	
	8
	887.5
	5
	25
	932.5
	N/A
	
	N/A

	CA_2A-4A
	2
	1860
	20
	502
	1940
	5
	FDD
	IMD3

	
	
	
	
	
	
	7.75
	
	

	
	4
	1752.5
	5
	25
	2152.5
	N/A
	
	N/A

	CA_2A-4A
	2
	1868.3
	5
	25
	1948.3
	N/A
	FDD
	N/A

	
	4
	1735
	5
	25
	2135
	5
	
	IMD5

	CA_2A-46A
	2
	1880
	5
	25
	1960
	12.0
	FDD
	IMD3

	
	46
	5720
	20
	100
	5720
	N/A
	
	N/A

	CA_2A-46A
	2
	1880
	5
	25
	1960
	4.0
	FDD
	IMD5

	
	46
	5560
	20
	100
	5560
	N/A
	
	N/A

	CA_3A-5A
	3
	1771
	10
	50
	1866
	4
	FDD
	IMD4

	
	
	
	
	
	
	6.75
	
	

	
	5
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-5A
	3
	1721
	10
	50
	1816
	N/A
	FDD
	N/A

	
	5
	838
	5
	25
	883
	24
	
	IMD24

	CA_3A-7A
	3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	7
	2535
	10
	50
	2655
	13
	
	IMD4

	
	
	
	
	
	
	15.75
	
	

	CA_3A-8A
	3
	1755
	10
	50
	1850
	N/A
	FDD
	N/A

	
	8
	900
	5
	25
	945
	8
	
	IMD44

	CA_3A-8A
	3
	1747.5
	10
	50
	1842.5
	6.4
	FDD
	IMD5

	
	8
	897.5
	5
	25
	942.5
	N/A
	
	N/A

	CA_3A-19A
	3
	1771
	5
	25
	1866
	4
	FDD
	IMD4

	
	
	
	
	
	
	6.75
	
	

	
	19
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-19A
	3
	1721
	5
	25
	1816
	N/A
	FDD
	N/A

	
	19
	838
	5
	25
	883
	27
	
	IMD24

	CA_3A-20A
	3
	1775
	5
	25
	1870
	4
	FDD
	IMD4

	
	
	
	
	
	
	6.75
	
	

	
	20
	840
	5
	25
	799
	N/A
	
	N/A

	CA_3A-20A
	3
	1735
	5
	25
	1830
	N/A
	FDD
	N/A

	
	20
	847
	5
	25
	806
	9
	
	IMD4

	
	
	
	
	
	
	11.75
	
	

	CA_3A-26A
	3
	1771
	5
	25
	1866
	4
	FDD
	IMD4

	
	
	
	
	
	
	6.75
	
	

	
	26
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-26A
	3
	1721
	5
	25
	1816
	N/A
	FDD
	N/A

	
	26
	838
	5
	25
	883
	26
	
	IMD24

	CA_3A-41A
	3
	1740
	5
	25
	1835
	8.2
	FDD
	IMD4

	
	
	
	
	
	
	10.95
	
	

	
	41
	2657.5
	5
	25
	2657.5
	N/A
	TDD
	N/A

	CA_3A-42A
	3
	1740
	5
	25
	1835
	29.8
	FDD
	IMD24

	
	
	
	
	
	
	32.55
	
	

	
	42
	3575
	5
	25
	3575
	N/A
	TDD
	N/A

	CA_3A-42A
	3
	1765
	5
	25
	1860
	8.0
	FDD
	IMD44

	
	
	
	
	
	
	10.75
	
	

	
	42
	3435
	5
	25
	3435
	N/A
	TDD
	N/A

	CA_4A-5A
	4
	1721
	5
	25
	2121
	N/A
	FDD
	N/A

	
	5
	838
	5
	25
	883
	26
	
	IMD24

	CA_4A-7A
	4
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	7
	2535
	5
	25
	2655
	15
	
	IMD4

	
	
	
	
	
	
	17.75
	
	

	CA_5A-7A
	5
	834
	5
	25
	879
	12
	FDD
	IMD34

	
	7
	2547
	10
	50
	2667
	N/A
	
	N/A

	CA_7A-20A
	7
	2512
	10
	50
	2632
	N/A
	FDD
	N/A

	
	20
	851
	5
	25
	810
	12
	
	IMD34

	
	
	
	
	
	
	14.75
	
	

	CA_8A-41A
	8 
	882.5
	5
	25 
	927.5
	12.1
	FDD
	IMD3

	
	41
	2685
	10
	50 
	 2685
	N/A 
	TDD
	N/A

	CA_8A-41A
	8
	900
	5
	25 
	945
	5.7
	FDD
	IMD5

	
	41 
	2655
	10
	50 
	2655
	N/A 
	TDD
	N/A

	CA_19A-42A3
	19
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	N/A

	
	42
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	CA_21A-28A
	21
	1450.4
	5
	25
	1498.4
	[2.5]
	FDD
	IMD5

	
	28
	735.5
	5
	25
	790.5
	N/A
	TDD
	N/A

	CA_21A-42A3
	21
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	N/A

	
	42
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	CA_28A-42A
	28
	705.5
	5
	25
	760.5
	[5.5]
	FDD
	IMD5

	
	42
	3582.5
	5
	25
	3582.5
	N/A
	TDD
	N/A

	NOTE 1:
Both of the transmitters shall be set min(+20 dBm, PCMAX_L,c) as defined in subclause 6.2.5A

NOTE 2:
RBSTART = 0 

NOTE 3:
No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3.1 apply).

NOTE4:
This band is subject to IMD5 also which MSD is not specified.
NOTE 5:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


< end of changes >
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