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	Reason for change:
	This CR is to introduce the following bands to support 4Rx APs.
· Band 21, 25, 40.


	
	

	Summary of change:
	The following requirements are introduced.
1. Single carrier 4Rx requirements for Band 21, 25, 40.
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	4Rx APs can’t be supported by the above bands.
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<Start of changes>
Table 7.3.1-1a: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	1
	
	
	-102.7
	-99.7
	-97.9
	-96.7
	FDD

	2
	-105.4
	-102.4
	-100.7
	-97.7
	-95.9
	-94.7
	FDD

	3
	-104.4
	-101.4
	-99.7 
	-96.7
	-94.9
	-93.7
	

	…
	
	
	
	
	
	
	

	7
	
	
	-100.7
	-97.7
	-95.9
	-94.7
	FDD

	…
	
	
	
	
	
	
	

	20
	
	
	-99.7
	-96.7
	-93.9
	-92.7
	FDD

	21
	
	
	-102.7
	-99.7
	-97.9
	
	FDD

	25
	-103.9
	-100.9
	-99.2
	-96.2
	-94.4
	-93.2
	FDD

	…
	
	
	
	
	
	
	

	39
	
	
	-102.7
	-99.7
	-97.9
	-96.7
	TDD

	40
	
	
	-102.7
	-99.7
	-97.9
	-96.7
	TDD

	…
	
	
	
	
	
	
	

	41
	
	
	-100.7
	-97.7
	-95.9
	-94.7
	TDD

	42
	
	
	-101.2
	-98.2
	-96.4
	-95.2
	TDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port.



<End of changes>

