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<Start of Changes>

7.5
Blocking

7.5.1
Definition and applicability

The out-of-band blocking characteristic is a measure of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer outside the uplink operating band. 

7.5.2
Minimum requirement

The minimum requirement for MSR operation is in 3GPP TS 37.105 [8], subclause 7.5.2.

The minimum requirement for single RAT UTRA operation is in 3GPP TS 37.105 [8], subclause 7.5.3.

The minimum requirement for single RAT E-UTRA operation is in 3GPP TS 37.105 [8], subclause 7.5.4.

7.5.3
Test purpose

The test stresses the ability of the receiver unit associated with the TAB connector under test to withstand high-level interference from unwanted signals at specified frequency bands, without undue degradation of its sensitivity.

7.5.4
Method of test

7.5.4.1
Initial conditions

Test environment: 
-
Normal; see clause B.2.

RF channels to be tested for single carrier (SC): 
-
M; see subclause 4.12.1
Base Station RF Bandwidth positions to be tested for multi-carrier (MC): 
-
MRFBW for single-band TAB connector(s), see subclause 4.12.1, BRFBW_T'RFBW and B'RFBW_TRFBW for multi-band TAB connector(s), see subclause 4.12.1.
In addition, for multi-band TAB connectors:

-
For BRFBW_T'RFBW, out-of-band blocking testing above the highest operating band may be omitted.
-
For B'RFBW_TRFBW, out-of-band blocking testing below the lowest operating band may be omitted.
<End of Changes>


