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	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	4145
	-
	F
	Rel-13
	Correction for LAA TM9 CQI test (R13)
	R4-1700515
	Qualcomm Incorporated
	LTE_LAA-Perf

	36.101
	4146
	-
	A
	Rel-14
	Correction for LAA TM9 CQI test (R14)
	R4-1700516
	Qualcomm Incorporated
	LTE_LAA-Perf

	36.133
	4519
	-
	F
	Rel-13
	Correction on LAA test cases R13
	R4-1701440
	Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	4520
	-
	A
	Rel-14
	Correction on LAA test cases R14
	R4-1701441
	Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	4521
	-
	F
	Rel-13
	Correction on p-C-r10 value for LAA test cases R13
	R4-1701442
	Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	4522
	-
	A
	Rel-14
	Correction on p-C-r10 value for LAA test cases R14
	R4-1701443
	Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	4600
	-
	F
	Rel-13
	Correction of LAA RRM test cases
	R4-1702109
	Ericsson
	LTE_LAA-Perf

	36.133
	4601
	-
	A
	Rel-14
	Correction of LAA RRM test cases
	R4-1702110
	Ericsson
	LTE_LAA-Perf

	36.101
	4222
	1
	F
	Rel-13
	CR: Updates to LAA PDSCH demodulation performance requirements and LBT(R13)
	R4-1702111
	Huawei, Hisilicon, Samsung
	LTE_LAA-Perf

	36.101
	4223
	1
	F
	Rel-14
	CR: Updates to LAA PDSCH demodulation performance requirements and LBT(R14)
	R4-1702112
	Huawei, Hisilicon, Samsung
	LTE_LAA-Perf

	36.101
	4203
	1
	F
	Rel-13
	Clean up and correction for LAA PDCCH demodulation requirements
	R4-1702113
	Ericsson
	LTE_LAA-Perf

	36.101
	4204
	-
	A
	Rel-14
	Clean up and correction for LAA PDCCH demodulation requirements
	R4-1700986
	Ericsson
	LTE_LAA-Perf

	36.101
	4144
	1
	B
	Rel-14
	Introduction of SDR test for LAA Scell
	R4-1702114
	Qualcomm Incorporated
	LTE_LAA-Perf

	36.101
	4221
	1
	F
	Rel-14
	CR for LAA SDR applicability
	R4-1702115
	Huawei, Hisilicon
	LTE_LAA-Perf
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