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	Spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	4406
	1
	F
	Rel-13
	Correction to OCNG pattern for CatM1 FD-FDD and HD-FDD re-establishment TCs
	R4-1702155
	ANRITSU LTD
	LTE_MTCe2_L1-Perf

	36.133
	4407
	-
	A
	Rel-14
	Correction to OCNG pattern for CatM1 FD-FDD and HD-FDD re-establishment TCs
	R4-1700629
	ANRITSU LTD
	LTE_MTCe2_L1-Perf

	36.133
	4383
	-
	F
	Rel-13
	Correction to payload sizes in reference channels for Cat-m1
	R4-1700487
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	4384
	-
	A
	Rel-14
	Correction to payload sizes in reference channels for Cat-m1
	R4-1700488
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	4394
	1
	F
	Rel-13
	Correction to prach-ConfigIndex for TDD Random Access Test for Cat-M1
	R4-1702152
	ANRITSU LTD
	LTE_MTCe2_L1-Perf

	36.133
	4395
	-
	A
	Rel-14
	Correction to prach-ConfigIndex for TDD Random Access Test for Cat-M1
	R4-1700615
	ANRITSU LTD
	LTE_MTCe2_L1-Perf

	36.133
	4379
	1
	F
	Rel-13
	Correction to the CGI requirement test case in Cat-M1
	R4-1702157
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	4380
	-
	A
	Rel-14
	Correction to the CGI requirement test case in Cat-M1
	R4-1700484
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	4371
	-
	F
	Rel-13
	Correction to the intra-frequency reselection requirements in Cat-m1 enhanced coverage
	R4-1700475
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	4372
	-
	A
	Rel-14
	Correction to the intra-frequency reselection requirements in Cat-m1 enhanced coverage
	R4-1700476
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	4399
	-
	A
	Rel-14
	Corrections to UE Cat M1 Intra-frequency Event triggered Reporting CE Mode A Test Cases
	R4-1700621
	ANRITSU LTD
	LTE_MTCe2_L1-Perf

	36.133
	4398
	1
	F
	Rel-13
	Corrections to UE Cat M1 Intra-frequency Event triggered Reporting CE Mode A Test Cases
	R4-1702154
	ANRITSU LTD
	LTE_MTCe2_L1-Perf

	36.133
	4420
	-
	A
	Rel-14
	Corrections to UE Cat M1 Intra-frequency Event triggered Reporting CE Mode B Test Cases
	R4-1700732
	ANRITSU LTD
	LTE_MTCe2_L1-Perf

	36.133
	4419
	1
	F
	Rel-13
	Corrections to UE Cat M1 Intra-frequency Event triggered Reporting CE Mode B Test Cases
	R4-1702156
	ANRITSU LTD
	LTE_MTCe2_L1-Perf

	36.141
	0953
	1
	F
	Rel-13
	CR for PRACH conformance test (Rel-13)
	R4-1702161
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.141
	0954
	-
	A
	Rel-14
	CR for PRACH conformance test (Rel-14)
	R4-1701147
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.104
	0927
	1
	F
	Rel-13
	CR for PRACH requirements (Rel-13)
	R4-1702160
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.104
	0928
	-
	A
	Rel-14
	CR for PRACH requirements (Rel-14)
	R4-1701145
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	4436
	1
	F
	Rel-13
	CR on initial PRACH transmit power in RA test for Cat-M1 CEMode B R13
	R4-1702131
	Nokia, Alcatel-Lucent Shanghai Bell
	LTE_MTCe2_L1-Perf

	36.133
	4437
	-
	A
	Rel-14
	CR on initial PRACH transmit power in RA test for Cat-M1 CEMode B R14
	R4-1700907
	Nokia, Alcatel-Lucent Shanghai Bell
	LTE_MTCe2_L1-Perf
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