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	Reason for change:
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	The current discontinuous SEM of category NB1 is linearly interpolated.
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<Start of changes>
6.6.2F	Out of band emission for category NB1
6.6.2F.1	Spectrum emission mask
The spectrum emission mask of the category NB1 UE applies to frequencies (ΔfOOB) starting from the  edge of the assigned category NB1 channel bandwidth. For frequencies greater than (ΔfOOB) as specified in Table 6.6.2F.1-1 the spurious requirements in subclause 6.6.3 are applicable.
The power of any category NB1 UE emission shall not exceed the levels specified in Table 6.6.2F.1-1. The spectrum emission limit between each ΔfOOB is linearly interpolated.
Table 6.6.2F.1-1: category NB1 UE spectrum emission mask 
	ΔfOOB (kHz)
	Emission limit (dBm)
	Measurement bandwidth

	 0
	26
	30 kHz 

	 100
	-5
	30 kHz

	 150
	-8
	30 kHz

	 300
	-29
	30 kHz

	 500-1700
	-35
	30 kHz



In addition to the spectrum emission mask requirement in Table 6.6.2F.1-1 a category NB1 UE shall also meet the applicable E-UTRA spectrum emission mask requirement in sub-clause 6.6.2. E-UTRA spectrum emission requirement applies for frequencies that are Foffset away from edge of NB1 channel edge as defined in Table 6.6.2F.1-2.
Table 6.6.2F.1-2: Foffset for category NB1 UE spectrum emission mask 
	Channel BW (MHz)
	Foffset
[kHz]

	1.4
	165

	3
	190

	5
	200

	10
	225

	15
	240

	20
	245



Note:	Foffset in Table 6.6.2F.1-2 is used to guarantee co-existence for guard-band operation.
<End of changes>
