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	Reason for change:
	By introducing the skipping fallback band combination mechanism in Rel-13, the UE should omit all the fallback band combinations in its capability signalling if the network request to skip fallback band combination. 
If the UE supports different capabilities in fallback combination (e.g. MIMO layers, CSI processes, etc), the UE can just indicate differentFallbackSupported without reporting different capabilities.  On the other hand, if the eNB wishes to retrieve the different UE capability and enquires it to the UE, the UE reports all of the supported band combinations including the ones already reported. In this case, the benefit of the Rel-13 mechanism cannot be achieved in terms of the capability signalling size reduction. This issue was raised in R2-167777 and discussed at RAN2 #96. It was concluded to be considered again at RAN2 #97.

	
	

	Summary of change:
	A new UE capability is introduced for functional modification of retrieving different UE capabilities for a fallback band combination.
Rev.1:

- The definition of diffFallbackCombReport is aligned with the proposed changes to 36.331.

- The reason for change is modified to be aligned with the 36.331 CR.

	
	

	Consequences if not approved:
	The Rel-13 band combination retrieval function is remained as it is. Namely, the benefit of the Rel-13 solution has been overkilled for the case where the eNB retrieves the different UE capabilities supported for the fallback band combinations.
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4.3.5
RF parameters

<< skip unchanged part >>
4.3.5.XX
diffFallbackCombReport-r14
This field indicates whether the UE supports reporting of UE radio access capabilities for the CA band combinations asked by the eNB as well as, if any, reporting of different UE radio access capabilities for their fallback band combination as specified in TS 36.331 [5]. The UE does not report fallback combinations if their UE radio access capabilities are the same as the ones for the CA band combination asked by the eNB.
