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RAN2 CRs to Enhancements of NB-IoT

	TDoc
	Title
	Source
	Rel
	Spec
	Work Item
	CR
	Rev
	Cat

	R2-1706171
	Support of RLF for CP CIoT Optimisation
	Qualcomm Incorporated
	Rel-14
	36.300
	NB_IOTenh
	1041
	
	B

	R2-1704181
	Correction to paging carrier selection formula in Rel-14 NB-IoT
	Ericsson
	Rel-14
	36.304
	NB_IOTenh-Core
	0363
	2
	F

	R2-1704437
	Correction to NPRS
	Qualcomm Incorporated
	Rel-14
	36.355
	NB_IOTenh-Core
	0175
	1
	F

	R2-1704438
	Corrections to number of NPRS carriers and ECID measurements for NB-IoT
	Qualcomm Incorporated
	Rel-14
	36.355
	NB_IOTenh-Core
	0177
	
	F

	R2-1704490
	Stop condition for the drx-RetransmissionTimer for NB-IoT
	LG Electronics
	Rel-14
	36.321
	NB_IOTenh-Core
	1096
	
	F

	R2-1704492
	Correction to maximum number of HARQ processes for NB-IoT
	LG Electronics, Ericsson
	Rel-14
	36.321
	NB_IOTenh-Core
	1097
	
	F

	R2-1705018
	Corrections to capabilities for NB-IoT
	Ericsson
	Rel-14
	36.306
	NB_IOTenh-Core
	1464
	
	F

	R2-1705020
	Correction to SIB-Type-NB
	Ericsson, Huawei, HiSilicon
	Rel-14
	36.331
	NB_IOTenh-Core
	2737
	1
	F

	R2-1705290
	Corrections to NB-IoT Enhancements
	Huawei, HiSilicon
	Rel-14
	36.300
	NB_IOTenh-Core
	1006
	1
	F

	R2-1705756
	Correction to CarrierConfigDedicated-NB
	ZTE Corporation
	Rel-14
	36.331
	NB_IOTenh-Core
	2927
	
	F

	R2-1705896
	Long DRX values with regular wake-up cycle – Option 1
	Qualcomm Incorporated
	Rel-14
	36.331
	NB_IOTenh-Core
	2876
	1
	F

	R2-1705899
	Correction to the value range of ce-AuthorisationOffset
	Huawei, HiSilicon
	Rel-14
	36.331
	NB_IOTenh-Core
	2745
	3
	F

	R2-1705912
	Signalling optimisation for NB-IoT Enhancements
	Huawei, HiSilicon
	Rel-14
	36.355
	NB_IOTenh-Core
	0181
	1
	F

	R2-1705913
	Clarification to positioning measurement in idle state
	Ericsson
	Rel-14
	36.305
	NB_IOTenh-Core
	0069
	1
	F

	R2-1705914
	Removal of FFS for retransmission timer in LPP
	Qualcomm Incorporated
	Rel-14
	36.355
	NB_IOTenh-Core
	0178
	1
	F

	R2-1705925
	Small corrections to random access procedure and DRX for REl-14 NB-IoT Enhancements
	Huawei, HiSilicon
	Rel-14
	36.321
	NB_IOTenh-Core
	1062
	3
	F

	R2-1706112
	Miscellaneous corrections to TS 36.306
	Intel Corporation
	Rel-14
	36.306
	NB_IOTenh-Core
	1443
	2
	F

	R2-1706114
	Resources selection for PRACH triggered by a PDCCH order in eNB-IoT(Option2)
	ZTE, Ericsson, Huawei, HiSilicon
	Rel-14
	36.300
	NB_IOTenh-Core
	1028
	2
	F

	R2-1706163
	Introduction of RRC connection re-establishment for NB-IoT control plane
	Qualcomm Incorporated, Huawei, HiSilicon, Gemalto N.V.
	Rel-14
	36.300
	NB_IOTenh-Core
	1038
	
	B

	R2-1706164
	Introduction of RRC connection re-establishment for NB-IoT control plane
	Qualcomm Incorporated, Huawei, HiSilicon, Gemalto N.V.
	Rel-14
	36.306
	NB_IOTenh-Core
	1484
	
	B

	R2-1706165
	Introduction of RRC connection re-establishment for NB-IoT control plane
	Qualcomm Incorporated, Huawei, HiSilicon, Gemalto N.V.
	Rel-14
	36.331
	NB_IOTenh-Core
	2823
	2
	B

	R2-1706166
	Compact Signal Measurement Information for OTDOA
	Ericsson
	Rel-14
	36.355
	NB_IOTenh-Core
	0169
	3
	F

	R2-1706172
	Resources selection for PRACH triggered by a PDCCH order in eNB-IoT(Option2)
	ZTE, Ericsson, Huawei/HiSilicon
	Rel-14
	36.321
	NB_IOTenh-Core
	1113
	2
	F

	R2-1706179
	Miscellaneous NB-IoT corrections and clarifications resulting from ASN.1 review
	Huawei
	Rel-14
	36.331
	NB_IOTenh-Core
	2929
	2
	F

	R2-1705931
	Editorial corrections for MAC
	Ericsson
	Rel-14
	36.321
	NB_IOTenh-Core, LTE_feMTC-Core
	1068
	2
	D

	R2-1705897
	Introduction of Overload Control for Control plane data only
	Huawei, HiSilicon
	Rel-14
	36.331
	NB_IOTenh-Core, TEI14
	2746
	2
	C
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