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	Other comments:
	Same changes than agreed CR R5-171736 for Annex F.1.3


< Unchanged sections omitted >

F.1.3
Measurement of receiver

Table F.1.3-1: Maximum Test System Uncertainty for receiver tests
	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	7.3 Reference sensitivity power level
	Downlink power ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	7.3_1 Reference sensitivity level with 4 Rx antenna ports
	Same as 7.3
	

	7.3A.1 Reference sensitivity level for CA (intra-band contiguous DL CA and UL CA)
	Same as 7.3 for each CC
	

	7.3A.2 Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)
	Same as 7.3A.1
	

	7.3A.3 Reference sensitivity level for CA (inter-band DL CA without UL CA)
	Downlink power ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.5 dB, 4.2GHz < f ≤ 6GHz
	

	7.3A.4 Reference sensitivity level for CA (intra-band non-contiguous DL CA without UL CA)
	Same as 7.3A.1
	

	7.3A.5 Reference sensitivity level for 3DL CA
	Same as 7.3A.1
	

	7.3A.6 Reference sensitivity level for CA (inter-band DL CA and UL CA)
	Same as 7.3A.1
	

	7.3A.7 Reference sensitivity level for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 7.3A.1
	

	7.3A.9 Reference sensitivity level for 4DL CA
	Same as 7.3A.1
	

	7.3B Reference Sensitivity Level for UL-MIMO
	Same as 7.3
	

	7.3D.1 Reference sensitivity level for ProSe Direct Discovery
	Sidelink power ±0.7 dB, f ≤ 3.0GHz
	

	7.3D.2 Reference sensitivity level for ProSe Direct Communication
	Same as 7.3D.1
	

	7.3E Reference Sensitivity Level for UE category 0
	Same as 7.3
	

	7.3EA Reference Sensitivity Level for UE category M1
	Same as 7.3
	

	7.3F.1 Reference sensitivity level without repetitions for UE category NB1
	Downlink power ±0.7 dB, f ≤ 3.0GHz
	

	7.3F.2 Reference sensitivity level with repetitions for category NB1
	Downlink power ±0.7 dB, f ≤ 3.0GHz
	

	7.4 Maximum input level
	Downlink power ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	7.4_1 Maximum input level with 4 Rx antenna ports
	Same as 7.4
	

	7.4A.1 Maximum input level for CA (intra band contiguous DL CA and UL CA)
	Same as 7.4 for each CC
	Uncertainties apply for each CC

	7.4A.1 H Maximum input level for SCE-L1 for CA (intra-band contiguous DL CA and UL CA)
	Downlink power same as 7.4 for each CC
Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.2 Maximum input level for CA (intra band contiguous DL CA without UL CA)
	Downlink power same as 7.4 for each CC

Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.2 H Maximum input level for SCE-L1 for CA (intra-band contiguous DL CA without UL CA)
	Downlink power same as 7.4 for each CC
Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.3 Maximum input level for CA (inter-band DL CA without UL CA)
	Downlink power ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.5 dB, 4.2GHz < f ≤ 6GHz
Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.4 Maximum input level for CA (intra band non-contiguous DL CA without UL CA)
	Downlink power same as 7.4 for each CC
Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.5 Maximum input level for 3DL CA
	Downlink power same as 7.4 for each CC

Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.5_H Maximum input level for SCE-L1 for 3DL CA
	Downlink power same as 7.4 for each CC

Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4A.7 Maximum input level for 4DL CA
	Downlink power same as 7.4 for each CC

Uplink power measurement same as 7.4
	Uncertainties apply for each CC

	7.4B Maximum Input Level for UL-MIMO
	Downlink power same as 7.4
Uplink power measurement same as 7.4, at each antenna connector used for transmission
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	7.4D.1 Maximum input level for ProSe Direct Discovery
	Sidelink power ±0.7 dB, f ≤ 3.0GHz
	

	7.4D.2 Maximum input level for ProSe Direct Communication
	Same as 7.4D.1
	

	7.4E Maximum input level for UE category 0
	Same as 7.4
	

	7.4EA Maximum input level for UE category M1
	Same as 7.4
	

	7.4F Maximum input level for UE category NB1
	Downlink power ±0.7 dB, f ≤ 3.0GHz


	

	7.4_H Maximum input level for SCE-L1
	Same as 7.4
	

	7.5 Adjacent Channel Selectivity (ACS)
	ACS value ±1.1 dB, f ≤ 3.0GHz

±1.5 dB, 3.0GHz < f ≤ 4.2GHz

Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	Overall ACS uncertainty comprises three quantities:

1. Wanted signal level error

2. Interferer signal level error

3. Additional impact of interferer ACLR

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The interferer ACLR effect is systematic, and is added arithmetically.
Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + ACLR effect.

f ≤ 3.0GHz

Wanted signal level ± 0.7dB

Interferer signal level ± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal level ± 1.0dB

Interferer signal level ± 1.0dB

f ≤ 4.2GHz

Impact of interferer ACLR 0.1dB

	7.5_1 Adjacent Channel Selectivity (ACS) with 4 Rx antenna ports
	Same as 7.5
	

	7.5A.1 Adjacent Channel Selectivity (ACS) for CA (intra band contiguous DL CA and UL CA)
	Same as 7.5 for each CC
	Same as 7.5

The wanted signal level uncertainty applies for each CC.

Overall ACS uncertainty calculation includes the uncertainty for wanted level error only once, as the uncertainty of other CCs is not expected to have any significant effect.

	7.5A.2 Adjacent Channel Selectivity (ACS) for CA (intra band contiguous DL CA without UL CA)
	Downlink power same as 7.5

Uplink power measurement same as 7.5
	The wanted signal level uncertainty applies for each CC

	7.5A.3 Adjacent Channel Selectivity (ACS) for CA (inter band DL CA without UL CA)
	ACS value ±1.1 dB, f ≤ 3.0GHz

±1.5 dB, 3.0GHz < f ≤ 4.2GHz
±2.2 dB, 4.2GHz < f  ≤ 6GHz
Uplink power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	The wanted signal level uncertainty applies for each CC
Overall ACS uncertainty comprises three quantities:

1. Wanted signal level error

2. Interferer signal level error

3. Additional impact of interferer ACLR

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The interferer ACLR effect is systematic, and is added arithmetically.
Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + ACLR effect.

f ≤ 3.0GHz

Wanted signal level ± 0.7dB

Interferer signal level ± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal level ± 1.0dB

Interferer signal level ± 1.0dB
4.2GHz < f ≤ 6GHz

Wanted signal level ± 1.5dB

Interferer signal level ± 1.5dB

f ≤ 6GHz

Impact of interferer ACLR 0.1dB

	7.5A.4 Adjacent Channel Selectivity (ACS) for CA (intra-band non-contiguous DL CA without UL CA)
	Downlink power same as 7.5

Uplink power measurement same as 7.5
	The wanted signal level uncertainty applies for each CC

	7.5A.5 Adjacent Channel Selectivity (ACS) for 3DL CA
	Downlink power same as 7.5

Uplink power measurement same as 7.5
	The wanted signal level uncertainty applies for each CC

	<Many rows are skipped>
	
	


< End of changes >
