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<Start of modified section>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<-------------------------Start of change: UE-RadioAccessCapability ------------------------------->
<Unmodified parts omitted>
UE-RadioAccessCapability-ve30ext-IEs ::=

SEQUENCE { 

measurementCapability






MeasurementCapability-ve30ext

OPTIONAL,


supportofSimultaneousSetupandReleaseofRABsRBs
ENUMERATED { true }




OPTIONAL,


physicalChannelCapability





PhysicalChannelCapability-ve30ext
OPTIONAL,


ue-RadioAccessCapability-vf10ext    

UE-RadioAccessCapability-vf10ext-IEs    OPTIONAL
}
UE-RadioAccessCapability-vf10ext-IEs ::=

SEQUENCE { 


physicalChannelCapability




PhysicalChannelCapability-vf10ext   OPTIONAL,


nonCriticalExtensions





SEQUENCE {}






OPTIONAL

}

PhysicalChannelCapability-vf10ext ::=
SEQUENCE {


fddPhysChCapability





SEQUENCE {



downlinkPhysChCapability




DL-PhysChCapabilityFDD-vf10ext
OPTIONAL



}

}

DL-PhysChCapabilityFDD-vf10ext ::=
SEQUENCE {


supportofSimplifiedHS-SCCHType1Operation


     ENUMERATED { true }


OPTIONAL

}
<End of modified section>
