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<< Unchanged sections omitted >>
6.3.3G.2
UE Transmit OFF power for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions

Editor’s notes: This test case is incomplete. The following items are missing or incomplete:

- Applicability spec

6.3.3G.2.1
Test purpose

To verify that the UE transmit OFF power is lower than the value specified in the test requirement.
6.3.3G.2.2
Test applicability

The requirements of this test case apply in the test case 6.3.4G.2 General ON/OFF time mask for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions to all types of E-UTRA UE release 14 and forward that support V2X communication.

6.3.3G.2.3
Minimum conformance requirements

When UE is configured for simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions for inter-band E-UTRA V2X / E-UTRA bands specified in Table 5.2G-2, the requirements in subclause 6.3.3A apply for as specified for the corresponding inter-band con-current operation with uplink assigned to two bands.
The normative reference for this requirement is TS 36.101 [2] clause 6.3.3G.
6.3.3G.2.4
Test description

This test is covered by clause 6.3.4G.2 General ON/OFF time mask for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions.
6.3.3G.2.5
Test requirements

The requirement for the transmit OFF power shall not exceed the values specified in Table 6.3.3G.2.5-1.
Table 6.3.3G.2.5-1: Transmit OFF power
	
	Channel bandwidth / Minimum output power / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF power
	For carrier frequency f ≤ 3.0GHz: ≤-48.5 dBm

For carrier frequency 3.0GHz < f ≤ 4.2GHz: ≤-48.2 dBm

For carrier frequency 4.2GHz < f ≤ 6.0GHz : ≤-48 dBm

	Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


<< End of changes >>
