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	Other comments:
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Annex G (Normative):
SIP Type Definitions and XSD References
G.0
References of XSD and SIP Type Definitions
G.0.1
XML Schema Definitions (XSD)

The XSD references listed in this Annex are imported in the Test Suite.
Table G.0.1-1: Common Definitions
	XML Schema
	Source
	Name space
	Modifications

	reginfo
	RFC 3680 [24]
	urn:ietf:params:xml:ns:reginfo
	

	conference-info
	RFC 4575 [45]
	urn:ietf:params:xml:ns:conference-info
	

	gruuinfo
	RFC 5628 [46]
	urn:ietf:params:xml:ns:gruuinfo
	

	AlternativeService
	TS 24.229 [11] Table 7.6.1
	NoTargetNamespace
	

	pdif
	RFC 3863 [47]
	urn:ietf:params:xml:ns:pidf
	definitions modified according to errata id 1606

	pdif_geopriv10
	RFC 4119 [44]
	urn:ietf:params:xml:ns:pidf:geopriv10
	NOTE: RFC's errata has no impact on definitions

	pdif_geopriv10_basicPolicy
	RFC 4119 [44]
	urn:ietf:params:xml:ns:pidf:geopriv10:basicPolicy
	NOTE: RFC's errata has no impact on definitions

	pdif_geopriv10_civicLoc
	RFC 4119 [44]
	urn:ietf:params:xml:ns:pidf:geopriv10:civicLoc
	NOTE: RFC's errata has no impact on definitions

	SRVCC
	TS 24.237 [51] Annex D.2
	NoTargetNamespace
	

	xml
	http://www.w3.org/2001/03/xml.xsd
	http://www.w3.org/XML/1998/namespace
	

	EmergencyCallData.Control
	RFC 8147
	urn:ietf:params:xml:ns:EmergencyCallData:control
	


Table G.0.1-2: XCAP specific definitions

	XML Schema
	Source
	Name space

	24604
	TS 24.604 [40]
	http_uri_etsi_org_ngn_params_xml_simservs_xcap

	OIP-OIR
	TS 24.607 [41]
	http_uri_etsi_org_ngn_params_xml_simservs_xcap

	TIP-TIR R2
	TS 24.608 [42]
	http_uri_etsi_org_ngn_params_xml_simservs_xcap

	24611
	TS 24.611 [43]
	http_uri_etsi_org_ngn_params_xml_simservs_xcap

	XCAP
	TS 24.623 [36]
	http_uri_etsi_org_ngn_params_xml_simservs_xcap

	xdm_commonPolicy-V1_0
	
	urn_oma_xml_xdm_common_policy

	common-policy
	RFC 4745 [48]
	urn_ietf_params_xml_ns_common_policy


Table G.0.1-3: GBA specific definitions

	XML Schema
	Source
	Name space

	24109
	TS 24.109 [33]
	uri_3gpp_gba


G.0.2
Common TTCN-3 Libraries
Additionally the Test Suite imports the following modules of ETSI’s LibSip (ETSI SIP Library, see ):

	Module
	Revision

	LibSip_Common
	LibSip v3.0.5

	LibSip_SDPTypes
	LibSip v3.0.5

	LibSip_SimpleMsgSummaryTypes
	LibSip v3.0.5

	LibSip_SIPTypesAndValues
	LibSip v3.0.5


The LibSip module LibSip_MessageBodyTypes (imported by LibSip_SIPTypesAndValues) contains type definitions for the message body of SIP messages which in general are project specific. For 3GPP conformance testing LibSip_MessageBodyTypes is defined as shown below.

G.1
LibSip_MessageBodyTypes

G.1.1
MIMETypes

MIME_ContentDisposition
	TTCN-3 Record Type

	Name
	MIME_ContentDisposition

	Comment
	RFC 2183

	fieldName
	MIME_FieldName (MIME_CONTENT_DISPOSITION_E)
	
	

	dispositionType
	charstring
	
	

	dispositionParams
	SemicolonParam_List
	opt
	


MIME_ContentType

	TTCN-3 Record Type

	Name
	MIME_ContentType

	Comment
	RFC 2045 clause 5

	fieldName
	MIME_FieldName (MIME_CONTENT_TYPE_E)
	
	

	typeAndSubtype
	charstring
	
	

	typeParams
	SemicolonParam_List
	opt
	


MIME_ContentId

	TTCN-3 Record Type

	Name
	MIME_ContentId

	Comment
	RFC 2045 clause 7

	fieldName
	MIME_FieldName (MIME_CONTENT_ID_E)
	
	

	msgId
	charstring
	
	


MIME_Part_Header

	TTCN-3 Set Type

	Name
	MIME_Part_Header

	Comment
	

	contentType
	MIME_ContentType
	
	

	contentDisposition
	MIME_ContentDisposition
	opt
	

	contentId
	MIME_ContentId
	opt
	


MIME_Part_Body

	TTCN-3 Union Type

	Name
	MIME_Part_Body

	Comment
	

	sdpMessageBody
	SdpBody
	

	xmlBody
	XmlBody
	

	msdBody
	MsdBody
	


MIME_Part

	TTCN-3 Record Type

	Name
	MIME_Part

	Comment
	

	header
	MIME_Part_Header
	
	

	body
	MIME_Part_Body
	
	

	
	
	
	

	
	
	
	


MIME_Message

	TTCN-3 Record Type

	Name
	MIME_Message

	Comment
	

	boundary
	charstring
	
	boundary according to RFC 2046 clause 5.1.1

	mimePartList
	MIME_Part_List
	
	



MIME_Part_List

	TTCN-3 Set of Type

	Name
	MIME_Part_List

	Comment
	

	set  of MIME_Part


LibSip_MessageBodyTypes: Basic Type Definitions

	TTCN-3 Basic Types

	XmlBody
	charstring
	

	SdpBody
	charstring
	

	MsdBody
	octetstring
	Minimum Set of Data: Binary data according to RFC 8147 clause 5 and 14.3; 24.229 clause 5.1.6.11


MIME_FieldName

	TTCN-3 Enumerated Type

	Name
	MIME_FieldName

	Comment
	

	MIME_CONTENT_DISPOSITION_E
	

	MIME_CONTENT_TYPE_E
	

	MIME_CONTENT_ID_E
	


MessageBody

	TTCN-3 Union Type

	Name
	MessageBody

	Comment
	

	sdpMessageBody
	SdpBody
	if there is only SDP part

	xmlBody
	XmlBody
	if there is XML body

	mimeMessageBody
	MIME_Message
	if there is SDP and encapsulated ISUP part

	sipfrag
	charstring
	if content-Type is message/sipfrag (cp. NOTIFY, cp TS124147 A.4.3.1.2)

	textplain
	charstring
	if content type is text/plain (for testing long messages)

	simpleMsgSummary
	SimpleMsgSummary
	RFC 3842

	smsMessage
	octetstring
	encoded SMS message 3GPP 23.040, 24.011


G.2
References to TTCN-3

	References to TTCN-3

	LibSip_MessageBodyTypes
	IMS_LibSip/LibSip_MessageBodyTypes.ttcn
	Rev 20520


