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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk51’.
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3. Corrections to IMS EmergencyCall test case 11.2.12
Change 1 – Correction to function ’f_TC_11_2_12_GERAN’
	Function name
	f_TC_11_2_12_GERAN ()

	Reason for change
	After Handover Complete a UE not supporting DTM might send in the postamble a GPRS Suspension Request before DISCONNECT message is actually sent out and the RRC connection is released. Such optional GPRS Suspension Request is currently not handled in the postamble.

	Summary of change
	Call to newly introduced function ‘f_GERAN_CC_DisconnectWithSuspension()’ – see change 2 - was added before entering the postamble.

	TTCN module
	IMS_EmergencyCall_UGC_GERAN.ttcn

	MCC160 Comment
	


Before  change
…
    function f_TC_11_2_12_GERAN() runs on GERAN_PTC
  {
    var G_LogicChType v_TchType := tsc_FACCH_F;
    //Initialise cell info and configure cell 24
    f_GERAN_Init(EUTRA_GERAN);
    f_GERAN_CreateCell(geran_Cell24);
    f_IRAT_WaitForCoOrd_Trigger(EUTRA);
    f_GERAN_TestBody_Set(true);
    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell24);
    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell25);
    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell26);
    //Receive updated auth parameters
    f_GERAN_InterRAT_InitialiseAuthParams();
    //Create the physical channel in GERAN cell
    f_GERAN_CreateTCH(geran_Cell24);
    f_IRAT_WaitForCoOrd_Trigger(EUTRA);
    f_GERAN_SetCellPowerLevel(geran_Cell24, -65);
    f_GERAN_SetChPwrLevel(geran_Cell24, tsc_TchCh, -65);
    // @siclog "Step 28" siclog@
    f_GERAN_CSHOAccessAndPhysicalInformation (geran_Cell24, "Step 28");
    f_GERAN_TestBody_Set(false);
    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger);     // Tell EUTRA test is over
    f_GERAN_CC_Disconnect ( geran_Cell24, v_TchType );
    //Perform postamble
    f_GERAN_Postamble(geran_Cell24, G5_DEREGISTERED, -, -, v_TchType);
  }   
…
After change
…
  function f_TC_11_2_12_GERAN() runs on GERAN_PTC
  {
    var G_LogicChType v_TchType := tsc_FACCH_F;
    //Initialise cell info and configure cell 24
    f_GERAN_Init(EUTRA_GERAN);
    f_GERAN_CreateCell(geran_Cell24);
    f_IRAT_WaitForCoOrd_Trigger(EUTRA);
    f_GERAN_TestBody_Set(true);
    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell24);
    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell25);
    f_GERAN_Send_IR_SysInfoToEUTRA(geran_Cell26);
    //Receive updated auth parameters
    f_GERAN_InterRAT_InitialiseAuthParams();
    //Create the physical channel in GERAN cell
    f_GERAN_CreateTCH(geran_Cell24);
    f_IRAT_WaitForCoOrd_Trigger(EUTRA);
    f_GERAN_SetCellPowerLevel(geran_Cell24, -65);
    f_GERAN_SetChPwrLevel(geran_Cell24, tsc_TchCh, -65);
    // @siclog "Step 28" siclog@
    f_GERAN_CSHOAccessAndPhysicalInformation (geran_Cell24, "Step 28");
    f_GERAN_TestBody_Set(false);
    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger);     // Tell EUTRA test is over
    f_GERAN_CC_DisconnectWithSuspension ( geran_Cell24, v_TchType );
    //Perform postamble
    f_GERAN_Postamble(geran_Cell24, G5_DEREGISTERED, -, -, v_TchType);
  } 
...
Change 2 – Introdcution of new function ‘f_GERAN_CC_DisconnectWithSuspension’
	Function name
	f_GERAN_CC_DisconnectWithSuspension ()

	Reason for change
	Function to optionally handle GPRS Suspension Request in the postamble needs to be introduced.

	Summary of change
	‘f_GERAN_CC_DisconnectWithSuspension ()’ introduced as altstep.

	TTCN module
	GERAN_CommonFunctions.ttcn

	MCC160 Comment
	


Before  change
…

…
After change
…

function f_GERAN_CC_DisconnectWithSuspension(GERAN_CellId_Type p_CellId,
                                 G_LogicChType     p_ChannelType,
                                 SubChannelNumber  p_SubChannel := 15,  // @sic R5s120498 sic@
                                 template (value) TI p_Calltype := cs_TI_MT)
    runs on GERAN_PTC
  {
    //Send Disconnect message
    G_L2.send(cas_G_L2_DATA_REQ(p_CellId,
                                0,
                                tsc_TchCh,   // @sic R5s120498 sic@
                                p_ChannelType,
                                p_SubChannel,
                                cs_G_RFN_Omit,
                                cs_G_Disconnect(p_Calltype)));   // @sic R5s120498 sic@
    // patch to accomodate optional GPRS suspension before Release message
    alt { 
      //Receive GPRS supension
      [] G_L2.receive (car_G_L2_DATA_IND(p_CellId,
                                         ?,
                                         tsc_PhyCh0,
                                         ?,
                                         ?,
                                         ?,
                                         cr_GPRS_SuspensionReq(?, cr_RAI)))
        {
          repeat;
        }
      //Receive Release message
      [] G_L2.receive(car_G_L2_DATA_IND(p_CellId, ?, tsc_TchCh,?, ?, ?, cr_G_Release(?))) {};
    }     
    //Send Release Complete message
    G_L2.send(cas_G_L2_DATA_REQ(p_CellId,
                                0,
                                tsc_TchCh,   // @sic R5s120498 sic@
                                p_ChannelType,
                                p_SubChannel,
                                cs_G_RFN_Omit,
                                cs_G_RelCmpl(p_Calltype)));   // @sic R5s120498 sic@
  }
…
