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Change 1 – Correction to functions ‘f_TC_13_5_x_EUTRA’

	Function name
	f_TC_13_5_4_EUTRA (),
f_TC_13_5_5_EUTRA (),
f_TC_13_5_6_EUTRA ()

	Reason for change
	As proposed in approved Prose CR R5-169051, Test purpose (1) was removed to prevent compliant UEs from being unfairly FAILed because of missed paging for SIB2 update during CSFB operation. 

This TP1 originally covered SIB2 modification including ‘ac-BarringForMo-data’ set to 0% accessibility during the preamble with specific message contents given in TS 36.523-1 Table 13.5.4.3.3-1 (resp. Table 13.5.5.3.3-1 and Table 13.5.6.3.3-1). 

The configuration of Access Barring info in SIB2, which was earlier related to TP1, is still performed during Cell Initalization at the beginning of the TC and now blocks Multi-PDN capable UEs from initiating Internet PDN Disconnection during the preamble.


	Summary of change
	Removed in the Cell Initialization at the TC beginning the function call which configures Access Baring in SIB2.



	TTCN module
	AccessControl_R12.ttcn

	MCC160 Comment
	


Before change
	…

  /*

   * @desc      REFERENCE TS 36.523-1 clause 13.5.4

   * @status    APPROVED (LTE_A_R12)

   */

  function f_TC_13_5_4_EUTRA() runs on EUTRA_PTC

  { // MTSI MO speech Call / SCM / 0% access probability skip for MTSI MO speech call

    /* @sic R5-153959: TC renamed sic@ */

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    f_EUTRA_Init(c1, HANDLE_UM_DATA, USE_BIG_GRANTS);  /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS sic@ */

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring (eutra_Cell1, cs_AccessBarringInformation_NoSigOrData); // @sic R5-174514 sic@
    f_EUTRA_CellConfig_Def(eutra_Cell1);               /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS moved to f_EUTRA_NAS_Init sic@ */

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    // @siclog "Step 1-2 Void" siclog@

    // @siclog "Step 3" siclog@

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring (eutra_Cell1, cs_AccessBarringInformation_Prob0_ForMOCalls); // @sic R5-174514 sic@

    f_EUTRA_CellInfo_SetSIB2_SCM_BarringForMMTEL_Voice_r12 (eutra_Cell1, true);

    f_EUTRA_ModifySysinfo (eutra_Cell1);

    // @siclog "Step 3A" siclog@

    f_Delay(13.0);

    // @siclog "Step 4" siclog@

    f_UT_RequestIMSCall(UT, px_IMS_CalleeUri);

    // @siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, cr_EstablishmentCause_MoData); // @sic R5s160880 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");

    // Steps 6 to 18 - MTSI MO call for EPS

    // @siclog "Step 6 - 18" siclog@

    v_NasInd := f_EUTRA_ServiceReq_WithoutRrcConnReq (eutra_Cell1, v_RRC_TI); // @sic R5s160880 sic@

    f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(eutra_Cell1, // @sic R5s160880 sic@

                                         v_RRC_TI,

                                         v_NasInd.SecurityProtection.NasCount);

    f_EUTRA_Activate_SRB2_DRB_ReceiveRrcAndNasMsg(eutra_Cell1, // @sic R5s160880 sic@

                                                  v_RRC_TI);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_ActivateDedicatedEpsBearer_Speech(eutra_Cell1); // @sic R5s160880 sic@

    // @siclog "Step 19" siclog@ // @sic R5s160880 sic@

    f_EUTRA_508Check_ConnectedState (eutra_Cell1);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }

  /*

   * @desc      REFERENCE TS 36.523-1 clause 13.5.5

   * @status    APPROVED (LTE_A_R12)

   */

  function f_TC_13_5_5_EUTRA() runs on EUTRA_PTC

  { // MTSI MO Video Call / SCM / 0% access probability skip for MTSI MO video call

    /* @sic R5-153960: TC renamed sic@ */

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    f_EUTRA_Init(c1, HANDLE_UM_DATA, USE_BIG_GRANTS);  /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS sic@ */

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring(eutra_Cell1, cs_AccessBarringInformation_Prob0_ForMOCalls);
    f_EUTRA_CellConfig_Def(eutra_Cell1);               /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS moved to f_EUTRA_NAS_Init sic@ */

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    // @siclog "Step 1-2 Void" siclog@

    // @siclog "Step 3" siclog@

    f_EUTRA_CellInfo_SetSIB2_SCM_BarringForMMTEL_Video_r12(eutra_Cell1, true);

    f_EUTRA_ModifySysinfo(eutra_Cell1);

    // @siclog "Step 3A" siclog@

    f_Delay(13.0);

    // @siclog "Step 4" siclog@

    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);

    // @siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, cr_EstablishmentCause_MoData);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");

    // Steps 6 to 18 - MTSI MO Video call for EPS

    // @siclog "Step 6 - 18" siclog@

    v_NasInd := f_EUTRA_ServiceReq_WithoutRrcConnReq(eutra_Cell1, v_RRC_TI);

    f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(eutra_Cell1,

                                         v_RRC_TI,

                                         v_NasInd.SecurityProtection.NasCount);

    f_EUTRA_Activate_SRB2_DRB_ReceiveRrcAndNasMsg(eutra_Cell1,

                                                  v_RRC_TI);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_ActivateDedicatedEpsBearer_SpeechVideo(eutra_Cell1);

    // @siclog "Step 19" siclog@

    f_EUTRA_508Check_ConnectedState (eutra_Cell1);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }

  /*

   * @desc      REFERENCE TS 36.523-1 clause 13.5.6

   * @status    APPROVED (LTE_A_R12)

   */

  function f_TC_13_5_6_EUTRA() runs on EUTRA_PTC

  { // MTSI MO SMS / SCM / 0% access probability skip for MTSI MO SMS over IP

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    f_EUTRA_Init(c1, HANDLE_UM_DATA, USE_BIG_GRANTS);  /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS sic@ */

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring (eutra_Cell1, cs_AccessBarringInformation_NoSigOrData); // @sic R5-174514 sic@
    f_EUTRA_CellConfig_Def(eutra_Cell1);               /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS moved to f_EUTRA_NAS_Init sic@ */

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    // @siclog "Step 1-2 Void" siclog@

    // @siclog "Step 3" siclog@

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring (eutra_Cell1, cs_AccessBarringInformation_Prob0_ForMOCalls); // @sic R5-174514 sic@

    f_EUTRA_CellInfo_SetSIB2_SCM_BarringForSMS_r12(eutra_Cell1, true);

    f_EUTRA_ModifySysinfo(eutra_Cell1);

    // @siclog "Step 4" siclog@

    f_Delay(13.0);

    // @siclog "Step 5" siclog@

    f_UT_IMS_TriggerSMS(UT);

    // @siclog "Step 6" siclog@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, cr_EstablishmentCause_MoData);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6");

    // @siclog "Step 7 - 11" siclog@

    v_NasInd := f_EUTRA_ServiceReq_WithoutRrcConnReq(eutra_Cell1, v_RRC_TI);

    f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(eutra_Cell1, v_RRC_TI, v_NasInd.SecurityProtection.NasCount);

    // @siclog "Step 12" siclog@

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_EUTRA_Activate_SRB2_DRB_ReceiveRrcAndNasMsg(eutra_Cell1, v_RRC_TI);

    // @siclog Step 13 -18 Void siclog@

    // @sic R5-174512 sic@

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }
}


After change
	…

  /*

   * @desc      REFERENCE TS 36.523-1 clause 13.5.4

   * @status    APPROVED (LTE_A_R12)

   */

  function f_TC_13_5_4_EUTRA() runs on EUTRA_PTC

  { // MTSI MO speech Call / SCM / 0% access probability skip for MTSI MO speech call

    /* @sic R5-153959: TC renamed sic@ */

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    f_EUTRA_Init(c1, HANDLE_UM_DATA, USE_BIG_GRANTS);  /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS sic@ */

    // f_EUTRA_CellInfo_SetSysInfo_AccessBarring (eutra_Cell1, cs_AccessBarringInformation_NoSigOrData); // @sic R5-174514 sic@
    f_EUTRA_CellConfig_Def(eutra_Cell1);               /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS moved to f_EUTRA_NAS_Init sic@ */

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    // @siclog "Step 1-2 Void" siclog@

    // @siclog "Step 3" siclog@

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring (eutra_Cell1, cs_AccessBarringInformation_Prob0_ForMOCalls); // @sic R5-174514 sic@

    f_EUTRA_CellInfo_SetSIB2_SCM_BarringForMMTEL_Voice_r12 (eutra_Cell1, true);

    f_EUTRA_ModifySysinfo (eutra_Cell1);

    // @siclog "Step 3A" siclog@

    f_Delay(13.0);

    // @siclog "Step 4" siclog@

    f_UT_RequestIMSCall(UT, px_IMS_CalleeUri);

    // @siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, cr_EstablishmentCause_MoData); // @sic R5s160880 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");

    // Steps 6 to 18 - MTSI MO call for EPS

    // @siclog "Step 6 - 18" siclog@

    v_NasInd := f_EUTRA_ServiceReq_WithoutRrcConnReq (eutra_Cell1, v_RRC_TI); // @sic R5s160880 sic@

    f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(eutra_Cell1, // @sic R5s160880 sic@

                                         v_RRC_TI,

                                         v_NasInd.SecurityProtection.NasCount);

    f_EUTRA_Activate_SRB2_DRB_ReceiveRrcAndNasMsg(eutra_Cell1, // @sic R5s160880 sic@

                                                  v_RRC_TI);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_ActivateDedicatedEpsBearer_Speech(eutra_Cell1); // @sic R5s160880 sic@

    // @siclog "Step 19" siclog@ // @sic R5s160880 sic@

    f_EUTRA_508Check_ConnectedState (eutra_Cell1);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }

  /*

   * @desc      REFERENCE TS 36.523-1 clause 13.5.5

   * @status    APPROVED (LTE_A_R12)

   */

  function f_TC_13_5_5_EUTRA() runs on EUTRA_PTC

  { // MTSI MO Video Call / SCM / 0% access probability skip for MTSI MO video call

    /* @sic R5-153960: TC renamed sic@ */

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    f_EUTRA_Init(c1, HANDLE_UM_DATA, USE_BIG_GRANTS);  /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS sic@ */

   //  f_EUTRA_CellInfo_SetSysInfo_AccessBarring(eutra_Cell1, cs_AccessBarringInformation_Prob0_ForMOCalls);
    f_EUTRA_CellConfig_Def(eutra_Cell1);               /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS moved to f_EUTRA_NAS_Init sic@ */

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    // @siclog "Step 1-2 Void" siclog@

    // @siclog "Step 3" siclog@

    f_EUTRA_CellInfo_SetSIB2_SCM_BarringForMMTEL_Video_r12(eutra_Cell1, true);

    f_EUTRA_ModifySysinfo(eutra_Cell1);

    // @siclog "Step 3A" siclog@

    f_Delay(13.0);

    // @siclog "Step 4" siclog@

    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);

    // @siclog "Step 5" siclog@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, cr_EstablishmentCause_MoData);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");

    // Steps 6 to 18 - MTSI MO Video call for EPS

    // @siclog "Step 6 - 18" siclog@

    v_NasInd := f_EUTRA_ServiceReq_WithoutRrcConnReq(eutra_Cell1, v_RRC_TI);

    f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(eutra_Cell1,

                                         v_RRC_TI,

                                         v_NasInd.SecurityProtection.NasCount);

    f_EUTRA_Activate_SRB2_DRB_ReceiveRrcAndNasMsg(eutra_Cell1,

                                                  v_RRC_TI);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_ActivateDedicatedEpsBearer_SpeechVideo(eutra_Cell1);

    // @siclog "Step 19" siclog@

    f_EUTRA_508Check_ConnectedState (eutra_Cell1);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }

  /*

   * @desc      REFERENCE TS 36.523-1 clause 13.5.6

   * @status    APPROVED (LTE_A_R12)

   */

  function f_TC_13_5_6_EUTRA() runs on EUTRA_PTC

  { // MTSI MO SMS / SCM / 0% access probability skip for MTSI MO SMS over IP

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    f_EUTRA_Init(c1, HANDLE_UM_DATA, USE_BIG_GRANTS);  /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS sic@ */

    // f_EUTRA_CellInfo_SetSysInfo_AccessBarring (eutra_Cell1, cs_AccessBarringInformation_NoSigOrData); // @sic R5-174514 sic@
    f_EUTRA_CellConfig_Def(eutra_Cell1);               /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS moved to f_EUTRA_NAS_Init sic@ */

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    // @siclog "Step 1-2 Void" siclog@

    // @siclog "Step 3" siclog@

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring (eutra_Cell1, cs_AccessBarringInformation_Prob0_ForMOCalls); // @sic R5-174514 sic@

    f_EUTRA_CellInfo_SetSIB2_SCM_BarringForSMS_r12(eutra_Cell1, true);

    f_EUTRA_ModifySysinfo(eutra_Cell1);

    // @siclog "Step 4" siclog@

    f_Delay(13.0);

    // @siclog "Step 5" siclog@

    f_UT_IMS_TriggerSMS(UT);

    // @siclog "Step 6" siclog@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell1, cr_EstablishmentCause_MoData);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6");

    // @siclog "Step 7 - 11" siclog@

    v_NasInd := f_EUTRA_ServiceReq_WithoutRrcConnReq(eutra_Cell1, v_RRC_TI);

    f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(eutra_Cell1, v_RRC_TI, v_NasInd.SecurityProtection.NasCount);

    // @siclog "Step 12" siclog@

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_EUTRA_Activate_SRB2_DRB_ReceiveRrcAndNasMsg(eutra_Cell1, v_RRC_TI);

    // @siclog Step 13 -18 Void siclog@

    // @sic R5-174512 sic@

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }

}


