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	Reason for change:
	Current implementation is not handling the situation that UE using the IMS as second PDN and can send ICMPv6 packet (Router Solicitation) for both DRB’s(DRB5 and DRB1) during the DRB’s configuration required for IMS registration.Handling of of ICMPv6 packets from DRB1 is missing.

	
	

	Summary of change:
	Update routing tables for handling ICMPv6 packet from DRB1

	
	

	Consequences if not approved:
	Conformant UE may fail test case.
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	Other comments:
	


Change 1 

	Testcase name
	f_EUTRA_OptionalMultiPDN_IMSRegistration_PTCSetup

	Reason for change
	Current implementation is not handling the situation that UE using the IMS as second PDN and can send ICMPv6 packet (Router Solicitation) for both DRB’s(DRB5 and DRB1) during the DRB’s configuration required for IMS registration.Handling of of ICMPv6 packets from DRB1 is missing.

	Summary of change
	Update routing tables for handling ICMPv6 packet from DRB1.

	TTCN module
	EUTRA_NASCommonFunctions.ttcn

	MCC160 Comment
	


Before change 
  function f_EUTRA_OptionalMultiPDN_IMSRegistration_PTCSetup(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);

    if (pc_IMS) {

      f_EUTRA_Update_RANType (p_CellId); // @sic R5s170173 sic@

      f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1], cms_IPCAN_IMS_IpcanInd); // @sic R5s170176 sic@

      f_IP_ChangeDrbMappingEUTRA(IP, p_CellId, tsc_DRB1, PDN_1);

      f_IP_Handling_StartPDN(IP, PDN_1, cs_DrbInfo_EUTRA(p_CellId,  f_EUTRA_NB_EpsBearerAssociatedDRB(v_EpsBearerId)));

    }

  }
After change

  function f_EUTRA_OptionalMultiPDN_IMSRegistration_PTCSetup(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);

    if (pc_IMS) {

      f_EUTRA_Update_RANType (p_CellId); // @sic R5s170173 sic@

      f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1], cms_IPCAN_IMS_IpcanInd); // @sic R5s170176 sic@

      f_IP_ChangeDrbMappingEUTRA(IP, p_CellId, tsc_DRB1, PDN_1);

      f_IP_Handling_StartPDN(IP, PDN_1, cs_DrbInfo_EUTRA(p_CellId,  f_EUTRA_NB_EpsBearerAssociatedDRB(v_EpsBearerId)));

      f_IP_Handling_StartPDN(IP, PDN_2, cs_DrbInfo_EUTRA(p_CellId,  f_EUTRA_NB_EpsBearerAssociatedDRB(tsc_EpsDefaultBearerId)));
    }

  }
