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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk37’.
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3. Corrections to LTE MAC test case 7.2.2.6
Change 1 – Correction to function ‘f_TC_7_2_2_6_TestBody()’
	Function name
	f_TC_7_2_2_6_TestBody ()

	Reason for change
	The NPRB value assigned is more than 6. This is not applicable for CAT-M1 UEs.

	Summary of change
	Modified the NPRB and IMCS values to ones which are also applicable for CAT-M1 UEs and fulfil TBS size of ~432 Bits.

	TTCN module
	LTE\7_2\RLC_UM_Testcases.ttcn

	MCC160 Comment
	


Before  change
  function fl_TC_7_2_2_6_TestBody(inout RLC_SS_State p_RLC_Rec) runs on EUTRA_PTC
  { // @sic R5s100004 sic@ @sic R5-105016 sic@
    var integer v_RLC_SDUsize := 50;
    var integer v_Part1Len;
    var octetstring v_SDU5;
    var octetstring v_RLC_SDUpart1;
    var octetstring v_RLC_SDUlastpart;
    var SubFrameTiming_Type v_Timing;
    …..

    v_Timing := f_EUTRA_NB_TimingInfoAdd(v_Timing, 60);
    f_EUTRA_PeriodicCyclicULGrantTransmission( eutra_Cell1, cs_TimingInfo(v_Timing),
    3, 8, 10, 2); // Imcs = 3 -> Itbs = 3  @sic R5s110394, R5-156153 sic@
    ……
 }
After  change
  function fl_TC_7_2_2_6_TestBody(inout RLC_SS_State p_RLC_Rec) runs on EUTRA_PTC
  { // @sic R5s100004 sic@ @sic R5-105016 sic@
    var integer v_RLC_SDUsize := 50;
    var integer v_Part1Len;
    var octetstring v_SDU5;
    var octetstring v_RLC_SDUpart1;
    var octetstring v_RLC_SDUlastpart;
    var SubFrameTiming_Type v_Timing;

    …..

    v_Timing := f_EUTRA_NB_TimingInfoAdd(v_Timing, 60);
    f_EUTRA_PeriodicCyclicULGrantTransmission( eutra_Cell1, cs_TimingInfo(v_Timing),
    9, 3, 10, 2); // Imcs = 3 -> Itbs = 3  @sic R5s110394, R5-156153 sic@
    ……
 }
