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	Reason for change:
	Some issues have been found in the implementation of prose CR R5-176899 for MDT test cases:

1. fl_EUTRAN_CheckUEInformationResponse() expects “template RLF_Report_failedPCellId_v1090_Type” for the last paramter so the us eof valueof() is unnecessary.
2. For test case 8.6.6.1, Some incorrect PLMN and cell identity parameters are pased into fl_EUTRAN_CheckUEInformationResponse()

	
	

	Summary of change:
	Corrected paramters passed to fl_EUTRAN_CheckUEInformationResponse()

	
	

	Consequences if not approved:
	A conformant UE will fail these test cases.
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	Other comments:
	


Change 1 

	Function name
	function f_TC_8_6_6_1_EUTRA

	Reason for change
	1. fl_EUTRAN_CheckUEInformationResponse() expects “template RLF_Report_failedPCellId_v1090_Type” for the last paramter so the use of valueof() is unnecessary.

2. Some incorrect PLMN and cell identity parameters are pased into fl_EUTRAN_CheckUEInformationResponse()

	Summary of change
	Corrected paramters passed to fl_EUTRAN_CheckUEInformationResponse()

	TTCN module
	RRC_LoggedHOFaliure.ttcn

	MCC160 Comment
	


Before change
	function f_TC_8_6_6_1_EUTRA() runs on EUTRA_PTC

  { // Handover Failure logging / Reporting of Intra-frequency measurements

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell1, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell1, v_CellIdentity_Cell1, v_CellIdentity_Cell1, *, *, valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.1 Step 13");

    //@siclog "Step 13" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

    f_EUTRA_508Check_ConnectedState(eutra_Cell1);

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  } // end of f_TC_8_6_6_1_EUTRA


After change
	function f_TC_8_6_6_1_EUTRA() runs on EUTRA_PTC

  { // Handover Failure logging / Reporting of Intra-frequency measurements

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell1, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, *, *, v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.1 Step 13");

    //@siclog "Step 13" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

    f_EUTRA_508Check_ConnectedState(eutra_Cell1);

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  } // end of f_TC_8_6_6_1_EUTRA


Change 2 

	Function name
	f_TC_8_6_6_2_EUTRA

	Reason for change
	fl_EUTRAN_CheckUEInformationResponse() expects “template RLF_Report_failedPCellId_v1090_Type” for the last parameter so the use of valueof() is unnecessary.

	Summary of change
	Removed use of valueof()

	TTCN module
	RRC_LoggedHOFaliure.ttcn

	MCC160 Comment
	


Before change
	function f_TC_8_6_6_2_EUTRA() runs on EUTRA_PTC

  { // Handover Failure logging / Reporting of Inter-frequency measurements

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;
………………….
fl_EUTRAN_CheckUEInformationResponse(eutra_Cell1, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell3, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell3, v_CellIdentity_Cell1, v_CellIdentity_Cell3, *, *, valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.2 Step 13");

    //@siclog "Step 13" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

    f_EUTRA_508Check_ConnectedState(eutra_Cell1);

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  } // end of f_TC_8_6_6_2_EUTRA


After change
	function f_TC_8_6_6_2_EUTRA() runs on EUTRA_PTC

  { // Handover Failure logging / Reporting of Inter-frequency measurements

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;
……………………….
fl_EUTRAN_CheckUEInformationResponse(eutra_Cell1, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell3, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell3, v_CellIdentity_Cell1, v_CellIdentity_Cell3, *, *, v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.2 Step 13");

    //@siclog "Step 13" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

    f_EUTRA_508Check_ConnectedState(eutra_Cell1);

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  } // end of f_TC_8_6_6_2_EUTRA


Change 3 

	Function name
	function f_TC_8_6_6_4_EUTRA

	Reason for change
	Mismatch in parameter type while calling function fl_EUTRAN_CheckUEInformationResponse.

	Summary of change
	Corrected the parameter type.

	TTCN module
	RRC_LoggedHOFaliure.ttcn

	MCC160 Comment
	


Before change
	function f_TC_8_6_6_4_EUTRA() runs on EUTRA_PTC

  { //Handover Failure logging / Location information

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell1, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, cr_LocationInfo_r10_LocationCoordinates((cr_Ellipsoid_Point_r10(?),cr_EllipsoidPointWithAltitude_r10(?))), *, valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.4 Step 13");

     //@siclog "Step 13" siclog@

     //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

     f_EUTRA_508Check_ConnectedState(eutra_Cell1);

     f_EUTRA_TestBody_Set (false);

     // Postamble

     f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  } // end of f_TC_8_6_6_4_EUTRA


After change
	function f_TC_8_6_6_4_EUTRA() runs on EUTRA_PTC

  { //Handover Failure logging / Location information

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell1, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, cr_LocationInfo_r10_LocationCoordinates((cr_Ellipsoid_Point_r10(?),cr_EllipsoidPointWithAltitude_r10(?))), *, v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.4 Step 13");

     //@siclog "Step 13" siclog@

     //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?

     f_EUTRA_508Check_ConnectedState(eutra_Cell1);

     f_EUTRA_TestBody_Set (false);

     // Postamble

     f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  } // end of f_TC_8_6_6_4_EUTRA


Change 4 

	Function name
	function f_TC_8_6_6_5_EUTRA

	Reason for change
	Mismatch in parameter type while calling function fl_EUTRAN_CheckUEInformationResponse.

	Summary of change
	Corrected the parameter type.

	TTCN module
	RRC_LoggedHOFaliure.ttcn

	MCC160 Comment
	


Before change
	function f_TC_8_6_6_5_EUTRA() runs on EUTRA_PTC

  { //Handover Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell2;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell2, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.5 Step 29");

    f_EUTRA_TestBody_Set (false);

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  } // end of f_TC_8_6_6_5_EUTRA


After change
	function f_TC_8_6_6_5_EUTRA() runs on EUTRA_PTC

  { //Handover Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell2;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell2, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.5 Step 29");

    f_EUTRA_TestBody_Set (false);

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  } // end of f_TC_8_6_6_5_EUTRA


Change 5 

	Function name
	function f_TC_8_6_6_6_EUTRA

	Reason for change
	Mismatch in parameter type while calling function fl_EUTRAN_CheckUEInformationResponse.

	Summary of change
	Corrected the parameter type.

	TTCN module
	RRC_LoggedHOFaliure.ttcn

	MCC160 Comment
	


Before change
	function f_TC_8_6_6_6_EUTRA() runs on EUTRA_PTC

  { // Handover Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell2;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell2, v_Band, v_Frequency_IE_f1, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.6 Step 16");

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  } // end of f_TC_8_6_6_6_EUTRA


After change
	function f_TC_8_6_6_6_EUTRA() runs on EUTRA_PTC

  { // Handover Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell2;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell2, v_Band, v_Frequency_IE_f1, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.6 Step 16");

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  } // end of f_TC_8_6_6_6_EUTRA


Change 6 

	Function name
	function f_TC_8_6_6_7_EUTRA

	Reason for change
	Mismatch in parameter type while calling function fl_EUTRAN_CheckUEInformationResponse.

	Summary of change
	Corrected the parameter type.

	TTCN module
	RRC_LoggedHOFaliure.ttcn

	MCC160 Comment
	


Before change
	function f_TC_8_6_6_7_EUTRA() runs on EUTRA_PTC

  { //Handover Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;

    var PLMN_Identity v_PLMN_Identity_Cell1;

    var PLMN_Identity v_PLMN_Identity_Cell12;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell2, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell12, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell12, v_CellIdentity_Cell1, v_CellIdentity_Cell12, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.7 Step 12");

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  }

}


After change
	function f_TC_8_6_6_7_EUTRA() runs on EUTRA_PTC

  { //Handover Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_CellInfo_Type v_CellInfo_Cell12;

    var PLMN_Identity v_PLMN_Identity_Cell1;

    var PLMN_Identity v_PLMN_Identity_Cell12;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResponse(eutra_Cell2, v_Band, v_Frequency_IE_f2, v_PhysCellId_Cell12, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell12, v_CellIdentity_Cell1, v_CellIdentity_Cell12, *, cr_RLF_Report_basicFields_r11(v_C_RNTI, ?, ?), v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.6.7 Step 12");

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell12, E2_CONNECTED);

  }

}


Change 7 

	Function name
	function f_TC_8_6_4_1_EUTRA

	Reason for change
	Mismatch in parameter type while calling function fl_EUTRAN_CheckUEInformationResponse.

	Summary of change
	Corrected the parameter type.

	TTCN module
	RRC_LoggedRLF.ttcn

	MCC160 Comment
	


Before change
	function f_TC_8_6_4_1_EUTRA() runs on EUTRA_PTC

  { //Radio Link Failure logging / Reporting of Intra-frequency measurements

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResp(eutra_Cell2, v_Band, v_Frequency_IE_f1, v_Frequency_IE_f1, v_PhysCellId_Cell1, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.4.1 Step 12");

    //@siclog "Step 13" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?

    f_EUTRA_508Check_ConnectedState(eutra_Cell2);

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell2, E2_CONNECTED);

  } // end of f_TC_8_6_4_1_EUTRA


After change
	function f_TC_8_6_4_1_EUTRA() runs on EUTRA_PTC

  { //Radio Link Failure logging / Reporting of Intra-frequency measurements

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResp(eutra_Cell2, v_Band, v_Frequency_IE_f1, v_Frequency_IE_f1, v_PhysCellId_Cell1, v_PhysCellId_Cell2, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell2, v_CellIdentity_Cell1, v_CellIdentity_Cell2, v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.4.1 Step 12");

    //@siclog "Step 13" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?

    f_EUTRA_508Check_ConnectedState(eutra_Cell2);

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell2, E2_CONNECTED);

  } // end of f_TC_8_6_4_1_EUTRA


Change 8 

	Function name
	function f_TC_8_6_4_2_EUTRA

	Reason for change
	Mismatch in parameter type while calling function fl_EUTRAN_CheckUEInformationResponse.

	Summary of change
	Corrected the parameter type.

	TTCN module
	RRC_LoggedRLF.ttcn

	MCC160 Comment
	


Before change
	function f_TC_8_6_4_2_EUTRA() runs on EUTRA_PTC

  { //Radio Link Failure logging / Reporting of Inter-frequency measurements

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResp(eutra_Cell3, v_Band, v_Frequency_IE_f1, v_Frequency_IE_f2, v_PhysCellId_Cell1, v_PhysCellId_Cell3, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell3, v_CellIdentity_Cell1, v_CellIdentity_Cell3, valueof(v_FailedPCellId_v1090)); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.4.2 Step 12");

    //@siclog "Step 13" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 3?

    f_EUTRA_508Check_ConnectedState(eutra_Cell3);

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell3, E2_CONNECTED);

  } // end of f_TC_8_6_4_2_EUTRA


After change
	function f_TC_8_6_4_2_EUTRA() runs on EUTRA_PTC

  { //Radio Link Failure logging / Reporting of Inter-frequency measurements

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;
----Skipping Code-----

fl_EUTRAN_CheckUEInformationResp(eutra_Cell3, v_Band, v_Frequency_IE_f1, v_Frequency_IE_f2, v_PhysCellId_Cell1, v_PhysCellId_Cell3, v_PLMN_Identity_Cell1, v_PLMN_Identity_Cell3, v_CellIdentity_Cell1, v_CellIdentity_Cell3, v_FailedPCellId_v1090); //@sic R5-176899 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.4.2 Step 12");

    //@siclog "Step 13" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 3?

    f_EUTRA_508Check_ConnectedState(eutra_Cell3);

    f_EUTRA_TestBody_Set (false);

    // Postamble

    f_EUTRA_Postamble(eutra_Cell3, E2_CONNECTED);

  } // end of f_TC_8_6_4_2_EUTRA


