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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk51’ respectively in ATS ‘iwd-TTCN3-B2017-06_D18wk12’.
2. Table of Contents

21. Overview

2. Table of Contents
2
3. Corrections to EUTRA MAC test case 7.1.2.1 for CAT-M1
2
Change 1 – Correction to function ‘f_TC_7_1_2_1_EUTRA’
2
Change 2 – Correction to Template ‘cs_RachProcedureConfig_CRNTI_Dedicated’
4

3. Corrections to EUTRA MAC test case 7.1.2.1 for CAT-M1
Change 1 – Correction to function ‘f_TC_7_1_2_1_EUTRA’
	Function name
	f_TC_7_1_2_1_EUTRA ()

	Reason for change
	Uplink grant assignment in function call f_EUTRA_SS_ConfigRachProcedure does not consider CAT-M1 mode.



	Summary of change
	CE mode specific Uplink grants assigned in function call f_EUTRA_SS_ConfigRachProcedure.


	TTCN module
	LTE\7_1\MAC_712.ttcn

	MCC160 Comment
	


Before  change
function f_TC_7_1_2_1_EUTRA ( ) runs on EUTRA_PTC
  { 
     /* L2/MAC/7.2
     * 7.1.2.1 : Correct Selection of RACH parameters / Random Access Preamble and
     * PRACH resource explicitly signalled to the UE by RRC [Non Contention Based
      Random Access Procedure]
     */
    var EUTRA_SecurityParams_Type v_Auth_Params;

    ……

    // Bring up cell 2
    f_EUTRA_SetCellPower(eutra_Cell2, tsc_SuitableCellRS_EPRE);
    // preconfig for RACH procedure
    f_EUTRA_SS_ConfigRachProcedure(eutra_Cell2, tsc_C_RNTI_Def2, 
    cs_RachProcedureConfig_CRNTI_Dedicated(f_EUTRA_CellInfo_GetRAR_TA(eutra_Cell2),
     f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell2));// @sic R5-103846 sic@
    // config for PReamble reception indication
    f_EUTRA_SS_ConfigRachPreambleIndMode(eutra_Cell2, tsc_L1Mac_IndicationMode_Enable); 
    //@sic R5s100138 sic@
    // Auto PUCCH sync needs to be avoided until UE starts camping in the cell
    f_EUTRA_StartULGrantTransmissionOnSR_Reception_No_PUCCH_Sync(eutra_Cell2, 
    cs_TimingInfo_Now, cs_DciInfo_CcchDcchDtchUL_Def); //@sic R5s100138 R5s100538 sic@
    //@sic R5s100520 sic@
    ///////////////////////////////////////////////////////////////////////////////////
    //      Test Body
    //////////////////////////////////////////////////////////////////////////////////
    f_EUTRA_TestBody_Set(true);

   ……
}
After  change
function f_TC_7_1_2_1_EUTRA ( ) runs on EUTRA_PTC
  { 
     /* L2/MAC/7.2
     * 7.1.2.1 : Correct Selection of RACH parameters / Random Access Preamble and
     * PRACH resource explicitly signalled to the UE by RRC [Non Contention Based
      Random Access Procedure]
     */
    var EUTRA_SecurityParams_Type v_Auth_Params;

    ……

    // Bring up cell 2
    f_EUTRA_SetCellPower(eutra_Cell2, tsc_SuitableCellRS_EPRE);
    // preconfig for RACH procedure
    f_EUTRA_SS_ConfigRachProcedure(eutra_Cell2, tsc_C_RNTI_Def2, 
    cs_RachProcedureConfig_CRNTI_Dedicated(f_EUTRA_CellInfo_GetRAR_TA(eutra_Cell2),
     f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell2),-,
     f_EUTRA_SS_InitialiseUplinkGranteCE(eutra_Cell2)));// @sic R5-103846 sic@
    // config for PReamble reception indication
    f_EUTRA_SS_ConfigRachPreambleIndMode(eutra_Cell2, tsc_L1Mac_IndicationMode_Enable); 
    //@sic R5s100138 sic@
    // Auto PUCCH sync needs to be avoided until UE starts camping in the cell
    f_EUTRA_StartULGrantTransmissionOnSR_Reception_No_PUCCH_Sync(eutra_Cell2, 
    cs_TimingInfo_Now, cs_DciInfo_CcchDcchDtchUL_Def); //@sic R5s100138 R5s100538 sic@
    //@sic R5s100520 sic@
    ///////////////////////////////////////////////////////////////////////////////////
    //      Test Body
    //////////////////////////////////////////////////////////////////////////////////
    f_EUTRA_TestBody_Set(true);

   ……
}
Change 2 – Correction to Template ‘cs_RachProcedureConfig_CRNTI_Dedicated’
	Template name
	cs_RachProcedureConfig_CRNTI_Dedicated ()

	Reason for change
	Predefined parameter for initializing the CE specifc uplink grant is missing.

	Summary of change
	Enhanced the template to receive UplinkGrantCE_Mode as argument and further used this parameter in template cs_RandomAccessResponseConfig_Def.

 

	TTCN module
	Common\EUTRA_Templates.ttcn

	MCC160 Comment
	


Before  change
template (value) RachProcedureConfig_Type cs_RachProcedureConfig_CRNTI_Dedicated(RACH_TimingAdvance_Type p_RAR_TA,           Dl_Bandwidth_Type p_Dl_Bandwidth
template (value) RACH_ConfigDedicated p_Rach_ConfigDedicated := cs_RACH_ConfigDedicated):=
  { /* @status    APPROVED (LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_IRAT) */
    RACH_ConfigCommon := omit, // not change from initial value
    RACH_ConfigDedicated := cs_RACH_ConfigDedicated_r8(p_Rach_ConfigDedicated),
    RachProcedureList := {
      {
        RAResponse :=  cs_RandomAccessResponseConfig_Def(p_RAR_TA,     

                        p_Dl_Bandwidth),
        ContentionResolutionCtrl := cs_ContReslCtrl_CRNTI_None // as dedicated 
        resource indicated hence no PDCCH address for UE needed.
      }
    }
  };
After  change
template (value) RachProcedureConfig_Type cs_RachProcedureConfig_CRNTI_Dedicated(RACH_TimingAdvance_Type p_RAR_TA,           Dl_Bandwidth_Type p_Dl_Bandwidth
template (value) RACH_ConfigDedicated p_Rach_ConfigDedicated := cs_RACH_ConfigDedicated,template (omit) UplinkGrantCE_Mode_Type   p_UplinkGrantCE_Mode := omit):=
  { /* @status    APPROVED (LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_IRAT) */
    RACH_ConfigCommon := omit, // not change from initial value
    RACH_ConfigDedicated := cs_RACH_ConfigDedicated_r8(p_Rach_ConfigDedicated),
    RachProcedureList := {
      {
        RAResponse :=  cs_RandomAccessResponseConfig_Def(p_RAR_TA,     

                        p_Dl_Bandwidth,-,-,p_UplinkGrantCE_Mode),
        ContentionResolutionCtrl := cs_ContReslCtrl_CRNTI_None // as dedicated 
        resource indicated hence no PDCCH address for UE needed.
      }
    }
  };
