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	Reason for change:
	As given in 36.304 cl. 5.3.1, a barred cell is excluded for selection/reselection for 300s. This can happen in the test twice. First time after step 1, UE may need to wait 300s before reselecting to Ncell3 and second time after step 6, UE will wait 300s before reselecting to Ncell6. Yet the guard timer is exactly 600s, which can lead to its expiry while UE is still waiting in step 6 to be able to reselect to a previously barred cell.
We poropose to change GT from 600s to 900s.

	
	

	Summary of change:
	Guard timer changed from 600s to 900s. 

	
	

	Consequences if not approved:
	Guard timer may expire before the test has chance to finish.
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	Other comments:
	


Change 1
	Function name
	f_TC_22_2_7_NBIOT

	Reason for change
	As given in 36.304 cl. 5.3.1, a barred cell is excluded for selection/reselection for 300s. This can happen in the test twice. First time after step 1, UE may need to wait 300s before reselecting to Ncell3 and second time after step 6, UE will wait 300s before reselecting to Ncell6. Yet the guard timer is exactly 600s, which can lead to its expiry while UE is still waiting in step 6 to be able to reselect to a previously barred cell.
We poropose to change GT from 600s to 900s.

	Summary of change
	Guard timer changed from 600s to 900s.

	TTCN module
	NBIOT_Testsuite.ttcn

	MCC160 Comment
	


Before change

  testcase TC_22_2_7() runs on MTC_NBIOT system SYSTEM_NBIOT {

    // @purpose

    //   NB-IoT / Cell reselection using cell status and cell reservations / Access control class 11 to 15

    var NBIOT_PTC        v_NBIOT      := null;

    var EUTRA_PTC        v_EUTRA      := null;

    timer t_GuardTimer := int2float(600);
    v_NBIOT := NBIOT_PTC.create alive;

    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT, v_EUTRA);

    v_NBIOT.start(f_TC_22_2_7_NBIOT());

    t_GuardTimer.start;

    f_MTC_MainLoop_NBIOT(t_GuardTimer);

  }
After change

    testcase TC_22_2_7() runs on MTC_NBIOT system SYSTEM_NBIOT {

    // @purpose

    //   NB-IoT / Cell reselection using cell status and cell reservations / Access control class 11 to 15

    var NBIOT_PTC        v_NBIOT      := null;

    var EUTRA_PTC        v_EUTRA      := null;

    timer t_GuardTimer := int2float(900);
    v_NBIOT := NBIOT_PTC.create alive;

    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT, v_EUTRA);

    v_NBIOT.start(f_TC_22_2_7_NBIOT());

    t_GuardTimer.start;

    f_MTC_MainLoop_NBIOT(t_GuardTimer);

  }
