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<< Start of Change >>
A.3.26
sTTI and processing time reduction test cases with different sTTI/processing time reduction scheme
A.3.26.1
Introduction
This clause defines a principle which is applicable to RRM performance requirement  test cases with different TTI duration and processing time for a UE configured with ShortTTI-r15 or ShortProcessingTime=TRUE.

A.3.26.2
Principle of testing

If multiple test cases defined for different TTI duration and processing time are applicable to a UE configured with ShortTTI-r15 or ShortProcessingTime=TRUE to verify the timing advance adjustment delay, from the UE performance point of view the test coverage can be considered fulfilled by executing only the test case with the shortest TTI duration and processing time among all the TTI duration and processing time supported by the UE. For a UE capable of ShortTTI-r15 and dl-STTI-Length-r15=subslot configuration and ProcessingTimelineSet-r15=set1, coverage is fulfilled by executing only the test with configured ShortTTI-r15, dl-STTI-Length-r15= subslot, and proc-Timeline-r15= nplus4set1, and for a UE capable of ShortTTI-r15 and dl-STTI-Length-r15=subslot configuration and ProcessingTimelineSet-r15=set2, coverage is fulfilled by executing only the test with configured ShortTTI-r15, dl-STTI-Length-r15= subslot, and proc-Timeline-r15=nplus6set2.
<< End of Change >>
