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	CR
	Rev
	Rel
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	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.101
	4999
	1
	Rel-14
	CR on Enhanced 4RX SU-MIMO test cases correction (Rel-14)
	F
	14.7.0
	RAN4#86-Bis
	R4-1805550
	Intel Corporation
	LTE_eCRSIM_eSUMIMO
	
	

	36.101
	5000
	-
	Rel-15
	CR on Enhanced 4RX SU-MIMO test cases correction (Rel-15)
	A
	15.2.0
	RAN4#86-Bis
	R4-1804170
	Intel Corporation, LG Electronics
	LTE_eCRSIM_eSUMIMO
	
	

	36.101
	5004
	-
	Rel-14
	Addition of UL RMC for eLAA R14
	B
	14.7.0
	RAN4#86-Bis
	R4-1804295
	Qualcomm Incorporated
	LTE_eLAA
	
	

	36.101
	5005
	1
	Rel-15
	Addition of UL RMC for eLAA R15
	A
	15.2.0
	RAN4#86-Bis
	R4-1805942
	Qualcomm Incorporated
	LTE_eLAA
	
	

	36.133
	5690
	1
	Rel-14
	Intra-frequency RSTD measurement period requirements with gaps for Cat M1 UE
	F
	14.7.0
	RAN4#86-Bis
	R4-1805478
	Ericsson
	LTE_feMTC-Core
	
	

	36.133
	5691
	-
	Rel-15
	Intra-frequency RSTD measurement period requirements with gaps for Cat M1 UE
	A
	15.2.0
	RAN4#86-Bis
	R4-1804683
	Ericsson
	LTE_feMTC-Core
	
	

	36.133
	5692
	1
	Rel-14
	Intra-frequency RSTD measurement period requirements with gaps for Cat M2 UE
	F
	14.7.0
	RAN4#86-Bis
	R4-1805479
	Ericsson
	LTE_feMTC-Core
	
	

	36.133
	5693
	-
	Rel-15
	Intra-frequency RSTD measurement period requirements with gaps for Cat M2 UE
	A
	15.2.0
	RAN4#86-Bis
	R4-1804685
	Ericsson
	LTE_feMTC-Core
	
	

	36.133
	5694
	1
	Rel-14
	Correction for intra-frequency RSTD accuracy requirements with gaps for Cat M1 UE
	F
	14.7.0
	RAN4#86-Bis
	R4-1805554
	Ericsson
	LTE_feMTC-Perf
	
	

	36.133
	5695
	-
	Rel-15
	Correction for intra-frequency RSTD accuracy requirements with gaps for Cat M1 UE
	A
	15.2.0
	RAN4#86-Bis
	R4-1804687
	Ericsson
	LTE_feMTC-Perf
	
	

	36.133
	5696
	1
	Rel-14
	Correction for intra-frequency RSTD accuracy requirements with gaps for Cat M2 UE
	F
	14.7.0
	RAN4#86-Bis
	R4-1805555
	Ericsson
	LTE_feMTC-Perf
	
	

	36.133
	5697
	-
	Rel-15
	Correction for intra-frequency RSTD accuracy requirements with gaps for Cat M2 UE
	A
	15.2.0
	RAN4#86-Bis
	R4-1804689
	Ericsson
	LTE_feMTC-Perf
	
	

	36.133
	5708
	1
	Rel-14
	CR on intra-frequency RSTD measurement requirements for UE cat M1 in CEmodeB
	F
	14.7.0
	RAN4#86-Bis
	R4-1805480
	Huawei, HiSilicon, Ericsson
	LTE_feMTC-Core
	
	

	36.133
	5709
	1
	Rel-15
	CR on intra-frequency RSTD measurement requirements for UE cat M1 in CE mode B
	A
	15.2.0
	RAN4#86-Bis
	R4-1805943
	Huawei, HiSilicon, Ericsson
	LTE_feMTC-Core
	
	

	36.133
	5710
	1
	Rel-14
	CR on intra-frequency RSTD measurement requirements for UE cat M2
	F
	14.7.0
	RAN4#86-Bis
	R4-1805481
	Huawei, HiSilicon, Ericsson
	LTE_feMTC-Core
	
	

	36.133
	5711
	1
	Rel-15
	CR on intra-frequency RSTD measurement requirements for UE cat M2
	A
	15.2.0
	RAN4#86-Bis
	R4-1805944
	Huawei, HiSilicon, Ericsson
	LTE_feMTC-Core
	
	

	36.133
	5726
	1
	Rel-14
	Introduction of CGI reading requirements for Rel-14 non-BL/CE UE
	F
	14.7.0
	RAN4#86-Bis
	R4-1805482
	Ericsson
	LTE_feMTC-Core
	
	


