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	Reason for change:
	IDC hardware sharing is a separate UE capability from other IDC-related capabilities, while its support in RRC procedures is incomplete: 
1. Specification when UE is configured for IDC hardware sharing problem indications is missing 

2. Specification that UE may initiate IDC indication procedure to report hardware sharing problems is missing 

3. Relation of generic IDC problems to UE’s IDC hardware sharing problem indications is undefined.

4. Validity of IDC message in case the UE does no longer experience hardware sharing problems even when no measurement objects are configured is undefined. For example, HO target eNB might not configure any measObjectEUTRA for LAA carriers, but if it received hardwareSharingProblem-r13 in AS-Context then it still needs to be informed when the UE no longer experiences hardware sharing problem.

Rev 1:
Potential changes to address reason 2, 3 and 4 were confirmed as implicitly achieved by the existing procedural text. Revision 1 implements only change addressing point 1.
Rev 2:
Editorial (title typo correction)

	
	

	Summary of change:
	Procedural text regarding configuration and sending InDeviceCoexIndication for IDC sharing problems adds:

1. Specification when UE is configured for IDC hardware sharing problem indications in section 5.3.10.9

Impact analysis

Impacted functionality:

IDC for hardware sharing problems
Inter-operability: 

1. If the network is implemented according to the CR and the UE is not, the UE IDC hardware sharing problems can not be resolved.
2. If the UE is implemented according to the CR and the network is not, the UE IDC hardware sharing problems can not be resolved.

	
	

	Consequences if not approved:
	IDC for hardware sharing problems miss specification and cannot be handled.
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Modified Subclause
5.3.10.9
Other configuration

The UE shall:

1>
if the received otherConfig includes the reportProximityConfig:

2>
if proximityIndicationEUTRA is set to enabled:

3>
consider itself to be configured to provide proximity indications for E-UTRA frequencies in accordance with 5.3.14;

2>
else:

3>
consider itself not to be configured to provide proximity indications for E-UTRA frequencies;

2>
if proximityIndicationUTRA is set to enabled:

3>
consider itself to be configured to provide proximity indications for UTRA frequencies in accordance with 5.3.14;

2>
else:

3>
consider itself not to be configured to provide proximity indications for UTRA frequencies;

1>
if the received otherConfig includes the obtainLocation:

2>
attempt to have detailed location information available for any subsequent measurement report;

NOTE:
The UE is requested to attempt to have valid detailed location information available whenever sending a measurement report for which it is configured to include available detailed location information. The UE may not succeed e.g. because the user manually disabled the GPS hardware, due to no/poor satellite coverage. Further details, e.g. regarding when to activate GNSS, are up to UE implementation.

1>
if the received otherConfig includes the idc-Config:

2>
if idc-Indication is included (i.e. set to setup):

3>
consider itself to be configured to provide IDC indications in accordance with 5.6.9;

3>
if idc-Indication-UL-CA is included (i.e. set to setup):

4>
consider itself to be configured to indicate UL CA related information in IDC indications in accordance with 5.6.9;
3>
if idc-HarwareSharingIndication is included (i.e. set to setup):

4>
consider itself to be configured to indicate IDC hardware sharing problem indications in IDC indications in accordance with 5.6.9;
2>
else:

3>
consider itself not to be configured to provide IDC indications;

2>
if autonomousDenialParameters is included:

3>
consider itself to be allowed to deny any transmission in a particular UL subframe if during the number of subframes indicated by autonomousDenialValidity, preceeding and including this particular subframe, it autonomously denied fewer UL subframes than indicated by autonomousDenialSubframes;

2>
else:

3>
consider itself not to be allowed to deny any UL transmission;

1>
if the received otherConfig includes the powerPrefIndicationConfig:

2>
if powerPrefIndicationConfig is set to setup:

3>
consider itself to be configured to provide power preference indications in accordance with 5.6.10;

2>
else:

3>
consider itself not to be configured to provide power preference indications;

1>
if the received otherConfig includes the sps-AssistanceInfoReport:

2>
if sps-AssistanceInfoReport is set to TRUE:

3>
consider itself to be configured to provide SPS assistance information in accordance with 5.6.10;

2>
else

3>
consider itself not to be configured to provide SPS assistance information;

1>
if the received otherConfig includes the bw-PreferenceIndicationTimer:

2>
consider itself to be configured to provide maximum PDSCH/PUSCH bandwidth preference indication in accordance with 5.6.10;

1>
else:

2>
consider itself not to be configured to provide maximum PDSCH/PUSCH bandwidth indication preference;

1>
if the received otherConfig includes the delayBudgetReportingConfig:

2>
if delayBudgetReportingConfig is set to setup:

3>
consider itself to be configured to send delay budget reports in accordance with 5.6.18;

2>
else:

3>
consider itself not to be configured to send delay budget reports and stop timer T342, if running;

1>
if the received otherConfig includes the overheatingAssistanceConfig:

2>
if overheatingAssistanceConfig is set to setup:

3>
consider itself to be configured to provide overheating assistance information in accordance with 5.6.10;

2>
else:

3>
consider itself not to be configured to provide overheating assistance information and stop timer T345, if running;

1>
for BL UEs or UEs in CE, if the received otherConfig includes the rlm-ReportConfig:

2>
if rlm-ReportConfig is set to setup:

3>
consider itself to be configured to detect "early-out-of-sync" and "early-in-sync" RLM events as specified in 5.3.11;

3> if rlmReportRep-MPDCCH is set to setup:

4> consider itself to be configured to report rlmReportRep-MPDCCH in accordance with 5.6.10;

2>
else:

3>
consider itself not to be configured to detect "early-out-of-sync" and "early-in-sync" RLM events and stop timer T343, timer T344, timer T314 and timer T315 if running;

End of Modified Subclause
