Page 1



3GPP TSG-RN WG4 Meeting #88 
R4-1810751
Gothenburg, Sweden, August 20th – 24th 2018

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.133
	CR
	5914
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction on gap ID usage for UE category M1/M2

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R4

	
	

	Work item code:
	LTE_feMTC-Core
	
	Date:
	2018-08-20

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In current specification there exist different types of gaps which are referred by gap ID. However, only gap ID#0 and #1 are used by the category M1/M2 UEs in CONNECTED mode measurment requirements, and only gap ID#0 is used for the for the CONNECTED mode RSTD measurement requirements. However, the current wording in the specification is very high-level and may result in that UEs fails to meet the CONNCECTED mode requirements. 

	
	

	Summary of change:
	Change #1:

CRS muting for UE category M1/M2 is introduced and explained in section 3.6.1


	
	

	Consequences if not approved:
	CRS muting support will be missing for Rel-15 MTC UEs

	
	

	Clauses affected:
	8.13.2, and 8.13.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR 36.521-3 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


--- Start of Change 1 ---
8.13.2
Requirements for UE category M1 with CE mode A

The UE category M1 applicability of the requirements in subclause 8.13.2 is defined in Section 3.6. The requirements defined in clause 8.13.2 apply provided the following conditions are met:

-
UE is configured with measurement gap pattern ID#0 or ID#1 defined in Table 8.1.2.1-1.

Alternatively, the UE shall meet the requirements in subclause 8.13.2 defined for gap pattern ID#0 without using any measurement gaps provided:

-
UE indicates it does not need gaps with the capability intraFreq-CE-NeedForGaps-r13 [2, TS 36.331] for the frequency band of the serving cell, or

-
UE is not configured with any reporting configuration that requires measurement on any intra-frequency neighbour cell.

--- End of Change 1 ---
--- Start of Change 2 ---
8.13.3
Requirements for UE category M1 with CE mode B

The UE category M1 applicability of the requirements in subclause 8.13.3 is defined in Section 3.6. The requirements defined in clause 8.13.3 apply provided the following conditions are met:

-
UE is configured with measurement gap pattern ID#0 or ID#1 defined in Table 8.1.2.1-1.

Alternatively, the UE shall meet the requirements in subclause 8.13.3 defined for gap pattern ID#0 without using any measurement gaps provided:

-
UE indicates it does not need gaps with the capability intraFreq-CE-NeedForGaps-r13 [2, TS36.331] for the frequency band of the serving cell, or

-
UE is not configured with any reporting configuration that requires measurement on any intra-frequency neighbour cell.

--- End of Change 2 ---
