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Beginning of Text Proposal to TS 38.425

5.5.2.3
ASSISTANCE INFORMATION (PDU Type 2)

This frame format is defined to allow the node hosting the NR PDCP entity to receive assistance information.

The following shows the respective ASSISTANCE INFORMATION DATA frame.

	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=2)
	PDCP Dupl. Ind. 
	Assistance Info. Ind.
	Spare
	1

	Spare
	PDCP Duplication Activation Suggestion 
	1

	Number of Assistance Information Fields
	0 or 1

	Assistance Information Type
	0 or  (2*Number of Assistance Info Field)

	Radio Quality Assistance Information
	


Figure 5.5.2.3-1: ASSISTANCE INFORMATION DATA (PDU Type 2) Format

Next Text Proposal to TS 38.425
5.5.3.37
Number of Assistance Information Field
Description: This field indicates the number of Assistance Information Type and Radio Quality Assistance Information pairs concatenated. 

Value range: {1..28-1}.

Field length: 1 octets.

5.5.3.A
Assistance Information Indication 
Description: This field indicates the presence of the Number of Assistance Information Fields. 
Value range: {0= Number of Assistance Information Fields not present, 1= Number of Assistance Information Fields present}.

End of Text Proposal to TS 38.425

