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GCF CAG would like to thank 3GPP RAN4 for the LS in R4-1814321 [1] on the 2Rx exception for vehicular UEs and NR Bands n7, n38, n41, n77, n78, and n79.
In the LS RAN4 asks RAN5 and GCF CAG:

RAN4 would like to ask:

· to RAN 5, about possible changes in RAN 5 test case specifications which would be required due to the introduction of vehicle mounted UE with 2Rx and to distinguish them from UE with 4Rx (e.g. through UE type declaration). 

· to GCF, about possible methods which could be adopted in the certification procedure to distinguish vehicle mounted UE with 2Rx and UE with 4Rx through GCF certification scheme (e.g. UE type declaration) with the main objective that 4Rx is mandated for UEs and 2Rx may be allowed for vehicle UE which is being studied in RAN4. 

From GCF certification perspective such exception could be handled as:

· For module certification: 
The module manufacturer shall declare the intended use: 
1. Intended for 4Rx devices; or 

2. Intended for 2Rx vehicle mounted devices; or

3. Intended for 4Rx devices or 2Rx vehicle mounted devices. 

· For device certification:
The device manufacturer shall declare if the intended use:
1. Vehicle mounted use only; or

2. Other
For device certification the 2Rx exception will ONLY be valid for devices declared as ‘Vehicle mounted use only’. Such device may use a pre-certified module declared as ‘Intended for 2Rx vehicle mounted devices’ or 
‘Intended for 4Rx devices or 2Rx vehicle mounted devices’.
For devices declared as ‘Other’ the certification shall be based on 4Rx, i.e. the 2Rx exception will NOT apply. If a pre-certified module is used, then shall the module have a valid certification for 4Rx. 

Actions

None
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