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------------------------------ Modified section ------------------------------
[bookmark: _Toc525595227]3.1	Definitions
------------------------------ Unchanged part omitted ------------------------------
sensitivity RoAoA: RoAoA within which the declared EIS(s) of an OSDD is intended to be achieved at any instance of time for a specific AAS BS direction setting
single RAT E-UTRA operation: operation of AAS BS declared to be single RAT E-UTRA in the operating band 
NOTE: 	Single RAT E-UTRA operation does not cover in-band NB-IoT, nor guardband NB-IoT operation.
single RAT UTRA operation: operation of AAS BS declared to be single RAT UTRA in the operating band
sub-block: one contiguous allocated block of spectrum for use by the same Base Station
NOTE	There may be multiple instances of sub-blocks within an Base Station RF Bandwidth.
sub-block gap: frequency gap between two consecutive sub-blocks within an Base Station RF Bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation
TAB connector: transceiver array boundary connector
throughput: number of payload bits successfully received per second for a reference measurement channel in a specified reference condition
[bookmark: _Hlk498084637]total radiated power: is the total power radiated by the antenna.
	NOTE 1:	The total radiated power is the power radiating in all direction for two orthogonal polarizations.
	NOTE 2:	total radiated power is defined in both the near-field region and the far-field region.
transceiver array boundary: conducted interface between the transceiver unit array and the composite antenna
transmission bandwidth: bandwidth of an instantaneous E-UTRA transmission from a UE or BS, measured in Resource Block units
uplink operating band: part of the (FDD) operating band designated for uplink
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595324]6.2.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.2.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.2.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.2.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595334]6.3.2.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined iin 3GPP TS 37.105 [6], subclause 9.3.2.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.3.2.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.3.2.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595342]6.3.3.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.3.3.2.
There is no DL RS power requirement for single RAT UTRA operation.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.3.3.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595352]6.4.2.2	Minimum rRequirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.2.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.2.3.
This requirement does not apply to single RAT E-UTRA operation.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595360]6.4.3.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.3.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.3.3.
This requirement does not apply to single RAT E-UTRA operation.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595368]6.4.4.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.4.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.4.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.4.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595381]6.4.5.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.5.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.5.3.
This requirement does not apply to single RAT E-UTRA operation.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595389]6.4.6.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.6.2.
This requirement does not apply to single RAT UTRA operation.
For single RAT E-UTRA AAS BS single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.4.6.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595395]6.5.2.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.5.2.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.5.2.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.5.2.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595403]6.5.3.2	Minimum Requirement
This requirement does not apply to For single RAT UTRA operation, there is no OTA Transmitter transient period requirement.
For AAS BS in  single RAT E-UTRa UTRA operation, the the minimum requirement is defined OTA transmitter transient period shall be shorter than the values in 3GPP TS 37.105 [6], subclause 9.5.3.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595413]6.6.2.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.6.2.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.6.2.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.6.2.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595421]6.6.3.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.6.3.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.6.3.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.6.3.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595437]6.6.4.2	Minimum Requirement
For MSR AAS BS the in MSR operation minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.6.4.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.6.4.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.6.4.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595456]6.7.2.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.2.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.2.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.2.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595470]6.7.3.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.3.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.3.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.3.4. 
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595495]6.7.4.1	Definition and applicability
This requirement is applicable for single RAT UTRA AAS BS in single RAT UTRA operation operation only.
The spectrum emission mask minimum requirements are quoted as TRP unless otherwise stated. 
[bookmark: _Toc525595496]6.7.4.2	Minimum rRequirement
For UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.4.3.
This requirement does not apply to For E-UTRA AAS BS single RAT E-UTRA operation or MSR operationthere is no minimum requirement. 
For MSR AAS BS there is no minimum requirement.  
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595507]6.7.5.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is specified defined in 3GPP TS 37.105 [6], subclause 9.7.5.2
For AAS BS in single RAT E-UTRA operation the minimum requirement is specified defined in 3GPP TS 37.105 [6], subclause 9.7.5.4.
This requirement does not apply to For single RAT UTRA operationthere is no minimum requirement.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595532]6.7.6.2.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.6.2.1.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.6.3.1.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.6.4.1.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595543]6.7.6.3.2	Minimum Requirement
The minimum requirement for AAS BS in MSR operation is defined in 3GPP TS 37.105 [6], subclause 9.7.6.2.
The minimum requirement for AAS BS in single RAT UTRA operation is defined in 3GPP TS 37.105 [6], subclause 9.7.6.3.
The minimum requirement for AAS BS in single RAT E-UTRA operation is defined in 3GPP TS 37.105 [6], subclause 9.7.6.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595554]6.7.6.4.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.6.2.3.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.6.3.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 9.7.6.4.3.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595565]6.7.6.5.2	Minimum Requirement
The minimum requirement for AAS BS in MSR operation is defined in 3GPP TS 37.105 [6], subclause 9.7.6.2.
The minimum requirement for AAS BS in single RAT UTRA operation is defined in 3GPP TS 37.105 [6], subclause 9.7.6.3.
The minimum requirement for AAS BS in single RAT E-UTRA operation is defined in 3GPP TS 37.105 [6], subclause 9.7.6.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595573]6.8.2	Minimum Requirement
The minimum requirement for AAS BS in MSR operation is defined in 3GPP TS 37.105 [6], subclause 9.8.2.
The minimum requirement for AAS BS in single RAT UTRA operation is defined in 3GPP TS 37.105 [6], subclause 9.8.3.
The minimum requirement for AAS BS in single RAT E-UTRA operation is defined in 3GPP TS 37.105 [6], subclause 9.8.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595583]7.2.2	Minimum Requirement
For AAS BS in The minimum requirement for single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.2.3.
For AAS BS in The minimum requirement for single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.2.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595595]7.3.2	Minimum Requirement
The minimum requirement for AAS BS in single RAT UTRA operation is defined in 3GPP TS 37.105 [6], subclause 10.3.3.
The minimum requirement for AAS BS in single RAT E-UTRA operation is defined in 3GPP TS 37.105 [6], subclause 10.3.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595603]7.4.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.4.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.4.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.4.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595613]7.5.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.5.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.5.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.5.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595638]7.6.2.2	Minimum Requirement
The minimum requirement for AAS BS in MSR operation is defined in 3GPP TS 37.105 [6], subclause 10.6.2.
The minimum requirement for AAS BS in single RAT UTRA operation is defined in 3GPP TS 37.105 [6], subclause 10.6.3.
The minimum requirement for AAS BS in single RAT E-UTRA operation is defined in 3GPP TS 37.105 [6], subclause 10.6.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595647]7.6.3.2	Minimum Requirement
The minimum requirement for AAS BS in MSR operation is defined in 3GPP TS 37.105 [6], subclause 10.6.2.
The minimum requirement for AAS BS in single RAT UTRA operation is defined in 3GPP TS 37.105 [6], subclause 10.6.3.
The minimum requirement for AAS BS in single RAT E-UTRA operation is defined in 3GPP TS 37.105 [6], subclause 10.6.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595655]7.7.2	Minimum Requirement
For AAS BS in single RAT E-UTRA operation AAS BS the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.7.4
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595663]7.8.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.8.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.8.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.8.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595680]7.9.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.9.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.9.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is defined in 3GPP TS 37.105 [6], subclause 10.9.4.
------------------------------ End of modified section ------------------------------

