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	Reason for change:
	Two open issues exist for UAC in E-UTRA/5GC
1 Simultaneously triggered AS events and NAS events;

In addition, the handling on resumeCause is unclear. For paging, the resumeCause value is handled in 5.3.2.3, for RNAU, the resumeCause value is handled in 5. 3.17.2. There is another general description in 5.3.13.3 as “1>
set the resumeCause in accordance with the information received from upper layers or from AS layer;”. For simultaneously triggered event, it is unclear how to set the resumeCause.

2 access category value should be used for RNAU (wait for SA input);
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1 RAN paging overides NAS triggered events (i.e. IF condition associated to the RAN paging triggered event should be checked 1st upon initiating the resume procedure); and then the resumeCause from 5.3.2.3 shall be used;

2 NAS triggered events override RNAU (i.e. IF condition associated to the NAS triggered event is applicable, UE should not checked IF condition associated to the RANU triggered event during the initiation of the resume procedure); Then the resumeCause from upper layers shall be used.

3 delete the sentence “1>
set the resumeCause in accordance with the information received from upper layers or from AS layer;” in 5.3.3.3a
Impact Analysis:
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RRC Resume procedure, handling on simultaneously triggered NAS&AS events
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1. Impacts UE only. Hence no inter-operability issue is foreseen.
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5.3.3.2
Initiation

The UE initiates the procedure when upper layers request establishment or resume of an RRC connection while the UE is in RRC_IDLE or when upper layers request resume of an RRC connection or RRC layer requests resume of an RRC connection for, e.g. RNAU or reception of RAN paging while the UE is in RRC_INACTIVE.

Except for NB-IoT, upon initiation of the procedure, if the UE is connected to EPC, the UE shall:

1>
if SystemInformationBlockType2 includes ac-BarringPerPLMN-List and the ac-BarringPerPLMN-List contains an AC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]):

2>
select the AC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers;

2>
in the remainder of this procedure, use the selected AC-BarringPerPLMN entry (i.e. presence or absence of access barring parameters in this entry) irrespective of the common access barring parameters included in SystemInformationBlockType2;

1>
else

2>
in the remainder of this procedure use the common access barring parameters (i.e. presence or absence of these parameters) included in SystemInformationBlockType2;
1>
if SystemInformationBlockType2 contains acdc-BarringPerPLMN-List and the acdc-BarringPerPLMN-List contains an ACDC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]):
2>
select the ACDC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers;

2>
in the remainder of this procedure, use the selected ACDC-BarringPerPLMN entry for ACDC barring check (i.e. presence or absence of access barring parameters in this entry) irrespective of the acdc-BarringForCommon parameters included in SystemInformationBlockType2;
1>
else:

2>
in the remainder of this procedure use the acdc-BarringForCommon (i.e. presence or absence of these parameters) included in SystemInformationBlockType2 for ACDC barring check;

1>
if upper layers indicate that the RRC connection is subject to EAB (see TS 24.301 [35]):

2>
if the result of the EAB check, as specified in 5.3.3.12, is that access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that EAB is applicable, upon which the procedure ends;
1>
if upper layers indicate that the RRC connection is subject to ACDC (see TS 24.301 [35]), SystemInformationBlockType2 contains BarringPerACDC-CategoryList, and acdc-HPLMNonly indicates that ACDC is applicable for the UE:

2>
if the BarringPerACDC-CategoryList contains a BarringPerACDC-Category entry corresponding to the ACDC category selected by upper layers:
3>
select the BarringPerACDC-Category entry corresponding to the ACDC category selected by upper layers;
2>
else:

3>
select the last BarringPerACDC-Category entry in the BarringPerACDC-CategoryList;
2>
stop timer T308, if running;

2>
perform access barring check as specified in 5.3.3.13, using T308 as "Tbarring" and acdc-BarringConfig in the BarringPerACDC-Category as "ACDC barring parameter";
2>
if access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring is applicable due to ACDC, upon which the procedure ends;
1>
else if the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile terminating calls is applicable, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the ac-BarringInfo:
3>
if the ac-BarringForEmergency is set to TRUE:

4>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]:

NOTE 1:
ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN.

5>
if the ac-BarringInfo includes ac-BarringForMO-Data, and for all of these valid Access Classes for the UE, the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to one:

6>
consider access to the cell as barred;

4>
else:

5>
consider access to the cell as barred;

2>
if access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
perform access barring check as specified in 5.3.3.11, using T303 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";

2>
if access to the cell is barred:

3>
if SystemInformationBlockType2 includes ac-BarringForCSFB or the UE does not support CS fallback:

4>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls is applicable, upon which the procedure ends;

3>
else (SystemInformationBlockType2 does not include ac-BarringForCSFB and the UE supports CS fallback):

4>
if timer T306 is not running, start T306 with the timer value of T303;

4>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls and mobile originating CS fallback is applicable, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating signalling:

2>
perform access barring check as specified in 5.3.3.11, using T305 as "Tbarring" and ac-BarringForMO-Signalling as "AC barring parameter";

2>
if access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating CS fallback:

2>
if SystemInformationBlockType2 includes ac-BarringForCSFB:

3>
perform access barring check as specified in 5.3.3.11, using T306 as "Tbarring" and ac-BarringForCSFB as "AC barring parameter";

3>
if access to the cell is barred:

4>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating CS fallback is applicable, due to ac-BarringForCSFB, upon which the procedure ends;
2>
else:

3>
perform access barring check as specified in 5.3.3.11, using T306 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";

3>
if access to the cell is barred:

4>
if timer T303 is not running, start T303 with the timer value of T306;

4>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating CS fallback and mobile originating calls is applicable, due to ac-BarringForMO-Data, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating MMTEL voice, mobile originating MMTEL video, mobile originating SMSoIP or mobile originating SMS:

2>
if the UE is establishing the RRC connection for mobile originating MMTEL voice and SystemInformationBlockType2 includes ac-BarringSkipForMMTELVoice; or

2>
if the UE is establishing the RRC connection for mobile originating MMTEL video and SystemInformationBlockType2 includes ac-BarringSkipForMMTELVideo; or

2>
if the UE is establishing the RRC connection for mobile originating SMSoIP or SMS and SystemInformationBlockType2 includes ac-BarringSkipForSMS:
3>
consider access to the cell as not barred;

2>
else:

3>
if establishmentCause received from higher layers is set to mo-Signalling (including the case that mo-Signalling is replaced by highPriorityAccess according to 3GPP TS 24.301 [35] or by mo-VoiceCall according to the subclause 5.3.3.3):

4>
perform access barring check as specified in 5.3.3.11, using T305 as "Tbarring" and ac-BarringForMO-Signalling as "AC barring parameter";

4>
if access to the cell is barred:

5>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

3>
if establishmentCause received from higher layers is set to mo-Data (including the case that mo-Data is replaced by highPriorityAccess according to 3GPP TS 24.301 [35] or by mo-VoiceCall according to the subclause 5.3.3.3):
4>
perform access barring check as specified in 5.3.3.11, using T303 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";

4>
if access to the cell is barred:

5>
if SystemInformationBlockType2 includes ac-BarringForCSFB or the UE does not support CS fallback:

6>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls is applicable, upon which the procedure ends;

5>
else (SystemInformationBlockType2 does not include ac-BarringForCSFB and the UE supports CS fallback):

6>
if timer T306 is not running, start T306 with the timer value of T303;

6>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls and mobile originating CS fallback is applicable, upon which the procedure ends;
Upon initiation of the procedure, if the UE is connected to 5GC, the UE shall:

1>
if the upper layers provide an Access Category and one or more Access Identities upon requesting establishment of an RRC connection:

2>
perform the unified acccess control procedure as specified in 5.3.16 using the Access Category and Access Identities provided by upper layers;

3>
if the access attempt is barred, the procedure ends;

1>
if the resumption of the RRC connection is triggered by response to NG-RAN paging:

2>
select '0' as the Access Category;

2>
perform the unified acccess control procedure as specified in 5.3.16 using the selected Access Category and one or more Access Identities provided by upper layers;

3>
if the access attempt is barred, the procedure ends;
1>
else if the upper layers provide an Access Category and one or more Access Identities upon requesting the resumption of an RRC connection:

2>
perform the unified acccess control procedure as specified in 5.3.16 using the Access Category and Access Identities provided by upper layers;
2> set the resumeCause in accordance with the information received from upper layers;
3>
if the access attempt is barred, the procedure ends;

1>
else if the resumption of the RRC connection is triggered due to an RNAU:

2>
if an emergency service is ongoing:

3>
select '2' as the Access Category;

2>
else:

3>
select [the standardised RAN specific access category] as the Access Category;

Editor's Note: Which value to use for the standardised RAN specific access category needs to be confirmed by SA1.

2>
perform the unified acccess control procedure as specified in 5.3.16 using the selected Access Category and one or more Access Identities provided by upper layers;

3>
if the access attempt is barred:

4>
set the variable pendingRnaUpdate to 'TRUE';

4>
the procedure ends;





Except for NB-IoT, upon initiating the procedure, if connected to EPC or 5GC, the UE shall:

1>
if the UE is resuming an RRC connection from a suspended RRC connection or from RRC_INACTIVE:

2>
if the UE is resuming an RRC connection from a suspended RRC connection:

3>
if the UE was configured with EN-DC:

4>
perform EN-DC release, as specified in TS 38.331 [82, 5.3.5.10];

2>
release the MCG SCell(s), if configured, in accordance with 5.3.10.3a;

2>
release powerPrefIndicationConfig, if configured and stop timer T340, if running;

2>
release reportProximityConfig and clear any associated proximity status reporting timer;

2>
release obtainLocationConfig, if configured;

2>
release idc-Config, if configured;

2>
release sps-AssistanceInfoReport, if configured;

2>
release measSubframePatternPCell, if configured;

2>
release the entire SCG configuration, if configured, except for the DRB configuration (as configured by drb-ToAddModListSCG);

2>
release naics-Info for the PCell, if configured;

2>
release the LWA configuration, if configured, as described in 5.6.14.3;

2>
release the LWIP configuration, if configured, as described in 5.6.17.3;

2>
release bw-PreferenceIndicationTimer, if configured and stop timer T341, if running;

2>
release delayBudgetReportingConfig, if configured and stop timer T342, if running;

2>
release ailc-BitConfig, if configured;

2>
release uplinkDataCompression, if configured;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
apply the CCCH configuration as specified in 9.1.1.2;

1>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

1>
start timer T300;

1>
if the UE is resuming an RRC connection from a suspended RRC connection or from RRC_INACTIVE:

2>
stop T380 if the UE is resuming from RRC_INACTIVE;

2>
initiate transmission of the RRCConnectionResumeRequest message in accordance with 5.3.3.3a;

1>
else:

2>
if stored, discard the UE AS context, resumeIdentity and I-RNTI;

2>
if the UE is initiating CP-EDT in accordance with conditions in 5.3.3.1b:

3>
initiate transmission of the RRCEarlyDataRequest message in accordance with 5.3.3.3b;

2>
else:

3>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state or UEs in RRC_INACTIVE. However, the UE needs to perform system information acquisition upon cell re-selection.

For NB-IoT, upon initiation of the procedure, the UE shall:

1>
if the UE is establishing or resuming the RRC connection for mobile originating exception data; or

1>
if the UE is establishing or resuming the RRC connection for mobile originating data; or

1>
if the UE is establishing or resuming the RRC connection for delay tolerant access; or

1>
if the UE is establishing or resuming the RRC connection for mobile originating signalling;

2>
perform access barring check as specified in 5.3.3.14;

2>
if access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring is applicable, upon which the procedure ends;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
apply the CCCH configuration as specified in 9.1.1.2;

1>
start timer T300;

1>
if the UE is establishing an RRC connection:

2>
if the UE is initiating CP-EDT in accordance with conditions in 5.3.3.1b:

3>
initiate transmission of the RRCEarlyDataRequest message in accordance with 5.3.3.3b;

2>
else:

3>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

1>
else if the UE is resuming an RRC connection:

2>
initiate transmission of the RRCConnectionResumeRequest message in accordance with 5.3.3.3a;

NOTE 3:
Upon initiating the connection establishment or resumption procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

NOTE 4:
For EDT, upon initiating the connection establishment or resumption procedure, it is up to UE implementation whether to continue cell re-selection related measurements as well as cell re-selection evaluation and, if the conditions for cell re-selection are fulfilled, whether to perform cell re-selection as specified in 5.3.3.5.
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5.3.3.3a
Actions related to transmission of RRCConnectionResumeRequest message

If the UE is resuming the RRC connection from a suspended RRC connection, the UE shall set the contents of RRCConnectionResumeRequest message as follows:

1>
if the UE is a NB-IoT UE; or

1>
if the UE is initiating UP-EDT in accordance with conditions in 5.3.3.1b; or

1>
if field useFullResumeID is signalled in SystemInformationBlockType2:

2>
set the resumeID to the stored resumeIdentity;

1>
else:

2>
set the truncatedResumeID to include bits in bit position 9 to 20 and 29 to 40 from the left in the stored resumeIdentity.

1>
if the UE supports mo-VoiceCall establishment cause and UE is resuming the RRC connection for mobile originating MMTEL voice and SystemInformationBlockType2 includes voiceServiceCauseIndication and the establishment cause received from upper layers is not set to highPriorityAccess:

2>
set the resumeCause to mo-VoiceCall;

1>
else if the UE supports mo-VoiceCall establishment cause for mobile originating MMTEL video and UE is resuming the RRC connection for mobile originating MMTEL video and SystemInformationBlockType2 includes videoServiceCauseIndication and the establishment cause received from upper layers is not set to highPriorityAccess:

2>
set the resumeCause to mo-VoiceCall;
1>
else:

2>
set the resumeCause in accordance with the information received from upper layers;

1>
set the shortResumeMAC-I to the 16 least significant bits of the MAC-I calculated:

2>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortResumeMAC-Input (or VarShortResumeMAC-Input-NB in NB-IoT);

2>
with the KRRCint key and the previously configured integrity protection algorithm; and

2>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;

1>
if the UE is a NB-IoT UE:

2>
if the UE supports DL channel quality reporting and cqi-Reporting is present in SystemInformationBlockType2-NB:

3>
set the cqi-NPDCCH to include the latest results of the downlink channel quality measurements of the serving cell as specified in TS 36.133 [16];

NOTE 0:
The downlink channel quality measurements may use measurement period T1 or T2, as defined in TS 36.133 [16]. In case period T2 is used the RRC-MAC interactions are left to UE implementation.

2>
set earlyContentionResolution to TRUE;

1>
restore the RRC configuration and security context from the stored UE AS context;

1>
if the UE is initiating UP-EDT in accordance with conditions in 5.3.3.1b:

2>
restore the PDCP state and re-establish PDCP entities for all SRBs and all DRBs;

2>
if drb-ContinueROHC has been provided in immediately preceding RRC connection release message, and the UE is requesting to resume RRC connection in the same cell:

3>
indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;

3>
continue the header compression protocol context for the DRBs configured with the header compression protocol;

2>
else:

3>
indicate to lower layers that stored UE AS context is used;
3>
reset the header compression protocol context for the DRBs configured with the header compression protocol;

2>
resume all SRBs and all DRBs;

2>
derive the KeNB key based on the KASME key to which the current KeNB is associated, using the stored value of nextHopChainingCount, as specified in TS 33.401 [32];

2>
derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];

2>
configure lower layers to resume integrity protection using the previously configured algorithm and the KRRCint key derived in this subclause to all subsequent messages received and sent by the UE;

2>
configure lower layers to resume ciphering and to apply the ciphering algorithm and the KRRCenc key derived in this subclause to all subsequent messages received and sent by the UE;

2>
configure lower layers to resume ciphering and to apply the ciphering algorithm and the KUPenc key derived in this subclause immediately to the user data sent and received by the UE;

2>
configure the lower layers to use EDT;

1>
else:

2>
if SRB1 was configured with NR PDCP:

3>
for SRB1, release the NR PDCP entity and establish an E-UTRA PDCP entity with the current (MCG) security configuration;

NOTE 1:
The UE applies the LTE ciphering and integrity protection algorithms that are equivalent to the previously configured NR security algorithms.

2>
else:

3>
for SRB1, restore the PDCP state and re-establish the PDCP entity;

If the UE is resuming the RRC connection from RRC_INACTIVE, the UE shall set the contents of RRCConnectionResumeRequest message as follows:

2>
if field useFullResumeID is signalled in SystemInformationBlockType2:

3>
set the fullI-RNTI to the stored fullI-RNTI value provided in suspend;

2>
else:

3>
set the shortI-RNTI to the stored shortI-RNTI value provided in suspend;



2>
set the shortResumeMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarINACTIVE-MAC-Input;

3>
with the KRRCint key and the previously configured integrity protection algorithm; and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;

2>
restore the RRC configuration and security context from the stored UE AS context except physical layer and MAC configuration;

2>
update the KeNB key based on the current KeNB or the NH, using the stored nextHopChainingCount value, as specified in TS 33.501 [86];

2>
derive the KRRCenc key, the KRRCint and the KUPenc key;

2>
configure lower layers to resume integrity protection for all SRBs except SRB0 using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;

2>
configure lower layers to resume ciphering for all radio bearers except SRB0 and to apply the previously configured ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;

2>
apply the default configuration for SRB1 as specified in 9.2.1.1;

2>
apply the default NR PDCP configuration as specified in TS 38.331 [82], clause 9.2.1.1 for SRB1;

Following procedures are applied for both suspended RRC connection and RRC_INACTIVE:

2>
resume SRB1;

NOTE 2:
Until successful connection resumption, the default physical layer configuration and the default MAC Main configuration are applied for the transmission of SRB0 and SRB1, and SRB1 is used only for the transfer of RRCConnectionResume message.
The UE shall submit the RRCConnectionResumeRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.
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