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Change 1 

	Function name
	function fl_TC_8_2_5_1_1_ENDC_NR_TestBody

	Reason for change
	Stop sending UL grant

	Summary of change
	Modify ULGrantConfiguration

	TTCN module
	RRCReconfigFailure_ENDC_NR.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_8_2_5_1_1_ENDC_NR_TestBody() runs on ENDC_NR_PTC

  { // @sic R5-187795 sic@

    var NR_PDCP_SDUList_Type v_PDCP_Data := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) };

    var integer i;

    f_Delay(1.0); // Anritsu TTCN CR R5s1900091

    // @siclog "Step 1" siclog@

    // The SS transmits one IP Packet on SCG DRB

    DRB.send(cas_NR_DRB_COMMON_REQ_PDCP_SDUList(nr_Cell1, tsc_NR_RbId_DRB2, -, -, v_PDCP_Data));

    // @siclog "Step 2" siclog@

    // The SS stops transmitting Timing Advance Command and the SS shall not respond to the Scheduling Requests in this step

    f_NR_SS_RachProcedureConfig(nr_Cell1, cs_NR_RachProcedureConfig_NoResponse);

    // @siclog "Step 3" siclog@

    // The UE transmits a preamble on PRACH to initiate the NR PSCell addition.

    f_EUTRA_NR_SendCoOrd (EUTRA, cms_EUTRA_NR_Trigger);

  }
After change

  function fl_TC_8_2_5_1_1_ENDC_NR_TestBody() runs on ENDC_NR_PTC

  { // @sic R5-187795 sic@

    var NR_PDCP_SDUList_Type v_PDCP_Data := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) };

    var integer i;

    f_NR_ULGrantConfiguration_Stop(nr_Cell1, -, cs_NR_UplinkTimeAlignment_Keep);
    f_Delay(1.0); // Anritsu TTCN CR R5s1900091

    // @siclog "Step 1" siclog@

    // The SS transmits one IP Packet on SCG DRB

    DRB.send(cas_NR_DRB_COMMON_REQ_PDCP_SDUList(nr_Cell1, tsc_NR_RbId_DRB2, -, -, v_PDCP_Data));

    // @siclog "Step 2" siclog@

    // The SS stops transmitting Timing Advance Command and the SS shall not respond to the Scheduling Requests in this step

    f_NR_SS_RachProcedureConfig(nr_Cell1, cs_NR_RachProcedureConfig_NoResponse);

    // @siclog "Step 3" siclog@

    // The UE transmits a preamble on PRACH to initiate the NR PSCell addition.

    f_EUTRA_NR_SendCoOrd (EUTRA, cms_EUTRA_NR_Trigger);

  }
