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1. Corrections required 
These changes are proposed on top of iwd-TTCN3-B2018-12_D19wk12_5G TTCN delivery.

Change 1
	Function name
	f_EUTRA38_508_ENDC_Reconfiguration 

	Reason for change
	The current implementation for f_EUTRA38_508_Reconfiguration() will include a default NAS message (ACTIVATE DEDICATED EPS BEARER REQUEST)  with the EN-DC reconfiguration signalling if p_DRB_Type is set to anything except “MCG_Only”. There are actually other cases where a new EPS bearer should not be established with the reconfiguration, e.g. “RBConfig_Only” or “Meas_SCGOnly”

	Summary of change
	Modify the logic to include a default NAS message only if the parameter p_DRB_Type is either “MCG_SCG” or “MCG_Split”. This represents the cases where a new DRB is being established which requires establishment of a new EPS bearer.

	TTCN module
	EUTRA38_CommonProcedures.ttcn

	MCC160 Comment
	


Before Change
   function f_EUTRA38_508_ENDC_Reconfiguration(EUTRA_CellId_Type p_CellId,

                                              ENDC_DRB_Configuration_Type p_DRB_Type,

                                              template (omit) integer p_SK_Counter := omit,

                                              EUTRA_RRC_STATE_Type p_RRC_State := RRC_CONNECTED,

                                              template (omit) NAS_MSG_RequestList_Type p_NASMsg := omit,

                                              template (omit) RadioResourceConfigDedicated p_RadioResourceConfigDedicated  := omit,

                                              template (omit) RadioBearerList_Type p_DrbConfigAtSS := omit,

                                              ENDC_SRB_DRB_Configuration_Type p_SecondaryConfig := NONE,

                                              template (omit) MobilityControlInfo p_MobilityControlInformation := omit,

                                              template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                              template NAS_UL_Message_Type p_ULNASMsg := omit) runs on ENDC_EUTRA_PTC

  {

    var template (omit) octetstring v_NR_SCGConfig := omit;

    var template (omit) octetstring v_NR_RBConfig := omit;

    var template (omit) octetstring v_NR_RBConfig2 := omit;

    var octetstring v_OctetData;

    var template (omit) RadioResourceConfigDedicated v_RadioResourceConfigDedicated;

    var template (omit) RadioBearerList_Type v_DrbConfigAtSS := omit;

    var template (omit) NAS_MSG_RequestList_Type v_ActivateBearer := omit;

    var integer v_DRB_Id := f_EUTRA38_ENDC_GetDRBIdOfMCG();

    if (isvalue(p_NASMsg)) {

      v_ActivateBearer := p_NASMsg;

    } else if (p_DRB_Type != MCG_Only) { 
      // Dedicated bearer as per default messages

      v_ActivateBearer := {

        f_EPS_GetActivateDedicatedBearer(tsc_EpsDedicatedBearerId, cds_508_EPS_QoS_Dedicated_6_tlv, f_EUTRA_Get_508_TrafficFlowTemplate(6, tsc_EpsDedicatedBearerId))

      };

    }

    if (isvalue(p_RadioResourceConfigDedicated)) {

      v_RadioResourceConfigDedicated := p_RadioResourceConfigDedicated;

    } else {

      v_RadioResourceConfigDedicated := f_EUTRA38_BuildEUTRA_RadioResourceConfigDedicated(p_CellId, p_DRB_Type, p_RRC_State);

    }

…

…

…

  }
After Change
function f_EUTRA38_508_ENDC_Reconfiguration(EUTRA_CellId_Type p_CellId,

                                              ENDC_DRB_Configuration_Type p_DRB_Type,

                                              template (omit) integer p_SK_Counter := omit,

                                              EUTRA_RRC_STATE_Type p_RRC_State := RRC_CONNECTED,

                                              template (omit) NAS_MSG_RequestList_Type p_NASMsg := omit,

                                              template (omit) RadioResourceConfigDedicated p_RadioResourceConfigDedicated  := omit,

                                              template (omit) RadioBearerList_Type p_DrbConfigAtSS := omit,

                                              ENDC_SRB_DRB_Configuration_Type p_SecondaryConfig := NONE,

                                              template (omit) MobilityControlInfo p_MobilityControlInformation := omit,

                                              template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,

                                              template NAS_UL_Message_Type p_ULNASMsg := omit) runs on ENDC_EUTRA_PTC

  {

    var template (omit) octetstring v_NR_SCGConfig := omit;

    var template (omit) octetstring v_NR_RBConfig := omit;

    var template (omit) octetstring v_NR_RBConfig2 := omit;

    var octetstring v_OctetData;

    var template (omit) RadioResourceConfigDedicated v_RadioResourceConfigDedicated;

    var template (omit) RadioBearerList_Type v_DrbConfigAtSS := omit;

    var template (omit) NAS_MSG_RequestList_Type v_ActivateBearer := omit;

    var integer v_DRB_Id := f_EUTRA38_ENDC_GetDRBIdOfMCG();

    if (isvalue(p_NASMsg)) {

      v_ActivateBearer := p_NASMsg;

    } else if (p_DRB_Type == MCG_SCG or p_DRB_Type == MCG_Split ) 
      // Dedicated bearer as per default messages

      v_ActivateBearer := {

        f_EPS_GetActivateDedicatedBearer(tsc_EpsDedicatedBearerId, cds_508_EPS_QoS_Dedicated_6_tlv, f_EUTRA_Get_508_TrafficFlowTemplate(6, tsc_EpsDedicatedBearerId))

      };

    }

    if (isvalue(p_RadioResourceConfigDedicated)) {

      v_RadioResourceConfigDedicated := p_RadioResourceConfigDedicated;

    } else {

      v_RadioResourceConfigDedicated := f_EUTRA38_BuildEUTRA_RadioResourceConfigDedicated(p_CellId, p_DRB_Type, p_RRC_State);

    }
…

…

…

  }
