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	Reason for change:
	Two issues are observed:
(1) For RRC Suspend/Resume, in current TS 36.304, the following use case is defined for UE discarding the stored AS context information (see subclause 5.2.4.11):
· Inter-RAT cell reselection (from LTE to NR) in RRC_IDLE

However, for the following use case, there is currently no corresponding requirement:
· The UE is in RRC_IDLE and AS context is stored due to RRC Suspend, and there is a CN type change from EPC to 5GC
In this case the UE should also discard the stored AS context information.

(2) Currently, the UE behaviour on inter-RAT cell reselection in RRC_INACTIVE state has been captured in TS 38.304, and detailed actions are referring to TS 38.331. However, it is missing in TS 36.304.


	
	

	Summary of change:
	The following changes are made:
(1) Section 5.2.4.11 describes UE behaviour for cell reselection when storing UE AS context, so this section is extended to apply to the following use case:
· The UE is in RRC_IDLE and AS context is stored due to RRC Suspend, and there is a CN type change from EPC to 5GC

(2) A new section is added in order to describe the UE behaviour on inter-RAT cell reselection or CN type change in RRC_INACTIVE state. For detailed actions, TS 36.331 is referred.

Impact analysis

Impacted functionality:
LTE connected to 5GC, CIoT EPS optimisation

Inter-operability:
There is no inter-operability issue as this CR is to make alignments between TS 36.331 and 36.304.


	
	

	Consequences if not approved:
	UE may not discard the stored AS context upon CN type change, resulting in potential RRC Resume failure, and the UE behaviour on inter-RAT cell reselection in RRC_INACTIVE state is missing.
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[bookmark: _Toc12401224]5.2.4.11	Cell reselection or CN type change when storing UE AS context
[bookmark: _GoBack]For UEs storing UE AS context and resumeIdentity as specified in TS 36.331 [3], upon cell reselection to another RAT or upon reselecting to another CN type, the UE shall discard the stored UE AS context and resumeIdentity.

<Next modification>

[bookmark: _Toc20610847]5.2.4.X	Cell reselection or CN type change in RRC_INACTIVE state
For UE in the RRC_INACTIVE state, upon cell reselection to another RAT or CN type change, UE transitions from RRC_INACTIVE to RRC_IDLE and performs actions as specified in TS 36.331 [3].

