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[bookmark: _Toc21097299]5.2	Single-RAT Multi-carrier capable Base Stations
This section includes E-UTRA MC BS with one E-UTRA carrier supporting NB-IoT in-band and/or guard band.
Table 5.2-1: Test configurations for capability sets for Single-RAT capable BS
	Capability Set
	UTRA (MC) capable BS (CS1)
	E-UTRA (MC) capable BS 
NB-IoT in-band*, 
NB-IoT guard band** (CS2)

	BS test case
	BC1
	BC2
	BC3
	BC1
	BC2
	BC3

	6.2 Base Station output power
	- 
	- 
	- 
	- 
	- 
	- 

	Base Station maximum output power
	C: TC1a
CNC: TC1a
C/NC: TC1a, NTC1a
	C: TC1a
CNC: TC1a
C/NC: TC1a, NTC1a
	C: TC1b
	C: TC2
CNC: TC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: TC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: TC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	Additional regional requirement 
(only for band 34)
	N/A
	N/A
	N/A
	N/A
	N/A
	Compliance stated by manufacturer declaration

	E-UTRA DL RS power
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	NB-IoT for DL RS power
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	UTRA FDD primary CPICH power
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA FDD secondary CPICH power
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD primary CCPCH power
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.3 Output power dynamics
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	NB-IoT
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	6.4 Transmit ON/OFF power
	- 
	- 
	- 
	- 
	- 
	- 

	Transmitter OFF power
	N/A
	N/A
	C: TC1b
	N/A
	N/A
	C: TC2 
CNC: TC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	Transmitter transient period
	N/A
	N/A
	C: TC1b
	N/A
	N/A
	C: TC2 
CNC: TC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	6.5 Transmitted signal quality
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.1 Modulation quality
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	C: TC2
CNC: TC2
C/NC: TC2, NTC2
NI/NG: (Note 1)
	C: TC2
CNC: TC2
C/NC: TC2, NTC2
NI/NG: (Note 1)
	C: TC2 
CNC: TC2
C/NC: TC2, NTC2
NI/NG: (Note 1)

	UTRA FDD
	C: TC1a
CNC: TC1a
C/NC: TC1a, NTC1a
	C: TC1a
CNC: TC1a
C/NC: TC1a, NTC1a
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	C: TC1b
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	NB-IoT
	N/A
	N/A
	N/A
	N/A: (Note 1)
	N/A: (Note 1)
	N/A: (Note 1)

	6.5.2 Frequency error
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	Same TC as used in 6.5.1 
NI/NG: (Note 1)
	Same TC as used in 6.5.1 
NI/NG: (Note 1)
	Same TC as used in 6.5.1
NI/NG: (Note 1)

	UTRA FDD
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	Same TC as used in 6.5.1 
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	NB-IoT
	N/A
	N/A
	N/A
	N/A: (Note 1)
	N/A: (Note 1)
	N/A: (Note 1)

	6.5.3 Time alignment error
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	(TS 36.141)
NI/NG: (Note 1)
	(TS 36.141)
NI/NG: (Note 1)
	(TS 36.141)
NI/NG: (Note 1)

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	NB-IoT
	N/A
	N/A
	N/A
	N/A: (Note 1)
	N/A: (Note 1)
	N/A: (Note 1)

	6.6 Unwanted emissions
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.1 Transmitter spurious emissions
	- 
	- 
	- 
	- 
	- 
	- 

	(Category A)
	C: TC1a 
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1a
CNC: NTC1a 
C/NC: TC1a, NTC1a
	C: TC1b 
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	(Category B)
	C: TC1a 
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1a
CNC: NTC1a 
C/NC: TC1a, NTC1a
	C: TC1b 
	C: TC2
CNC: NTC2 
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	Additional requirement for BC2 (Category B)
	
N/A
	
N/A
	
N/A
	
N/A
	
N/A
	
N/A

	Protection of the BS receiver of own or different BS
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a 
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a 
	C: TC1b 
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	Additional spurious emissions requirements
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a 
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a 
	C: TC1b 
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	Co-location with other Base Stations
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a 
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a 
	C: TC1b 
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	6.6.2 Operating band unwanted emissions
	- 
	- 
	- 
	- 
	- 
	- 

	General requirement for Band Categories 1 and 3
	(TS 25.141)
C: TC1a 
CNC: TC1a, NTC1a
C/NC: TC1a, NTC1a 
	N/A
	(TS 25.142) C: TC1b 

	(TS 36.141) 
C: TC2 
CNC: TC2, NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	N/A
	(TS 36.141) 
C: TC2 
CNC: TC2, NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	General requirement for Band Category 2
	N/A
	(TS 25.141)
C: TC1a  
CNC: TC1a, NTC1a
C/NC: TC1a, NTC1a
	N/A
	N/A
	(TS 36.141)
C: TC2 
CNC: TC2, NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	N/A

	GSM/EDGE single-RAT requirements
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	Additional requirements
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration

	6.6.3 Occupied bandwidth
	- 
	- 
	- 
	- 
	- 
	- 

	Minimum requirement
	
(TS 25.141)
	
(TS 25.141)
	 
(TS 25.142)
	 
(TS 36.141)
	 
(TS 36.141)
	
(TS 36.141)

	6.6.4 Adjacent Channel Leakage Power Ratio (ACLR)
	
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	C: TC2
CNC: NTC2
C/NC:TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: NTC2
C/NC:TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: NTC2
C/NC:TC2, NTC2
NI: TC17
NG: TC20

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	NB-IoT
	N/A
	N/A
	N/A
	NI: TC175
NG: TC2018
	NI: TC175
NG: TC2018
	NI: TC175
NG: TC2018

	Cumulative ACLR
	CNC: NTC1a
C/NC: NTC1a
	CNC: NTC1a
C/NC: NTC1a
	-
	CNC: NTC2
C/NC: NTC2
	CNC: NTC2
C/NC: NTC2
	CNC: NTC2
C/NC: NTC2

	6.7 Transmitter intermodulation
	- 
	- 
	- 
	- 
	- 
	- 

	General requirement
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6

	Additional requirement (BC1 and BC2)
	CNC: NTC1a
C/NC: NTC1a
	Same TC as used in 6.6
	N/A
	CNC: NTC2
C/NC: NTC2
NI: TC17
NG: TC20
	Same TC as used in 6.6
	N/A

	Additional requirement (BC3)
	N/A
	N/A
	Same TC as used in 6.6
	N/A
	N/A
	Same TC as used in 6.6

	7.2 Reference sensitivity level
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	UTRA FDD requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	GSM/EDGE requirement
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	NB-IoT requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	7.3 Dynamic range
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	NB-IoT
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	7.4 In-band selectivity and blocking
	- 
	- 
	- 
	- 
	- 
	- 

	General blocking requirement
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1b
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	General narrowband blocking requirement
	C: TC1a, 
TC6a
CNC: NTC1a, TC6a
C/NC: TC1a, NTC1a, TC6a
	C: TC1a, TC6a
CNC: NTC1a, TC6a
C/NC: TC1a, NTC1a, TC6a
	C: TC1b TC6c
	C: TC2, 
TC6b
CNC: NTC2, TC6b
C/NC: TC2, 
NTC2, TC6b
NI: TC17
NG: TC20
	C: TC2, TC6b
CNC: NTC2, TC6b
C/NC: TC2, 
NTC2, TC6b 
NI: TC17
NG: TC20
	C: TC2, TC6b 
CNC: NTC2, TC6b
C/NC: TC2, 
NTC2, TC6b
NI: TC17
NG: TC20

	Additional narrowband blocking requirement for GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	GSM/EDGE requirements for AM suppression
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	Additional BC3 blocking minimum requirement
	N/A
	N/A
	C: TC1b
	N/A
	N/A
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	7.5 Out-of-band blocking
	- 
	- 
	- 
	- 
	- 
	- 

	General requirement
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1b
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	Co-location requirement
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1b
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	7.6 Receiver spurious emissions
	-
	-
	-
	-
	-
	-

	General requirement
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1b
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	Additional requirement for BC2 (Category B)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.7 Receiver intermodulation
	- 
	- 
	- 
	- 
	- 
	- 

	General intermodulation requirement
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1a
CNC: NTC1a
C/NC: TC1a, NTC1a
	C: TC1b
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20
	C: TC2 
CNC: NTC2
C/NC: TC2, NTC2
NI: TC17
NG: TC20

	General narrowband intermodulation requirement
	C: TC1a, TC6a
CNC: NTC1a, TC6a
C/NC: TC1a, NTC1a, TC6a 
	C: TC1a, TC6a
CNC: NTC1a, TC6a
C/NC: TC1a, NTC1a, TC6a
	C: TC1b, TC6c
	C: TC2, TC6b
CNC: NTC2, TC6b
C/NC: TC2, NTC2, TC6b
NI: TC17
NG: TC20
	C: TC2, TC6b
CNC: NTC2, TC6b
C/NC: TC2, NTC2, TC6b
NI: TC17
NG: TC20
	C: TC2, TC6b 
CNC: NTC2, TC6b
C/NC: TC2, NTC2, TC6b
NI: TC17
NG: TC20

	Additional narrowband intermodulation requirement for GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.8 In-channel selectivity
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	NB-IoT requirement
	N/A
	N/A
	N/A
	(NI: TS 36.141)
	(NI: TS 36.141)
	(NI: TS 36.141)



Table 5.2-1a: Test configurations for capability sets for Single-RAT capable BS
	Capability Set
	NB-IoT (MC) capable (CS 8)

	BS test case
	BC1
	BC2
	BC3

	6.2 Base Station output power
	.
	.
	-

	Base Station maximum output power
	TC8
	TC8
	TC8

	Additional regional requirement 
(only for band 34)
	N/A
	N/A
	N/A

	E-UTRA DL RS power
	N/A
	N/A
	N/A

	NB-IoT for DL RS power
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	UTRA FDD primary CPICH power
	N/A
	N/A
	N/A

	UTRA FDD secondary CPICH power
	N/A
	N/A
	N/A

	UTRA TDD primary CCPCH power
	N/A
	N/A
	N/A

	6.3 Output power dynamics
	-
	-
	-

	E-UTRA
	N/A
	N/A
	N/A

	UTRA FDD
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A

	NB-IoT
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	6.4 Transmit ON/OFF power
	-
	-
	-

	Transmitter OFF power
	N/A
	N/A
	TC8

	Transmitter transient period
	N/A
	N/A
	TC8

	6.5 Transmitted signal quality
	-
	-
	-

	6.5.1 Modulation quality
	-
	-
	-

	E-UTRA
	N/A
	N/A
	N/A

	UTRA FDD
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A

	NB-IoT
	TC8
	TC8
	TC8

	6.5.2 Frequency error
	-
	-
	-

	E-UTRA
	N/A
	N/A
	N/A

	UTRA FDD
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A

	NB-IoT
	Same TC as used in 6.5.1
	Same TC as used in 6.5.1
	Same TC as used in 6.5.1

	6.5.3 Time alignment error
	-
	-
	-

	E-UTRA
	N/A
	N/A
	N/A

	UTRA FDD
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	N/A

	NB-IoT
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	6.6 Unwanted emissions
	-
	-
	-

	6.6.1 Transmitter spurious emissions
	-
	-
	-

	(Category A)
	TC8
	TC8
	TC8

	(Category B)
	TC8
	TC8
	TC8

	Additional requirement for BC2 (Category B)
	N/A
	N/A
	N/A

	Protection of the BS receiver of own or different BS
	TC8
	TC8
	TC8

	Additional spurious emissions requirements
	TC8
	TC8
	TC8

	Co-location with other Base Stations
	TC8
	TC8
	TC8

	6.6.2 Operating band unwanted emissions
	-
	-
	-

	General requirement for Band Categories 1 and 3
	(TS 36.141)
TC8
	N/A
	(TS 36.141)
TC8

	General requirement for Band Category 2
	N/A
	(TS 36.141)
TC8
	N/A

	GSM/EDGE single-RAT requirements
	N/A
	N/A
	N/A

	Additional requirements
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration

	6.6.3 Occupied bandwidth
	-
	-
	-

	Minimum requirement
	
(TS 36.141)
	
(TS 36.141)
	
(TS 36.141)

	6.6.4 Adjacent Channel Leakage Power Ratio (ACLR)
	-
	-
	-

	E-UTRA
	N/A
	N/A
	N/A

	UTRA FDD
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	N/A

	NB-IoT
	TC8
	TC8
	TC8

	Cumulative ACLR
	N/A
	N/A
	N/A

	6.7 Transmitter intermodulation
	-
	-
	-

	General requirement
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6

	Additional requirement (BC1 and BC2)
	Same TC as used in 6.6
	Same TC as used in 6.6
	N/A

	Additional requirement (BC3)
	N/A
	N/A
	Same TC as used in 6.6

	7.2 Reference sensitivity level
	-
	-
	-

	E-UTRA requirement
	N/A
	N/A
	N/A

	UTRA FDD requirement
	N/A
	N/A
	N/A

	UTRA TDD requirement
	N/A
	N/A
	N/A

	GSM/EDGE requirement
	N/A
	N/A
	N/A

	NB-IoT requirement
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	7.3 Dynamic range
	-
	-
	-

	E-UTRA
	N/A
	N/A
	N/A

	UTRA FDD
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A

	NB-IoT
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	7.4 In-band selectivity and blocking
	-
	-
	-

	General blocking requirement
	TC8
	TC8
	TC8

	General narrowband blocking requirement
	TC8
	TC8
	TC8

	Additional narrowband blocking requirement for GSM/EDGE
	N/A
	N/A
	N/A

	GSM/EDGE requirements for AM suppression
	N/A
	N/A
	N/A

	Additional BC3 blocking minimum requirement
	N/A
	N/A
	TC8

	7.5 Out-of-band blocking
	-
	-
	-

	General requirement
	TC8
	TC8
	TC8

	Co-location requirement
	TC8
	TC8
	TC8

	7.6 Receiver spurious emissions
	-
	-
	-

	General requirement
	TC8
	TC8
	TC8

	Additional requirement for BC2 (Category B)
	N/A
	N/A
	N/A

	7.7 Receiver intermodulation
	-
	-
	-

	General intermodulation requirement
	TC8
	TC8
	TC8

	General narrowband intermodulation requirement
	TC8
	TC8
	TC8

	Additional narrowband intermodulation requirement for GSM/EDGE
	N/A
	N/A
	N/A

	7.8 In-channel selectivity
	-
	-
	-

	E-UTRA requirement
	N/A
	N/A
	N/A

	NB-IoT requirement
	N/A
	N/A
	N/A



