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	  1st Modification



[bookmark: _Toc476319202]5.2.5	Synchronization Burst (SB)
Table 5.2.5-1: Synchronization burst
	Bit Number 
(BN)
	Length of field
	Content of field
	Definition

	0-2
	3
	Tail bits
	see table 5.2.5-2

	3-41
	39
	Encrypted bits (e0, …, e38)
	see 3GPP TS 45.003

	42-105
	64
	Extended Training sequence bits
	see table 5.2.5-3

	106-144
	39
	Encrypted bits (e39, …, e77)
	see 3GPP TS 45.003

	145-147
	3
	Tail bits
	see table 5.2.5-2

	148-155
148-156
	8, 
8.25 or 91
	Guard period (bits)
	see subclause 5.2.8

	NOTE1: 8 always applies in case of EC-GSM-IoT synchronization burst mapped onto timeslot 1, see 3GPP TS 45.010



The "tail bits" are defined as modulating bits with states as defined in table 5.2.5-2.
Table 5.2.5-2: Tail bits
	Bit number (BN)
	Modulating bits

	(BN0, BN1, BN2)
	(0, 0, 0)

	(BN145, BN146, BN147)
	(0, 0, 0)



The "extended training sequence bits" are defined as modulating bits with states as defined in table 5.2.5-3.
Table 5.2.5-3: Extended training sequence bits
	Bit number (BN)
	Modulating bits
	Applicability

	(BN42, BN43 .. BN105)
	(1, 0, 1, 1, 1, 0, 0, 1, 0, 1, 1, 0, 0, 0, 1, 0, 0, 0, 0, 0, 0, 1, 0,0, 0, 0, 0, 0, 1, 1, 1, 1, 0, 0, 1, 0, 1, 1, 0, 1, 0, 1, 0, 0, 0, 1, 0, 1, 0, 1, 1, 1, 0, 1, 1, 0, 0, 0, 0, 1, 1, 0, 1, 1)
	Unless otherwise stated

	
	(1, 1, 1, 0, 1, 1, 1, 0, 0, 1, 1, 0, 1, 0, 1, 1, 0, 0, 1, 0, 1, 0, 0, 0, 0, 0, 1, 1, 1, 1, 1, 0, 1, 1, 1, 1, 0, 1, 0, 0, 0, 1, 1, 1, 1, 1, 1, 0, 1, 1, 0, 0, 1, 0, 1, 1, 0, 0, 0, 1, 0, 1, 0, 1)
	CTS synchronization bursts

	
	(1, 1, 1, 0, 1, 1, 0, 0, 0, 0, 1, 1, 0, 1, 1, 1, 0, 1, 0, 1, 0, 0, 0, 1, 0, 1,0, 1, 1, 0, 1, 0, 0, 1, 1, 1, 1, 0, 0, 0, 0, 0, 0, 1, 0, 0, 0, 0, 0, 0, 1, 0, 0, 0, 1, 1, 0, 1, 0, 0, 1, 1, 1, 0)
	COMPACT synchronization bursts

	
	[ (1, 0, 1, 1, 1, 0, 1, 0, 0, 0, 1, 1, 1, 1, 0, 1, 1, 1, 0, 1, 0, 1, 1, 0, 1, 1, 1, 1, 0, 1, 0, 0, 1, 0, 0, 0, 1, 0, 1, 1, 0, 1, 0, 0, 0, 0, 0, 0, 1, 0, 0, 0, 1, 1, 1, 0, 1, 0, 0, 1, 1, 0, 0, 0) ]
	EC-GSM-IoT synchronization bursts
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