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4.7.3
Contents of ESM messages

<<< TEXT SKIPPED >>>

-
ESM INFORMATION RESPONSE

This message is sent by the UE to the SS.

Table 4.7.3-14: ESM INFORMATION RESPONSE

	Derivation Path: 24.301 clause 8.3.12

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	No EPS bearer identity assigned
	

	Procedure transaction identity
	The same value as the value set in ESM INFORMATION REQUEST message.
	
	

	ESM information response message identity
	'1101 1010'B
	ESM information response
	

	Access point name
	Not present or any allowed value
	
	Internet_APN

	Access point name
	Not present
	
	IMS_APN_Default

	Access point name
	Any allowed value
	
	IMS_APN_Provided

	Protocol configuration options
	Not present or any allowed value
	
	NOT (pc_NB or pc_NonIP_PDN)

	Protocol configuration options
	If present including at least the following container
	
	Interworking_with_5GS

	  Container ID n
	‘001A’H
	n assigned to next available number
	

	    Length of container ID n contents
	
	1 octet
	

	    Container ID n contents
	PDU session ID
	PDU session ID assigned by the UE
	

	Protocol configuration options
	Not present
	
	pc_NB or pc_NonIP_PDN

	Extended protocol configuration options
	Not present or any allowed value
	
	

	Extended protocol configuration options
	If present including at least the following container
	
	Interworking_with_5GS

	  Container ID n
	‘001A’H
	n assigned to next available number
	

	    Length of container ID n contents
	
	1 octet
	

	    Container ID n contents
	PDU session ID
	PDU session ID assigned by the UE
	


	Condition
	Expression
	Explanation

	IMS_APN_Provided
	pc_IMS AND 
NOT pc_Provide_IMS_as_second_APN AND
pc_Provide_IMS_APN
	IMS APN shall be provided by the UE:

	IMS_APN_Default
	pc_IMS AND 
NOT pc_Provide_IMS_as_second_APN AND
NOT pc_Provide_IMS_APN
	No IMS APN shall be provided by the UE;
IMS APN is default APN

	Internet_APN
	NOT pc_IMS OR pc_Provide_IMS_as_second_APN
	

	Interworking_with_5GS
	
	If the UE has indicated support of N1, then the SS shall include this IE to provide details for the interworking with 5GS. Applicable to 5G test cases defined in TS 38.523-1 [71].
Note: The PDU session ID container shall be sent in either the Protocol configuration options or the Extended protocol configuration options IE.


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

