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<<Unchaged sections skipped>>
5.4.2
Radio resource control information elements for Demodulation Performance and CSI reporting tests

As defined in clause 4.6.3 with the following exceptions:

<<Unchaged sections skipped>>
PDCCH Configuration

PDCCH-config

Table 5.4.2-3: PDCCH-ControlResourceSet

	Derivation Path: Table 4.6.3-28

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	ControlResourceSetId
	
	

	  frequencyDomainResources
	Table 5.2-2 for tested channel bandwidth and subcarrier spacing
	
	

	  Duration
	2
	SearchSpace duration of 2 symbols
	

	  cce-REG-MappingType CHOICE {
	
	
	

	    nonInterleaved
	Null
	
	

	  }
	
	
	

	  precoderGranularity
	sameAsREG-bundle
	
	

	  tci-StatesPDCCH-ToAddList {
	
	
	

	
	0
	TCI State #0
	

	
	1
	TCI State #1
	

	 }
	
	
	

	}
	
	
	


Table 5.4.2-4: PDCCH Search Space

	Derivation Path: Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	  }
	
	
	

	  monitoringSymbolsWithinSlot
	10000000000000
	Starting symbol 0  
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n0
	
	

	    aggregationLevel4
	n0
	
	

	    aggregationLevel8
	n1
	AL8
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	

	    ue-Specific SEQUENCE {
	
	
	

	      dci-Formats
	formats0-1-And-1-1
	DCI Format 1_1
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


CSI-RS for Tracking
NZP-CSI-RS-Resource

Table 5.4.2-4A: NZP-CSI-RS-Resource for TRS
	Derivation Path: Table 4.6.3-85

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	NZP-CSI-RS-ResourceId
	
	

	  resourceMapping

	CSI-RS-ResourceMapping for TRS
	
	

	  powerControlOffset
	0
	
	

	  periodicityAndOffset
	CSI-ResourcePeriodicityAndOffset for TRS
	
	

	}
	
	
	


CSI-RS-ResourceMapping

Table 5.4.2-5: CSI-RS-ResourceMapping for TRS

	Derivation Path: Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    row1
	0001
	k0=0 for CSI-RS resource 1,2,3,4


	TRS

	  }
	
	
	

	  firstOFDMSymbolInTimeDomain
	6
	l0 = 6 for CSI-RS resource 1 and 3
	TRS

	
	10
	l0 = 10 for CSI-RS resource 2 and 4
	TRS

	nrofPorts
	p1
	1 for CSI-RS resource 1,2,3,4
	TRS

	Cdm-Type
	noCDM
	
	TRS

	Density CHOICE{
	
	
	

	   three
	Null
	
	TRS

	 }
	
	
	

	freqBand
	CSI-FrequencyOccupation
	
	TRS

	}
	
	
	


Table 5.4.2-6: CSI-ResourcePeriodicityAndOffset for TRS

	Derivation Path: Table 4.6.3-43

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots20
	10
	Periodicity 20 slots and offset 10 for CSI-RS resource 1 and 2
	

	  slots20
	11
	Periodicity 20 slots and offset 11 for CSI-RS resource 3 and 4
	

	}
	
	
	


Table 5.4.2-7: CSI-FrequencyOccupation for TRS

	Derivation Path: Table 4.6.3-33

	Information Element
	Value/remark
	Comment
	Condition

	CSI-FrequencyOccupation ::= SEQUENCE {
	
	
	

	  nrofRBs
	56
	BW 10 MHz SCS 15kHz 
	TRS

	
	52
	BW 20 MHz SCS 30kHz
	TRS

	
	108
	BW 40 MHz SCS 30KHz
	TRS

	}
	
	
	


NZP CSI-RS for CSI Acquisition

NZP-CSI-RS-Resource

Table 5.4.2-8: NZP-CSI-RS-Resource

	Derivation Path: Table 4.6.3-85

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	NZP-CSI-RS-ResourceId
	
	

	  resourceMapping

	CSI-RS-ResourceMapping
	
	

	  powerControlOffset
	0
	
	

	  periodicityAndOffset
	CSI-ResourcePeriodicityAndOffset
	
	

	  qcl-InfoPeriodicCSI-RS
	TCI-State #1
	
	

	}
	
	
	


CSI-RS-ResourceMapping

Table 5.4.2-9: CSI-RS-ResourceMapping

	Derivation Path: Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    other
	000001
	K0 = 0, row3,
2Tx test cases
	

	    row4
	001
	K0 = 0,
4Tx test cases
	

	  }
	
	
	

	  nrofPorts 
	P2
	2Tx test cases
	

	
	P4
	4Tx test cases
	

	  firstOFDMSymbolInTimeDomain
	12
	I0 = 12
	

	  cdm-Type 
	fd-CDM2
	
	

	  density CHOICE {
	
	
	

	    one
	NULL
	
	

	  }
	
	
	

	  freqBand
	CSI-FrequencyOccupation
	
	

	}
	
	
	


CSI-ResourcePeriodicityAndOffset

Table 5.4.2-10: CSI-ResourcePeriodicityAndOffset

	Derivation Path: Table 4.6.3-43

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  Slots20
	0
	
	SCS 15kHz

	  Slots40
	0
	
	SCS 30kHz

	}
	
	
	


CSI-FrequencyOccupation

Table 5.4.2-11: CSI-FrequencyOccupation for CSI Acquisition

	Derivation Path: Table 4.6.3-33

	Information Element
	Value/remark
	Comment
	Condition

	CSI-FrequencyOccupation ::= SEQUENCE {
	
	
	

	  nrofRBs
	52
	
	BW 10 MHz SCS 15kHz

	
	52
	
	BW 20 MHz SCS 30kHz

	
	108
	
	BW 40 MHz SCS 30KHz

	}
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