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	Reason for change:
	1. 
To enable RF testing of full bandwiths of NR bands there is a need to change the PCell associated signalling parameters as discussed and proposed in R5-200157. To achieve this and be able to find a SSB on the synchronisation raster with an associated CORESET#0 the position of CORESET#0 will not be possible to configure at the DL BWP lowest subcarrier (carrier’s lower edge). Current value of frequencyDomainResources in Table 4.6.3-28 (ControlResourceSet) assumes that COREET#1 always is located at the DL BWP lowest subcarrier. There is a need to add information for each carrier about the CORESET#1 Offset from 
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 to decide valid frequencyDomainResources value.
2. 
Editorial changes
 

	
	

	Summary of change:
	1. 
Test frequency tables updated based on the procedure in CR 1133 to Annex C in TS 38.508-1. The current columns CORESET#0 Offset and CORESET#0 Index have been merged into one column and a new column have been added for CORESET#1 Offset from 
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2. 
Column header “Bandwidth” changed to “CBW” in test frequency tables.
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4.3.1.1.1.51
Reference test frequencies for NR operating band n51

Table 4.3.1.1.1.51-1: Test frequencies for NR operating band n51 and SCS 15 kHz

	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#1 Offset from 
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[RBs]

	CORESET#0 Index (Offset
[RBs])
Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5
	25
	Downlink
	Low
	1429.5
	285900
	1336.53
	267306
	504
	15
	3573
	285870
	8
	6
	0 (0)
	505

	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
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