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[Start of modification]
–
RadioLinkMonitoringConfig
Table 4.6.3-133: RadioLinkMonitoringConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioLinkMonitoringConfig ::= SEQUENCE {
	
	
	

	  failureDetectionResourcesToAddModList
SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF SEQUENCE {
	1 entry
	
	

	    radioLinkMonitoringRS-Id
	RadioLinkMonitoringRS-Id
	
	

	    purpose
	rlf
	
	

	    detectionResource CHOICE {
	
	
	

	      ssb-Index
	SSB-Index
	
	

	    }
	
	
	

	  }
	
	
	

	  failureDetectionResourcesToReleaseList
	Not present
	
	

	  beamFailureInstanceMaxCount

	Not present
	
	

	  beamFailureDetectionTimer
	Not present
	
	

	}
	
	
	


–
RadioLinkMonitoringRS-Id
Table 4.6.3-134: RadioLinkMonitoringRS-Id
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioLinkMonitoringRS-Id
	0
	
	


[End of modification]

