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<Start of Changed Section> 
8.2.4.3.1.3
NR CA / SCell change / Intra-NR measurement event A6 / SRB3 / EN-DC / Inter-band CA

8.2.4.3.1.3.1
Test Purpose (TP)

Same as TC 8.2.4.3.1.1 but applied to Inter-band CA case.

8.2.4.3.1.3.2
Conformance requirements

Same as TC 8.2.4.3.1.1.
8.2.4.3.1.3.3
Test description

8.2.4.3.1.3.3.1
Pre-test conditions

Same as test case 8.2.4.3.1.1 with the following differences:

-
Cells configuration: NR Cell 10 replaces NR Cell 3, NR Cell 30 replaces NR Cell 12
8.2.4.3.1.3.3.2
Test procedure sequence
Same as test case 8.2.4.3.1.1 with the following differences:

-
Cells configuration: NR Cell 10 replaces NR Cell 3, NR Cell 30 replaces NR Cell 12
8.2.4.3.1.3.3.3
Specific message contents
Table 8.2.4.3.1.3.3.3-1: MeasConfig (Table 8.2.4.3.1.1.3.3-6)

	Derivation path: TS 38.508-1 [4], Table 4.6.3-69.

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1.. maxNrofObjectId)) OF SEQUENCE {
	2 entry
	
	

	    measObjectId[1]
	1
	NR Cell 1
	

	    measObject[1] CHOICE {
	
	
	

	       measObjectNR
	MeasObjectNR(60)
	ssbFrequency IE equals the ARFCN for NR Cell 1

Thresh value set to -97dBm
	

	    }
	
	
	

	    measObjectId[2]
	2
	NR Cell 10
	

	    measObject[2] CHOICE {
	
	
	

	       measObjectNR
	MeasObjectNR(67)
	ssbFrequency IE equals the ARFCN for NR Cell 10

Thresh value set to -90dBm
	FR1

	
	MeasObjectNR(62)
	ssbFrequency IE equals the ARFCN for NR Cell 10

Thresh value set to -95dBm
	FR2

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	1
	
	

	    reportConfig[1] CHOICE {
	
	
	

	      reportConfigNR
	ReportConfigNR(2)
	TS 38.508-1 [4] table 4.6.3-142 condition EVENT_A6
	FR1

	      reportConfigNR
	ReportConfigNR(Delta(NRf2) – Delta(NRf1))
	TS 38.508-1 [4] table 4.6.3-142 condition EVENT_A6
	FR2

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	2
	
	

	    reportConfigId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


<End of Changed Section> 
