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Change 1

	Function name
	fl_TC_9_1_5_2_7_TestBody() 

	Reason for change
	Some test step logging statements are incorrect (@ symbol) 

	Summary of change
	Correct test step logging

	TTCN module
	MobilityRegistration_NR5GC

	MCC160 Comment
	


Before change

function fl_TC_9_1_5_2_7_TestBody() runs on NR5GC_PTC 
{

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;

    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

    var float v_T3512_delay := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer,25.0);

    //@siclog "Step 1" siclog@

    //Wait for 25 seconds (expiry of T3512 periodic registration update timer, the value of 30 sec is provided during the initial registration in the Preamble).

    f_Delay(v_T3512_delay);

    //@siclog "Step 2" siclog@

    //The UE transmit a REGISTRATION REQUEST message with the 5GS registration type IE indicating "periodic registration updating".

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?, tsc_SHT_IntegrityProtected);

    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Periodic,

                                           f_NR5GC_GetMobileIdGUTI (v_NGC_NASCellA, omit), f_NR_SecurityKSIamf_Get(),

                                           -, -, -, -, -, f_LastVisited_TAI(v_NGC_NASCellA))) {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

    }

    //siclog "Step 3" siclog@

    //The SS transmits a REGISTRATION REJECT message including 5GMM cause value #9 (UE identity cannot be derived by the network).

    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA,

                                   tsc_NR_RbId_SRB1, // No SRB2 so must be on SRB1

                                   cs_TimingInfo_Now,

                                   cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, cs_NG_REGISTRATION_REJECT(cs_GMM_GSM_Cause (omit, '00001001'B)))));

    //siclog "Step 4" siclog@

    //SS releases the RRC connection.

    f_NR_RRCRelease(v_NGC_NASCellA);

    //siclog "Step 5" siclog@

    //Check: Does the UE perform initial registration on NGC Cell A as specified in TS 38.508-1 [4], Table 4.5.2.2-2? The UE does not provide 5G-GUTI, last visited registered TAI or ngKSI.

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA,

                                                  tsc_NR_RRC_TI_Def, ?,

                                                  tsc_SHT_NoSecurityProtection);

    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Initial_NoSecurity,

                                            cr_NG_MobileIdentitySUCI(?,?),

                                            '111'B )){//@sic R5-198772 R5s191081 sic@

        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

      }

      else {

      f_NR_PreliminaryPass (__FILE__, __LINE__, "Step 5");

      }

    f_NR5GC_RRC_Idle_Steps5_20 (v_GMM_MobilityInfo,

                                v_NGC_NASCellA,

                                v_ReceivedMsg,

                                TESTMode_OFF,

                                -,

                                Initial_NoSecurity);//@sic R5-198772 R5s191081 sic@

  }//End of 9_1_5_2_7 test body

After change

function fl_TC_9_1_5_2_7_TestBody() runs on NR5GC_PTC

  {

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;

    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

    var float v_T3512_delay := f_NR_SetTimerToleranceMin(v_NGC_NASCellA, nasTimer,25.0);

    //@siclog "Step 1" siclog@

    //Wait for 25 seconds (expiry of T3512 periodic registration update timer, the value of 30 sec is provided during the initial registration in the Preamble).

    f_Delay(v_T3512_delay);

    //@siclog "Step 2" siclog@

    //The UE transmit a REGISTRATION REQUEST message with the 5GS registration type IE indicating "periodic registration updating".

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?, tsc_SHT_IntegrityProtected);

    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Periodic,

                                           f_NR5GC_GetMobileIdGUTI (v_NGC_NASCellA, omit), f_NR_SecurityKSIamf_Get(),

                                           -, -, -, -, -, f_LastVisited_TAI(v_NGC_NASCellA))) {

      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

    }

    //@siclog "Step 3" siclog@

    //The SS transmits a REGISTRATION REJECT message including 5GMM cause value #9 (UE identity cannot be derived by the network).

    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA,

                                   tsc_NR_RbId_SRB1, // No SRB2 so must be on SRB1

                                   cs_TimingInfo_Now,

                                   cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, cs_NG_REGISTRATION_REJECT(cs_GMM_GSM_Cause (omit, '00001001'B)))));

    //@siclog "Step 4" siclog@

    //SS releases the RRC connection.

    f_NR_RRCRelease(v_NGC_NASCellA);

    //@siclog "Step 5" siclog@

    //Check: Does the UE perform initial registration on NGC Cell A as specified in TS 38.508-1 [4], Table 4.5.2.2-2? The UE does not provide 5G-GUTI, last visited registered TAI or ngKSI.

    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA,

                                                  tsc_NR_RRC_TI_Def, ?,

                                                  tsc_SHT_NoSecurityProtection);

    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Initial_NoSecurity,

                                            cr_NG_MobileIdentitySUCI(?,?),

                                            '111'B )){//@sic R5-198772 R5s191081 sic@

        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");

      }

      else {

      f_NR_PreliminaryPass (__FILE__, __LINE__, "Step 5");

      }

    f_NR5GC_RRC_Idle_Steps5_20 (v_GMM_MobilityInfo,

                                v_NGC_NASCellA,

                                v_ReceivedMsg,

                                TESTMode_OFF,

                                -,

                                Initial_NoSecurity);//@sic R5-198772 R5s191081 sic@

  }//End of 9_1_5_2_7 test body

