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[bookmark: _Toc12021456][bookmark: _Toc20311568][bookmark: _Toc26719393][bookmark: _Toc29894824][bookmark: _Toc29899123][bookmark: _Toc29899541][bookmark: _Toc29917278]7.6.2	NR-DC
If a UE is configured with an MCG using NR radio access in FR1 or in FR2 and with a SCG using NR radio access in FR2 or in FR1, respectively, the UE performs transmission power control independently per cell group as described in Clauses 7.1 through 7.5.
If a UE is configured with an MCG and a SCG using NR radio access in FR1 and/or in FR2, the UE is configured a maximum power  for transmissions on the MCG by p-NR-FR1 and/or by p-NR-FR2 and a maximum power  for transmissions on the SCG by p-NR-FR1 and/or by p-NR-FR2 and with an inter-CG power sharing mode by NR-DC-PC-mode for FR1 and/or by NR-DC-PC-mode for FR2. The UE determines a transmission power on the MCG and a transmission power on the SCG per frequency range.
If a UE is provided NR-DC-PC-mode = Semi-static-mode1 or  NR-DC-PC-mode = Semi-static-mode2, the UE does not expect   and   to be configured such that , where  is the linear value of ,  is the linear value of , and  is the linear value of a configured maximum transmission power for NR-DC operation in FR1 as defined in [8-3, TS 38.101-3].
If a UE is provided NR-DC-PC-mode = Semi-static-mode1, the UE determines a transmission power for the MCG or for the SCG as described in Clauses 7.1 through 7.5 using  or  as the maximum transmission power, respectively.
If a UE is provided NR-DC-PC-mode = Semi-static-mode2
-	if at least one symbol of slot  of the MCG or of the SCG that is indicated as uplink or flexible to a UE by tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-ConfigurationDedicated, if provided, overlaps with a symbol for any ongoing transmission overlapping within slot  of the SCG or of the MCG, respectively, the UE determines a power for the transmission on the SCG or the MCG overlapping within slot  as described in Clauses 7.1 through 7.5 using  or , respectively, as the maximum transmission power
-	otherwise, the UE determines a transmission power for the transmission on MCG or the SCG overlapping with slot , as described in [8-3, TS 38.101-3] and in Clauses 7.1 through 7.5 without considering  or , respectively
The UE expects to be provided NR-DC-PC-mode = Semi-static-mode2 only for synchronous NR-DC operation [10, TS 38.133].
If the UE indicates a capability for dynamic power sharing between the MCG and the SCG and is provided NR-DC-PC-mode = Dynamic
-	if UE transmission(s) in slot  of the MCG overlap in time with UE transmission(s) in slot  of the SCG and if  in any portion of slot  of the SCG, the UE reduces transmission power in any portion of slot  of the SCG so that  in all portions of slot , where  and  are the UE transmission powers in slot  of the MCG and in slot  of the SCG, respectively, that the UE determines according to Clauses 7.1 through 7.5 using  and , respectively, as the maximum transmission powers on the MCG and the SCG and  is the linear value of a configured maximum transmission power for NR-DC operation in FR1 as defined in [8-3, TS 38.101-3] 
-	if UE transmission(s) in slot  of the MCG or in slot  of the SCG do not overlap in time with any UE transmission(s) on the SCG or the MCG, respectively, the UE determines a transmission power in slot  of the MCG or in slot  of the SCG as described in [8-3, TS 38.101-3] and in Clauses 7.1 through 7.5 without considering  or , respectively
If a UE 
-	is provided NR-DC-PC-mode = Dynamic, and 
-	indicates a capability to determine a total transmission power on the SCG at a first symbol of a transmission occasion on the SCG by determining transmissions on the MCG that
-	are scheduled by DCI formats in PDCCH receptions with a last symbol that is earlier by more than  from the first symbol of the transmission occasion on the SCG, and 
-	overlap with the transmission occasion on the SCG 
the UE determines a maximum transmission power on the SCG at the beginning of the transmission occasion on the SCG as 
-	, if the UE determines transmissions on the MCG with a  total power
-	, if the UE does not determine any transmissions on the MCG
where
-	,
-	 and  is the maximum of , , , , and  based on the configurations on the MCG and the SCG, respectively, when the UE indicates a first value for the capability, and
-	 and  is the maximum of , , ,  based on the configurations on the MCG and the SCG, respectively, when the UE indicates a second value for the capability
The UE does not expect to have transmissions on the MCG that 
-	are scheduled by DCI formats in PDCCH receptions with a last symbol that is earlier by less than or equal to  from the first symbol of the transmission occasion on the SCG, and
-	overlap with the transmission occasion on the SCG
*** Unchanged text is omitted ***

[bookmark: _Ref505248562][bookmark: _Toc12021470][bookmark: _Toc20311582][bookmark: _Toc26719407][bookmark: _Toc29894840][bookmark: _Toc29899139][bookmark: _Toc29899557][bookmark: _Toc29917294]9.1.2.1	Type-1 HARQ-ACK codebook in physical uplink control channel
For a serving cell [image: ], an active DL BWP, and an active UL BWP, as described in Clause 12, the UE determines a set of [image: ] occasions for candidate PDSCH receptions for which the UE can transmit corresponding HARQ-ACK information in a PUCCH in slot [image: ]. If serving cell [image: ] is deactivated, the UE uses as the active DL BWP for determining the set of [image: ] occasions for candidate PDSCH receptions a DL BWP provided by firstActiveDownlinkBWP-Id. The determination is based:
a)	on a set of slot timing values [image: ] associated with the active UL BWP
a)	If the UE is configured to monitor PDCCH for DCI format 1_0 and is not configured to monitor PDCCH for DCI format 1_1 on serving cell [image: ], [image: ] is provided by the slot timing values {1, 2, 3, 4, 5, 6, 7, 8} for DCI format 1_0
[bookmark: _Hlk508697304]b)	If the UE is configured to monitor PDCCH for DCI format 1_1 for serving cell [image: ], [image: ] is provided by dl-DataToUL-ACK for DCI format 1_1
b)	on a set of row indexes [image: ] of a table that is provided either by a first set of row indexes of a table that is provided by pdsch-TimeDomainAllocationList in pdsch-ConfigCommon or by Default PDSCH time domain resource allocation A [6, TS 38.214], or by the union of the first set of row indexes and a second set of row indexes, if provided by pdsch-TimeDomainAllocationList in pdsch-Config, associated with the active DL BWP and defining respective sets of slot offsets [image: ], start and length indicators SLIV, and PDSCH mapping types for PDSCH reception as described in [6, TS 38.214]
c)	on the ratio [image: ] between the downlink SCS configuration [image: ] and the uplink SCS configuration [image: ] provided by subcarrierSpacing in BWP-Downlink and BWP-Uplink for the active DL BWP and the active UL BWP, respectively
d)	if provided, on tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-ConfigurationDedicated as described in Clause 11.1.
e)	if CA-slot-offset is provided, on and  for serving cell , or on  and  for the cell of PUCCH transmission, as described in [4, TS 38.211].
If a UE
-	is not provided CORESETPoolIndex or is provided CORESETPoolIndex with a value of 0 for first CORESETs on active DL BWPs of serving cells, and
-	is provided CORESETPoolIndex with a value of 1 for second CORESETs on active DL BWPs of the serving cells, and
-	is provided ACKNACKFeedbackMode = JointFeedback
where 
-	a serving cell is placed in a first set  of  serving cells if the serving cell includes a first CORESET, and
-	a serving cell is placed in a second set  of  serving cells if the serving cell includes a second CORESET, and
-	serving cells are placed in a set according to an ascending order of a serving cell index
the UE generates a Type-1 HARQ-ACK codebook for a set  of  serving cells.
For the set of slot timing values [image: ], the UE determines a set of [image: ] occasions for candidate PDSCH receptions or SPS PDSCH releases according to the following pseudo-code. A location in the Type-1 HARQ-ACK codebook for HARQ-ACK information corresponding to a single SPS PDSCH release is same as for a corresponding SPS PDSCH reception. A location in the Type-1 HARQ-ACK codebook for HARQ-ACK information corresponding to multiple SPS PDSCH releases by a single DCI format is same as for a corresponding SPS PDSCH reception with the lowest SPS configuration index among the multiple SPS PDSCH releases.
Set [image: ] - index of occasion for candidate PDSCH reception or SPS PDSCH release
Set [image: ]
Set [image: ]
Set [image: ] to the cardinality of set [image: ]
Set k =0 – index of slot timing values [image: ], in descending order of the slot timing values, in set [image: ] for serving cell [image: ]
If a UE is not provided CA-slot-offset for any serving cell of PDSCH receptions and for the serving cell of corresponding PUCCH transmission with HARQ-ACK information
while [image: ] 
if [image: ] 
Set [image: ] – index of a DL slot within an UL slot
while [image: ] 
Set [image: ] to the set of rows
Set [image: ] to the cardinality of [image: ]
Set [image: ] – index of row in set [image: ]
if slot [image: ] starts at a same time as or after a slot for an active DL BWP change on serving cell [image: ] or an active UL BWP change on the PCell and slot [image: ] is before the slot for the active DL BWP change on serving cell [image: ] or the active UL BWP change on the PCell 
; 
else 
while [image: ]
if the UE is provided tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot from slot [image: ] to slot [image: ], at least one symbol of the PDSCH time resource derived by row [image: ] is configured as UL where [image: ] is the k-th slot timing value in set [image: ], 
[image: ];
else
[image: ]; 
end if
end while
if the UE does not indicate a capability to receive more than one unicast PDSCH per slot and [image: ], 
[image: ]; 
[image: ];
The UE does not expect to receive SPS PDSCH release and unicast PDSCH in a same slot;
else 
Set [image: ] to the cardinality of [image: ]
Set [image: ] to the smallest last OFDM symbol index, as determined by the SLIV, among all rows of [image: ]
while [image: ]
Set [image: ] 
while [image: ]
if [image: ] for start OFDM symbol index [image: ] for row [image: ] 
[image: ]; - index of occasion for candidate PDSCH reception or SPS PDSCH release associated with row [image: ]
[image: ];
[image: ];
else
[image: ]; 
end if
end while
[image: ]
[image: ];
Set [image: ] to the smallest last OFDM symbol index among all rows of [image: ];
end while
end if
;
end if
end while
end if
[image: ];
end while
else 
while [image: ] 
if [image: ] 
Set [image: ] – index of a DL slot within an UL slot
while [image: ] 
Set [image: ] to the set of rows
Set [image: ] to the cardinality of [image: ]
Set [image: ] – index of row in set [image: ]
if slot [image: ] starts at a same time as or after a slot for an active DL BWP change on serving cell [image: ] or an active UL BWP change on the PCell and slot [image: ]
 is before the slot for the active DL BWP change on serving cell [image: ] or the active UL BWP change on the PCell 
; 
else 
while [image: ]
if the UE is provided tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated and, for each slot from slot [image: ]  to slot [image: ], at least one symbol of the PDSCH time resource derived by row [image: ] is configured as UL where [image: ] is the k-th slot timing value in set [image: ], 
[image: ];
else
[image: ]; 
end if
end while
if the UE does not indicate a capability to receive more than one unicast PDSCH per slot and [image: ], 
[image: ]; 
[image: ];
The UE does not expect to receive SPS PDSCH release and unicast PDSCH in a same slot;
else 
Set [image: ] to the cardinality of [image: ]
Set [image: ] to the smallest last OFDM symbol index, as determined by the SLIV, among all rows of [image: ]
while [image: ]
Set [image: ] 
while [image: ]
if [image: ] for start OFDM symbol index [image: ] for row [image: ] 
[image: ]; - index of occasion for candidate PDSCH reception or SPS PDSCH release associated with row [image: ]
[image: ];
[image: ];
else
[image: ]; 
end if
end while
[image: ]
[image: ];
Set [image: ] to the smallest last OFDM symbol index among all rows of [image: ];
end while
end if
;
end if
end while
end if
[image: ];
end while
end if
If the UE indicates a capability to receive more than one PDSCH per slot, for occasions of candidate PDSCH receptions corresponding to rows of [image: ]associated with a same value of [image: ], where [image: ], the UE does not expect to receive more than one PDSCH in a same DL slot. 
*** Unchanged text is omitted ***
[bookmark: _Toc12021486][bookmark: _Toc20311598][bookmark: _Toc26719423][bookmark: _Toc29894858][bookmark: _Toc29899157][bookmark: _Toc29899575][bookmark: _Toc29917312][bookmark: _Ref491451763][bookmark: _Ref491466492]10.1	UE procedure for determining physical downlink control channel assignment 
*** Unchanged text is omitted ***
If a UE is configured with   downlink cells with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cell(s) using SCS configuration [image: ] where , the UE is not required to monitor, on the active DL BWP of the scheduling cell, 
-	more than [image: ] PDCCH candidates or more than [image: ] non-overlapped CCEs per slot for each scheduled cell when the scheduling cell is from the  downlink cells, or
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for each scheduled cell when the scheduling cell is from the  downlink cells
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for CORESETs with same CORESETPoolIndex value for each scheduled cell when the scheduling cell is from the  downlink cells
[bookmark: _Hlk530114396]If a UE is configured with  downlink cells with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cell(s) using SCS configuration [image: ], where , a DL BWP of an activated cell is the active DL BWP of the activated cell, and a DL BWP of a deactivated cell is the DL BWP with index provided by firstActiveDownlinkBWP-Id for the deactivated cell, the UE is not required to monitor more than   PDCCH candidates or more than  non-overlapped CCEs per slot on the active DL BWP(s) of scheduling cell(s) from the  downlink cells. 
*** Unchanged text is omitted ***
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