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Beginning of Text Proposal for TS 38.413 
[bookmark: _Toc20954815][bookmark: _Toc29503252][bookmark: _Toc29503836][bookmark: _Toc29504420]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
ACL functionality: as defined in TS 36.413 [16].
Elementary Procedure: NGAP consists of Elementary Procedures (EPs). An Elementary Procedure is a unit of interaction between the NG-RAN node and the AMF. These Elementary Procedures are defined separately and are intended to be used to build up complete sequences in a flexible manner. If the independence between some EPs is restricted, it is described under the relevant EP description. Unless otherwise stated by the restrictions, the EPs may be invoked independently of each other as standalone procedures, which can be active in parallel. The usage of several NGAP EPs together or together with EPs from other interfaces is specified in stage 2 specifications (e.g., TS 38.401 [2], TS 38.410 [3] and TS 38.300 [8]).
An EP consists of an initiating message and possibly a response message. Two kinds of EPs are used:
-	Class 1: Elementary Procedures with response (success and/or failure).
-	Class 2: Elementary Procedures without response.
For Class 1 EPs, the types of responses can be as follows:
Successful:
-	A signalling message explicitly indicates that the elementary procedure successfully completed with the receipt of the response.
Unsuccessful:
-	A signalling message explicitly indicates that the EP failed.
-	On time supervision expiry (i.e., absence of expected response).
Successful and Unsuccessful:
-	One signalling message reports both successful and unsuccessful outcome for the different included requests. The response message used is the one defined for successful outcome.
[bookmark: _Hlk508607679]Class 2 EPs are considered always successful.
gNB: as defined in TS 38.300 [8].
ng-eNB: as defined in TS 38.300 [8].
NG-RAN node: as defined in TS 38.300 [8].
PDU session resource: as defined in TS 38.401 [2].
[bookmark: _Toc20954816][bookmark: _Toc29503253][bookmark: _Toc29503837][bookmark: _Toc29504421]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GC	5G Core Network
5QI	5G QoS Identifier
ACL	Access Control List
AMF	Access and Mobility Management Function
CGI	Cell Global Identifier
CP	Control Plane
DC	Dual Connectivity
DL	Downlink
EPC	Evolved Packet Core
GUAMI	Globally Unique AMF Identifier
IMEISV	International Mobile station Equipment Identity and Software Version number
LMF	Location Management Function
N3IWF	Non 3GPP InterWorking Function
NGAP	NG Application Protocol
NRPPa	NR Positioning Protocol Annex
NSCI	New Security Context Indicator
NSSAI	Network Slice Selection Assistance Information
OTDOA	Observed Time Difference of Arrival
PSCell	Primary SCG Cell
RIM	Remote Interference Management
RIM-RS	RIM Reference Signal
SCG	Secondary Cell Group
SCTP	Stream Control Transmission Protocol
SMF	Session Management Function
S-NG-RAN node	Secondary NG-RAN node
S-NSSAI	Single Network Slice Selection Assistance Information
TAC	Tracking Area Code
TAI	Tracking Area Identity
TNLA	Transport Network Layer Association
UL	Uplink
UP	User Plane
UPF	User Plane Function

[bookmark: _Toc20954831][bookmark: _Toc29503268][bookmark: _Toc29503852][bookmark: _Toc29504436]Next Change
8.2.1.4	Abnormal Conditions
If the NG-RAN node receives a PDU SESSION RESOURCE SETUP REQUEST message containing several PDU Session ID IEs (in the PDU Session Resource Setup Request List IE) set to the same value, the NG-RAN node shall report the establishment of the corresponding PDU sessions as failed in the PDU SESSION RESOURCE SETUP RESPONSE message with an appropriate cause value.
If the NG-RAN node receives a PDU SESSION RESOURCE SETUP REQUEST message containing a PDU Session ID IE (in the PDU Session Resource Setup Request List IE) set to a value that identifies an active PDU session (established before the PDU SESSION RESOURCE SETUP REQUEST message was received), the NG-RAN node shall report the establishment of the new PDU session as failed in the PDU SESSION RESOURCE SETUP RESPONSEREQUEST message with an appropriate cause value.
If the NG-RAN node receives a PDU SESSION RESOURCE SETUP REQUEST message containing a QoS Flow Setup Request List IE in the PDU Session Resource Setup Request Transfer IE including at least one Non-GBR QoS flow but the PDU Session Aggregate Maximum Bit Rate IE is not present, the NG-RAN node shall report the establishment of the corresponding PDU session as failed in the PDU SESSION RESOURCE SETUP REQUEST message with an appropriate cause value.
If the NG-RAN node receives a PDU SESSION RESOURCE SETUP REQUEST message containing a QoS Flow Level QoS Parameters IE in the PDU Session Resource Setup Request Transfer IE for a GBR QoS flow but the GBR QoS Flow Information IE is not present, the NG-RAN node shall report the establishment of the corresponding QoS flow as failed in the PDU Session Resource Setup Response Transfer IE of the PDU SESSION RESOURCE SETUP RESPONSE message with an appropriate cause value.If the NG-RAN node receives a PDU SESSION RESOURCE SETUP REQUEST message containing the Delay Critical IE in the Dynamic 5QI Descriptor IE of the QoS Flow Level QoS Parameters IE of the PDU Session Resource Setup Request Transfer IE set to the value “delay critical” but the Maximum Data Burst Volume IE is not present, the NG-RAN node shall report the establishment of the corresponding QoS flow as failed in the PDU Session Resource Setup Response Transfer IE of the PDU SESSION RESOURCE SETUP RESPONSE message with an appropriate cause value.
[bookmark: _Toc20954878][bookmark: _Toc29503315][bookmark: _Toc29503899][bookmark: _Toc29504483]Next Change
8.4.1.2	Successful Operation


Figure 8.4.1.2-1: Handover preparation: successful operation
The source NG-RAN node initiates the handover preparation by sending the HANDOVER REQUIRED message to the serving AMF. When the source NG-RAN node sends the HANDOVER REQUIRED message, it shall start the timer TNGRELOCprep. The source NG-RAN node shall indicate the appropriate cause value for the handover in the Cause IE.
Upon reception of the HANDOVER REQUIRED message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transparently transfer the Handover Required Transfer IE to the SMF associated with the concerned PDU session.
In case of intra-system handover, the information in the Source to Target Transparent Container IE shall be encoded according to the definition of the Source NG-RAN node to Target NG-RAN node Transparent Container IE.
If the DL Forwarding IE is included for a given QoS flow in the PDU Session Resource Information Item IE within the Source NG-RAN node to Target NG-RAN node Transparent Container IE of the HANDOVER REQUIRED message and it is set to "DL forwarding proposed", it indicates that the source NG-RAN node proposes forwarding of downlink data for that QoS flow.
If the UL Forwarding IE is included for a given QoS flow in the PDU Session Resource Information Item IE within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE of the HANDOVER REQUIRED message and it is set to "UL forwarding proposed", it indicates that the source NG-RAN node proposes forwarding of uplink data for that QoS flow.
If the DRBs to QoS Flows Mapping List IE is included in the PDU Session Resource Information Item IE within the Source NG-RAN node to Target NG-RAN node Transparent Container IE of the HANDOVER REQUIRED message, it implicitly indicates that the source NG-RAN node proposes forwarding of downlink data for those DRBs. 
If the QoS Flow Mapping Indication IE for a QoS flow is included in the Associated QoS Flow List IE within the DRBs to QoS Flows Mapping List IE within the Source NG-RAN node to Target NG-RAN node Transparent Container IE of the HANDOVER REQUIRED message, it indicates that the source NG-RAN node has mapped only the uplink or downlink of the QoS flow to the DRB. 
In case of intra-system handover, if the HANDOVER COMMAND message contains the DL Forwarding UP TNL Information IE for a given DRB within the Data Forwarding Response DRB List IE in the Handover Command Transfer IE, the source NG-RAN node shall consider that the forwarding of downlink data for this DRB is accepted by the target NG-RAN node. If the HANDOVER COMMAND message contains the UL Forwarding UP TNL Information IE for a given DRB in the Data Forwarding Response DRB List IE within the Handover Command Transfer IE, it means the target NG-RAN node has requested the forwarding of uplink data for this DRB.
[bookmark: _Hlk23854732]In case direct data forwarding is applied for inter-system handover, if the Data Forwarding Response E-RAB List IE in the Handover Command Transfer IE is included in the HANDOVER COMMAND message, the source NG-RAN node shall consider that forwarding of downlink data for this E-RAB is accepted by the target eNB.
If the HANDOVER COMMAND message contains the UL Forwarding UP TNL Information IE for a given PDU session within the Handover Command Transfer IE, the source NG-RAN node shall consider that the forwarding of uplink data of the QoS flows is accepted by the target NG-RAN node.
In case of inter-system handover to LTE, the information in the Source to Target Transparent Container IE shall be encoded according to the Source eNB to Target eNB Transparent Container IE definition as specified in TS 36.413 [16].
[bookmark: OLE_LINK34]If the Direct Forwarding Path Availability IE is included in the HANDOVER REQUIRED message the AMF shall handle it as specified in TS 23.502 [10].
If the Direct Forwarding Path Availability IE is included within the Handover Required Transfer IE of the HANDOVER REQUIRED message the SMF shall handle it as specified in TS 23.502 [10].
When the preparation, including the reservation of resources at the target side is ready, the AMF responds with the HANDOVER COMMAND message to the source NG-RAN node. In case of intra-system handover, the AMF shall include the PDU Session Resource Handover List IE in the HANDOVER COMMAND message.
[bookmark: OLE_LINK5]Upon reception of the HANDOVER COMMAND message the source NG-RAN node shall stop the timer TNGRELOCprep and start the timer TNGRELOCoverall.
If there are any PDU Ssessions that could not be admitted in the target, they shall be indicated in the PDU Session Resources to Release List IE.
NOTE:	As an exception in case of inter-system handover to LTE, the AMF generates the Handover Preparation  Unsuccessful Transfer IE in the PDU Session Resources to Release List IE.
If the HANDOVER COMMAND message contains the QoS Flow to be Forwarded List IE within the Handover Command Transfer IE for a given PDU session, then the source NG-RAN node should initiate data forwarding for the listed QoS flows over the forwarding tunnel specified in the DL Forwarding UP TNL Information IE as specified in TS 38.300 [8].
If the HANDOVER COMMAND message contains the Additional DL Forwarding UP TNL Information IE within the Handover Command Transfer IE, the source NG-RAN node should initiate data forwarding of the PDU session split in different tunnel and shall use the received UP transport layer information for the forwarding QoS flows associated to it.
If the HANDOVER COMMAND message contains the Additional UL Forwarding UP TNL Information IE within the Handover Command Transfer IE, the source NG-RAN node should initiate data forwarding of the PDU session split in different tunnels using the received UP transport layer information.
If the NAS Security Parameters from NG-RAN IE is included in the HANDOVER COMMAND message the NG-RAN node shall use it as specified in TS 33.501 [13].
If the Target to Source Transparent Container IE has been received by the AMF from the handover target then the transparent container shall be included in the HANDOVER COMMAND message.
In case of inter-system handover to LTE, the information in the Target to Source Transparent Container IE shall be encoded according to the definition of the Target eNB to Source eNB Transparent Container IE as specified in TS 36.413 [16]. 
If the Index to RAT/Frequency Selection Priority IE is contained in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE, the target NG-RAN node shall store the content of the received Index to RAT/Frequency Selection Priority IE in the UE context and use it as defined in TS 23.501 [9].
Interactions with other NGAP procedures:
If, after a HANDOVER REQUIRED message is sent and before the Handover Preparation procedure is terminated, the source NG-RAN node receives an AMF initiated PDU Session Management procedure on the same UE-associated signalling connection, the source NG-RAN node shall either:
1.	Cancel the Handover Preparation procedure by executing the Handover Cancellation procedure with an appropriate cause value. After successful completion of the Handover Cancellation procedure, the source NG-RAN node shall continue the AMF initiated PDU Session Management procedure.
or
2.	Terminate the AMF initiated PDU Session Management procedure by sending the appropriate response message with an appropriate cause value, e.g. "NG intra-system handover triggered" or "NG inter-system handover triggered" to the AMF and then the source NG-RAN node shall continue with the handover procedure.
[bookmark: _Toc20955191][bookmark: _Toc29503640][bookmark: _Toc29504224][bookmark: _Toc29504808]Next Change
9.3.1.27	Security Indication
This IE contains the user plane integrity protection indication and confidentiality protection indication which indicates the requirements on UP integrity protection and ciphering for corresponding PDU sessions, respectively. Additionally, this IE contains the maximum integrity protected data rate per UE for integrity protection for DRBs.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Integrity Protection Indication
	M
	
	[bookmark: OLE_LINK140][bookmark: OLE_LINK141]ENUMERATED (required, preferred, not needed, …)

	Indicates whether UP integrity protection shall apply, should apply or shall not apply for the concerned PDU session.
	-
	

	Confidentiality Protection Indication
	M
	
	ENUMERATED (required, preferred, not needed, …)
	Indicates whether UP ciphering shall apply, should apply or shall not apply for the concerned PDU session.
	-
	

	[bookmark: _Hlk522733308]Maximum Integrity Protected Data Rate Uplink
	C-ifIntegrityProtectionRequiredorPreferred
	
	Maximum Integrity Protected Data Rate 
9.3.1.103
	Indicates the maximum aggregate rate for integrity protected DRBs supported by the UE in UL. If the Maximum Integrity Protected Data Rate Downlink IE is absent, this IE applies to both UL and DL.
	-
	

	Maximum Integrity Protected Data Rate Downlink
	O
	
	Maximum Integrity Protected Data Rate 
9.3.1.103
	Indicates the maximum aggregate rate for integrity protected DRBs supported by the UE in the DL.
	YES
	ignore



	Condition
	Explanation

	ifIntegrityProtectionRequiredorPreferred
	This IE shall be present if the Integrity Protection Indication IE within the Security Indication IE is present and set to “required” or “preferred”.



Next Change
[bookmark: _Toc20955328][bookmark: _Toc29503781][bookmark: _Toc29504365][bookmark: _Toc29504949]9.3.4.1	PDU Session Resource Setup Request Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Aggregate Maximum Bit Rate
	O
	
	9.3.1.102
	This IE shall be present when at least one Non-GBR QoS flow is being setup and is ignored otherwise.
	YES
	reject

	UL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs.
	YES
	reject

	Additional UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information List
9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s), for delivery of UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Not Possible
	O
	
	9.3.1.63
	This IE may be present in case of HANDOVER REQUEST message and is ignored otherwise.
	YES
	reject

	PDU Session Type
	M
	
	9.3.1.52
	
	YES
	reject

	Security Indication
	O
	
	9.3.1.27
	
	YES
	reject

	Network Instance
	O
	
	9.3.1.113
	This IE is ignored if the Common Network Instance IE is included.
	YES
	reject

	QoS Flow Setup Request List
	
	1
	
	
	YES
	reject

	>QoS Flow Setup Request Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.12
	
	-
	

	>>E-RAB ID
	O
	
	9.3.2.3
	
	-
	

	Common Network Instance
	O
	
	9.3.1.120
	
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	This IE may be present in case of inter-system handover and isshall be ignored otherwise.
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.



[bookmark: _Toc20955338][bookmark: _Toc29503791][bookmark: _Toc29504375][bookmark: _Toc29504959]Next Change
9.3.4.11	Handover Request Acknowledge Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	To deliver forwarded DL PDUs.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Data Forwarding Response DRB List
	O
	
	9.3.1.77
	
	-
	

	Additional DL UP TNL Information for HO List
	
	0..1
	
	
	YES
	ignore

	>Additional DL UP TNL Information for HO Item
	
	1..<maxnoofMultiConnectivityMinusOne>
	
	Additional DL UP TNL Information for split PDU session, in the same order as the UPF endpoint of the additional NG-U transport bearer(s) received in the HandoverPDU Session Request Setup Transfer IE of the Handover Request message.
	-
	

	>>Additional DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of DL PDUs.
	-
	

	>>Additional QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the Additional DL NG-U UP TNL Information IE.
	-
	

	>>Additional DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint to deliver forwarded DL PDUs.
	-
	

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	To deliver forwarded UL PDUs
	YES
	reject

	Additional UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information List
9.3.2.12
	NG-RAN node endpoint to deliver forwarded UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Response E-RAB List
	O
	
	9.3.1.121
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofMultiConnectivityMinusOne
	Maximum no. of connectivity allowed for a UE minus one. Value is 3. The current version of the specification supports 1.



[bookmark: _Toc20955354][bookmark: _Toc29503807][bookmark: _Toc29504391][bookmark: _Toc29504975]Next Change
[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977]9.4.5	Information Element Definitions
** UNCHANGED TEXT SKIPPED **



QosFlowItemWithDataForwarding-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

QosFlowSetupResponseListSURes ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowSetupResponseItemSURes

QosFlowSetupResponseItemSURes ::= SEQUENCE {
	qosFlowIdentifier		QosFlowIdentifier,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowSetupResponseItemSURes-ExtIEs} } OPTIONAL,
	...
}

QosFlowSetupResponseItemSURes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

** UNCHANGED TEXT SKIPPED

ReflectiveQosAttribute ::= ENUMERATED {
	subject-to,
	...
}

ReferenceID ::= INTEGER (1..64, ...)
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