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<< Unchanged sections omitted >>
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comments
	
	
	

	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD, TDD
	Not required to be tested in Band 41 for Power Class 2 UE

	
	<<Too many rows skipped>>
	
	
	
	
	
	

	7.9F
	Spurious emissions for Category NB1 and NB2
	Rel-13
	C112b
	UE supporting E-UTRA FDD and category NB1
	D12, D13
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting E-UTRA FDD and category NB2
	D12, D13
	HD-FDD
	

	
	
	Rel-15
	C347
	UE supporting E-UTRA TDD and category NB1 or NB2
	D18
	TDD
	

	
	Performance Requirement

	8.2.1.1.1
	FDD PDSCH Single Antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	Each ""Test Number"" to be performed once, in a chosen band supporting tested BW
	2Rx, 4Rx
	Test execution not necessary if 8.2.1.1.1_A.1 or 8.2.1.1.1_A.2 is executed.

	8.2.1.1.1_1
	FDD PDSCH Single Antenna Port Performance (Release 9 and forward)
	Rel-9
	C31
	UE supporting E-UTRA FDD

(UE categories 1, 2)
	Each ""Test Number"" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.1.1.1_A.1 or 8.2.1.1.1_A.2 is executed.

	8.2.1.1.1_A.1
	FDD PDSCH Single Antenna Port Performance for CA (2 DL CA)
	Rel-10
	C102
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA (UE Category >= 2)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 8.2.1.1.1_A.2 or 8.2.1.1.1_A.4 or 8.2.1.1.1_A.5 or 8.13.1.2.2 or 8.13.1.2.3 or 8.13.1.2.4 or 8.13.1.2.5 is executed.

	
	
	Rel-11
	C103
	UE supporting E-UTRA FDD and Downlink Intra-band non-contiguous CA (UE Category >= 2)
	
	
	

	8.2.1.1.1_A.2
	FDD PDSCH Single Antenna Port Performance for CA (3DL CA)
	Rel-10
	C124
	UE supporting E-UTRA FDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 8.2.1.1.1_A.4 or 8.2.1.1.1_A.5 or 8.13.1.2.3 or 8.13.1.2.4 or 8.13.1.2.5 is executed.

	
	
	Rel-11
	C125
	UE supporting E-UTRA FDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	
	
	

	8.2.1.1.1_A.4
	FDD PDSCH Single Antenna Port Performance for CA (4DL CA)
	Rel-11
	C214
	UE supporting E-UTRA FDD and 4DL CA configurations in Table 4.1-4 (UE Category >= 8)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 8.2.1.1.1_A.5 or 8.13.1.2.4 or 8.13.1.2.5 is executed.

	8.2.1.1.1_A.5
	FDD PDSCH Single Antenna Port Performance for CA (5DL CA)
	Rel-11
	C215
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >= 11)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 8.13.1.2.5 is executed.

	
	
	Rel-12
	C216
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >= 11)
	
	
	

	8.2.1.1.1_A.6
	FDD PDSCH Single Antenna Port Performance for CA (6DL CA)
	Rel-14
	Cxx1
	UE supporting E-UTRA FDD and 6DL with CA configurations in Table 4.1-6 (UE Category 8, >= 11)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.1.1.2
	FDD PDSCH Single Antenna Port Performance with 1 PRB in presence of MBSFN
	Rel-8
	C01
	UE supporting E-UTRA FDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.2.1
	FDD PDSCH Transmit Diversity 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.2.1_1
	FDD PDSCH Transmit Diversity 2x2 (Release 9 and forward)
	Rel-9
	C15
	UE supporting E-UTRA FDD

(UE category 1)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.2.2
	FDD PDSCH Transmit Diversity 4x2
	Rel-8
	C09
	UE supporting E-UTRA FDD and operating bands supporting 1,4 MHz Bandwidth
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.2.2_1
	FDD PDSCH Transmit Diversity 4x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.2.3_C.1
	FDD PDSCH Transmit diversity 2x2 for eICIC (non-MBFSN ABS)
	Rel-10
	C29
	UEs supporting E-UTRA FDD and Feature Group Indictor 115
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.2.3_E.1
	FDD PDSCH Transmit diversity 2x2 for feICIC (non-MBFSN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.2.4
	FDD PDSCH Transmit Diversity 2x2 with TM3 Interference Model -- Enhanced Performance Requirement Type A
	Rel-11
	C44
	UE supporting E-UTRA FDD and the enhanced performance requirements type A for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.2.5
	FDD PDSCH Transmit Diversity 2x2 with TM2 Interference Model -- Enhanced Performance Requirement Type B
	Rel-12
	C150
	UE supporting E-UTRA FDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.2.6
	FDD PDSCH Transmit Diversity 2x2 with TM9 Interference Model -- Enhanced Performance Requirement Type B
	Rel-12
	C150
	UE supporting E-UTRA FDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.3.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	C13b
	UE supporting E-UTRA FDD (UE categories >=2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.1.3.1_A.1 or 8.2.1.3.1_A.2 is executed.

	8.2.1.3.1_1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 (Release 11 and forward)
	Rel-11
	 C13b
	UE supporting E-UTRA FDD (UE categories >=2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.1.3.1_A.1

or 8.2.1.3.1_A.2 is executed.

	8.2.1.3.1_A.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (2 DL CA)
	Rel-10
	C101
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA (UE Category >=2)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	If 8.2.1.3.1_A.2 is executed for a CA capability, test execution is not necessary for that CA capability.

	
	
	Rel-11
	C103
	UE supporting E-UTRA FDD and intra-band non-contiguous DL CA (UE Category >= 2)
	
	
	

	8.2.1.3.1_A.2
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (3DL CA)
	Rel-10
	C124
	UE supporting E-UTRA FDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	
	
	Rel-11
	C125
	UE supporting E-UTRA FDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	
	
	

	8.2.1.3.1_A.3
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (4DL CA)
	Rel-11
	C214
	UE supporting E-UTRA FDD and 4DL CA configurations in Table 4.1-4 (UE Category >= 8)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.1.3.1_A.4
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (5DL CA)
	Rel-11
	C215
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >= 11)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	
	
	Rel-12
	C216
	UE supporting E-UTRA FDD and 5DL CA configurations in Table 4.1-5 (UE Category 8, >= 11)
	
	
	

	8.2.1.3.1_A.5
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (6DL CA)
	Rel-14
	Cxx1
	UE supporting E-UTRA FDD and 6DL CA configurations in Table 4.1-6 (UE Category 8, >= 11)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.1.3.1A_A.1
	FDD Soft buffer management test for CA (2 DL CA)
	Rel-10
	C104
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA (UE category 3 and 4)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	
	
	Rel-11
	C106
	UE supporting E-UTRA FDD and Downlink Intra-band non-contiguous CA (UE categories 3 and 4)
	
	
	

	8.2.1.3.1B
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 -- Enhanced Performance Requirement Type C
	Rel-12
	C142
	UE supporting E-UTRA FDD and Enhanced Performance Requirement TypeC for LTE (UE Category >= 2)
	Each ""Test Number"" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.3.1C
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 with TM1 Interference -- Enhanced Performance Requirement Type C
	Rel-12
	C142
	UE supporting E-UTRA FDD and Enhanced Performance Requirement TypeC for LTE (UE Category >= 2)
	Each ""Test Number"" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.3.2
	FDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C13 b
	UE supporting E-UTRA FDD (UE categories >=2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.3.3_C.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (non-MBSFN ABS)
	Rel-10
	C29
	UEs supporting E-UTRA FDD and Feature Group Indictor 115
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.3.3_C.2
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (MBSFN ABS)
	Rel-10
	C29
	UEs supporting E-UTRA FDD and Feature Group Indictor 115
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.3.3_E.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling and Feature Group Indicator 115 (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.4.1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2
	Rel-8 only
	C01
	UE supporting E-UTRA FDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.4.1_1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.4.1_E.1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling and Feature Group Indicator 115 (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.4.1_H
	FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 for 256QAM in DL
	Rel-12
	C01h
	UE supporting E-UTRA FDD and 256QAM in DL
	
	
	

	8.2.1.4.2
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
	Rel-8 only
	C01
	UE supporting E-UTRA FDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.1.4.2_A.1 or 8.2.1.4.2_A.2 is executed.

	8.2.1.4.2_1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.1.4.2_A.1 or 8.2.1.4.2_A.2 is executed.

	8.2.1.4.2_A.1
	FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (2 DL CA)
	Rel-10
	C102
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA (UE Category >= 2)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 8.2.1.4.2_A.2

or

8.2.1.4.2_A.3 or 8.2.1.4.2_A.4 or

8.13.1.1.1.2 or

8.13.1.1.1.3

or

8.13.1.1.1.4

or

8.13.1.1.1.5 is executed.

	
	
	Rel-11
	C103
	UE supporting E-UTRA FDD and intra-band non-contiguous DL CA (UE Category >= 2)
	
	
	

	8.2.1.4.2_A.2
	FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (3DL CA)
	Rel-10
	C124
	UE supporting E-UTRA FDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 

8.2.1.4.2_A.3 or 8.2.1.4.2_A.4 or

8.13.1.1.1.2 or

8.13.1.1.1.3

or

8.13.1.1.1.4

or

8.13.1.1.1.5 is executed.

	
	
	Rel-11
	C125
	UE supporting E-UTRA FDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	
	
	

	8.2.1.4.2_A.3
	FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (4DL CA)
	Rel-11
	C212
	UE supporting E-UTRA FDD and 4DL with CA configurations in Table 4.1-4 (UE Category >=≥ 5)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 8.2.1.4.2_A.4 or

8.13.1.1.1.2 or

8.13.1.1.1.3

or

8.13.1.1.1.4

or

8.13.1.1.1.5 is executed.

	8.2.1.4.2_A.4
	FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (5DL CA)
	Rel-11
	C212a
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >=≥ 11)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 

8.13.1.1.1.2 or

8.13.1.1.1.3

or

8.13.1.1.1.4

or

8.13.1.1.1.5 is executed.

	
	
	Rel-12
	C212b
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >= ≥ 11)
	
	
	

	8.2.1.4.2_A.5
	FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (6DL CA)
	Rel-14
	Cxx1
	UE supporting E-UTRA FDD and 6DL with CA configurations in Table 4.1-6 (UE Category 8, >= ≥ 11)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.1.4.2A
	FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 - Enhanced Performance Requirement Type C
	Rel-12
	C142
	UE supporting E-UTRA FDD and Enhanced Performance Requirement TypeC for LTE (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	8.2.1.4.2A

	8.2.1.4.3
	FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference model - Enhanced Performance Requirement Type A
	Rel-11
	C44
	UE supporting E-UTRA FDD and the enhanced performance requirements type A for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.4.3A
	FDD PDCSH Closed Loop Multi-Layer Spatial Multiplexing 4X2 for Dual Connectivity
	Rel-12
	C169
	UE supporting E-UTRA FDD and Dual Connectivity (UE Category >= 3)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	2Rx, 4Rx
	

	8.2.1.4.4
	FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference Model - Enhanced Performance Requirement Type B
	Rel-12
	C150
	UE supporting E-UTRA FDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.1.7_A.1
	FDD Carrier aggregation with power imbalance (intra-band contiguous DL CA)
	Rel-10
	C22
	UE supporting E-UTRA FDD and intra-band contiguous DL CA
	TBD
	2Rx, 4Rx
	

	8.2.1.9
	FDD PDSCH in HST-SFN scenario
	Rel-14
	C299
	UEs supporting E-UTRA FDD and high speed enhancement for measurement
	
	
	

	8.2.1.10
	FDD PDSCH minimum channel spacing for intra-band contiguous CA
	Rel-15
	C125a
	UE supporting E-UTRA FDD and intra-band contiguous DL CA (UE Category >= 5)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	2Rx, 4Rx
	

	8.2.2.1
	Void
	
	
	
	
	
	

	8.2.2.1.1
	TDD PDSCH Single Antenna Port Performance
	Rel-8
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.2.1.1_A.1 or 8.2.2.1.1_A.2 is executed.

	8.2.2.1.1_1
	TDD PDSCH Single Antenna Port Performance (Release 9 and forward)
	Rel-9
	C54
	UE supporting E-UTRA TDD (UE categories 1, 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.2.1.1_A.1 or 8.2.2.1.1_A.2 is executed.

	8.2.2.1.1_A.1
	TDD PDSCH Single Antenna Port Performance for CA (2DL CA)
	Rel-10
	C110
	UE supporting E-UTRA TDD and intra-band contiguous DL CA or interband DL CA (UE Category >= 5)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 8.2.2.1.1_A.2 is executed.

	
	
	Rel-11
	C109
	UE supporting E-UTRA TDD and Intra-band non-contiguous DL CA(UE Category >= 5)
	
	
	

	8.2.2.1.1_A.2
	TDD PDSCH Single Antenna Port Performance for CA (3DL CA)
	Rel-10
	C128
	UE supporting E-UTRA TDD and 3DL with i CA configurations in Table 4.1-3 (UE Category >= 5)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	
	
	Rel-11
	C129
	UE supporting E-UTRA TDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	
	
	

	8.2.2.1.1_A.3
	TDD PDSCH Single Antenna Port Performance for CA (4DL CA)
	Rel-11
	C194
	CA configurations in Table 4.1-4 (UE Category >= 8)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.2.1.1_A.4
	TDD PDSCH Single Antenna Port Performance for CA (5DL CA)
	Rel-11
	C194a
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >= 11)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	
	
	Rel-12
	C194b
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >= ≥ 11)
	
	
	

	8.2.2.1.2
	TDD PDSCH Single Antenna Port Performance with 1PRB in the presence of MBSFN
	Rel-8
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.2
	Void
	
	
	
	
	
	

	8.2.2.2.1
	TDD PDSCH Transmit Diversity 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.2.1_1
	TDD PDSCH Transmit Diversity 2x2 (Release 9 and forward)
	Rel-9
	C16
	UE supporting E-UTRA TDD (UE category 1)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.2.2
	TDD PDSCH Transmit Diversity 4x2
	Rel-8
	C10
	UE supporting E-UTRA TDD and operating bands supporting 1,4 MHz Bandwidth
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.2.2_1
	TDD PDSCH Transmit Diversity 4x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.2.3_C.1
	TDD PDSCH Transmit diversity 2x2 for eICIC (non-MBFSN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA TDD and Feature Group Indictor 115
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.2.3_E.1
	TDD PDSCH Transmit diversity 2x2 for feICIC (non-MBFSN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling and Feature Group Indicator 115 (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.2.4
	TDD PDSCH Transmit Diversity 2x2 with TM3 Interference Model - Enhanced Performance Requirement Type A
	Rel-11
	C45
	UE supporting E-UTRA TDD and the enhanced performance requirements type A for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.2.5
	TDD PDSCH Transmit Diversity 2x2 for eIMTA (when EIMTA-MainConfigServCell-r12 is configured)
	Rel-12
	C274
	UE supporting E-UTRA TDD and eIMTA TDD UL-DL reconfiguration
	
	
	

	8.2.2.2.6
	TDD PDSCH Transmit Diversity 2x2 with TM2 Interference Model - Enhanced Performance Requirement Type B
	Rel-12
	C151
	UE supporting E-UTRA TDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.2.7
	TDD PDSCH Transmit Diversity 2x2 with TM9 Interference Model - Enhanced Performance Requirement Type B
	Rel-12
	C151
	UE supporting E-UTRA TDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.3
	Void
	
	
	
	
	
	

	8.2.2.3.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.2.3.1_A.1 or .2 is executed.

	8.2.2.3.1_1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 (Release 11 and forward)
	Rel-11
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.2.3.1_A.1 or .2 is executed.

	8.2.2.3.1_A.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (2DL CA)
	Rel-10
	C110
	UE supporting E-UTRA TDD and intra-band contiguous DL CA or interband DL CA (UE Category >= 5)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	If 8.2.2.3.1_A.2 is executed for a CA capability, test execution is not necessary for that CA capability

	
	
	Rel-11
	C109
	UE supporting E-UTRA TDD and intra-band non-contiguous DL CA

(UE Category >= 5)
	
	
	

	8.2.2.3.1_A.2
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (3DL CA)
	Rel-10
	C128
	UE supporting E-UTRA TDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	
	
	Rel-11
	C129
	UE supporting E-UTRA TDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	
	
	

	8.2.2.3.1_A.3
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA(4DL CA)
	Rel-11
	C194
	UE supporting 4DL CA configurations in Table 4.1-4.(UE category >=8)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.2.3.1_A.4
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (5DL CA)
	Rel-11
	C194a
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >=≥ 11)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	
	
	Rel-12
	C194b
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >= ≥ 11)
	
	
	

	8.2.2.3.1A_A.1
	TDD Soft buffer management for CA (2 DL CA)
	Rel-10
	C105
	UE supporting E-UTRA TDD and intra-band contiguous DL CA or inter-band DL CA

(UE category 3 and 4)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	TBD

	
	
	Rel-11
	C72
	UE supporting E-UTRA TDD and intra-band non-contiguous DL CA

(UE category 3 and 4)
	
	
	

	8.2.2.3.1B
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 - Enhanced Performance Requirement Type C
	Rel-12
	C143
	UE supporting E-UTRA TDD and Enhanced Performance Requirement TypeC for LTE (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.3.1C
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 with TM1 Interference - Enhanced Performance Requirement Type C
	Rel-12
	C143
	UE supporting E-UTRA TDD and Enhanced Performance Requirement TypeC for LTE (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.3.2
	TDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.3.3_C.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (non-MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA TDD and Feature Group Indictor 115
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.3.3_C.2
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA TDD and Feature Group Indictor 115
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.3.3_E.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling and Feature Group Indicator 115 (UE Category >= 2)
	TBD
	
	

	8.2.2.4
	Void
	
	
	
	
	
	

	8.2.2.4.1
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2
	Rel-8 only
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.4.1_1
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.4.1_E.1
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling and Feature Group Indicator 115 (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.4.1_H
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 for 256QAM in DL
	Rel-12
	C02h
	UE supporting E-UTRA TDD and 256QAM in DL
	
	
	

	8.2.2.4.2
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
	Rel-8 only
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.2.4.2_A.1 or 8.2.2.4.2_A.2 is executed.

	8.2.2.4.2_1
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	Test execution not necessary if 8.2.2.4.2_A.1 or 8.2.2.4.2_A.2 is executed.

	8.2.2.4.2_A.1
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (2DL CA)
	Rel-10
	C110
	UE supporting E-UTRA TDD and intra-band contiguous DL CA or inter-band DL CA (UE Category >= 5)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 8.2.2.4.2_A.2

or

8.2.2.4.2_A.3 or 

8.13.2.1.1.2 or

8.13.2.1.1.3

or

8.13.2.1.1.4

or

8.13.2.1.1.5 is executed.

	
	
	Rel-11
	C109
	UE supporting E-UTRA TDD and Intra-band non-contiguous DL CA(UE Category >= 5)
	
	
	

	8.2.2.4.2_A.2
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (3DL CA)
	Rel-10
	C128
	UE supporting E-UTRA TDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 

8.2.2.4.2_A.3 or 

8.13.2.1.1.2 or

8.13.2.1.1.3

or

8.13.2.1.1.4

or

8.13.2.1.1.5 is executed.



	
	
	Rel-11
	C129
	UE supporting E-UTRA TDD and 3DL with CA configurations in Table 4.1-3 (UE Category >= 5)
	
	
	

	8.2.2.4.2_A.3
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (4DL CA)
	Rel-11
	C194
	UE supporting E-UTRA TDD and 4DL CA configurations in Table 4.1-4 (UE Category >= 8)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	Test execution not necessary if 

8.13.2.1.1.2 or

8.13.2.1.1.3

or

8.13.2.1.1.4

or

8.13.2.1.1.5 is executed.



	8.2.2.4.2_A.4
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (5DL CA)
	Rel-11
	C194a
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >=≥ 11)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	
	
	Rel-12
	C194b
	UE supporting E-UTRA FDD and 5DL with CA configurations in Table 4.1-5 (UE Category 8, >= ≥ 11)
	
	
	

	8.2.2.4.2A
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 - Enhanced Performance Requirement Type C
	Rel-12
	C143
	UE supporting E-UTRA TDD and Enhanced Performance Requirement TypeC for LTE (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.4.3
	TDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference Model - Enhanced Performance Requirement Type A
	Rel-11
	C45
	UE supporting E-UTRA TDD and the enhanced performance requirements type A for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.4.4
	TDD PDSCH Closed Loop Multi-Layer Spatial Multiplexing 4x2 for Dual Connectivity
	Rel-12
	C170
	UE supporting E-UTRA TDD and Dual Connectivity (UE Category >= 5)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	2Rx, 4Rx
	

	8.2.2.4.5
	TDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference Model - Enhanced Performance Requirement Type B
	Rel-12
	C151
	UE supporting E-UTRA TDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.2.7_A.1
	TDD Carrier aggregation with power imbalance (intra-band contiguous DL CA)
	Rel-10
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.2.8.1
	Intra-band contiguous carrier aggregation with minimum channel spacing (2DL CA)
	Rel-12
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.2.8.2
	Intra-band contiguous carrier aggregation with minimum channel spacing (3DL CA)
	Rel-12
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.2.9
	TDD PDSCH in HST-SFN scenario
	Rel-14
	C300
	UEs supporting E-UTRA TDD and high speed enhancement for measurement
	
	
	

	8.2.3.1.1.1
	TDD FDD CA PDSCH Single Antenna Port Performance for FDD Pcell (2DL CA)
	Rel-12
	C154
	UE supporting E-UTRA FDD and TDD and 2DL CA with FDD as PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	Test execution not necessary if

8.13.3.2.3 or

8.13.3.2.4 or

8.13.3.2.5 or

8.13.3.2.6 is executed.

	8.2.3.1.1.2
	TDD FDD CA PDSCH Single Antenna Port Performance for FDD PCell (3DL CA)
	Rel-12
	C133
	UE supporting E-UTRA FDD and TDD and 3DL CA with FDD as PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	Test execution not necessary if

8.13.3.2.3 or

8.13.3.2.4 or

8.13.3.2.5 or

8.13.3.2.6 is executed.

	8.2.3.1.1.3
	TDD FDD CA PDSCH Single Antenna Port Performance for FDD PCell (4DL CA)
	Rel-12
	C133a
	UE supporting E-UTRA FDD and TDD and 4DL CA with FDD as PCell (UE Category >= 8)
	TBD
	
	Test execution not necessary if

8.13.3.2.3 or

8.13.3.2.4 or

8.13.3.2.5 or

8.13.3.2.6 is executed.

	8.2.3.1.1.4
	TDD FDD CA PDSCH Single Antenna Port Performance for FDD PCell (5DL CA)
	Rel-12
	C133b
	UE supporting E-UTRA FDD and TDD and 5DL CA with FDD as PCell (UE Category8, and Category 11 and onwards)
	Refer to 36.521-1 8.1.2.3
	
	Test execution not necessary if

8.13.3.2.3 or

8.13.3.2.4 or

8.13.3.2.5 or

8.13.3.2.6 is executed.

	8.2.3.1.1.5
	TDD FDD CA PDSCH Single Antenna Port Performance for FDD PCell (6DL CA)
	Rel-14
	Cxx2
	UE supporting E-UTRA FDD and TDD and 6DL CA with FDD as PCell (UE Category8, and Category 11 and onwards)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.3.1.2.1
	TDD FDD CA PDSCH Single Antenna Port Performance for TDD PCell(2DL CA)
	Rel-12
	C155
	UE supporting E-UTRA FDD and TDD and 2DL CA with TDD as PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	Test execution not necessary if 

8.13.3.2.7 or

8.13.3.2.8 or

8.13.3.2.9 or

8.13.3.2.10 is executed.

	8.2.3.1.2.2
	TDD FDD CA PDSCH Single Antenna Port Performance for TDD PCell (3DL CA)
	Rel-12
	C135
	UE supporting E-UTRA FDD and TDD and 3DL CA with TDD as PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	Test execution not necessary if

8.13.3.2.7 or

8.13.3.2.8 or

8.13.3.2.9 or

8.13.3.2.10 is executed.

	8.2.3.1.2.3
	TDD FDD CA PDSCH Single Antenna Port Performance for TDD PCell (4DL CA)
	Rel-12
	C135a
	UE supporting E-UTRA FDD and TDD and 4DL CA with TDD as PCell (UE Category >= 8)
	TBD
	
	Test execution not necessary if

8.13.3.2.7 or

8.13.3.2.8 or

8.13.3.2.9 or

8.13.3.2.10 is executed.

	8.2.3.1.2.4
	TDD FDD CA PDSCH Single Antenna Port Performance for TDD PCell (5DL CA)
	Rel-12
	C135b
	UE supporting E-UTRA FDD and TDD and 5DL CA with TDD as PCell (UE Category 8, and Category11 and onwards)
	TBD
	
	Test execution not necessary if

8.13.3.2.7 or

8.13.3.2.8 or

8.13.3.2.9 or

8.13.3.2.10 is executed.

	8.2.3.1.2.5
	TDD FDD CA PDSCH Single Antenna Port Performance for TDD PCell (6DL CA)
	Rel-14
	Cxx3
	UE supporting E-UTRA FDD and TDD and 6DL CA with TDD as PCell (UE Category 8, and Category 11 and onwards)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.3.2.1.1
	TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for FDD PCell (2DL CA)
	Rel-12
	C154
	UE supporting E-UTRA FDD and TDD and 2DL CA with FDD as PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	

	8.2.3.2.1.2
	TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for FDD PCell (3DL CA)
	Rel-12
	C133
	UE supporting E-UTRA FDD and TDD and 3DL CA with FDD as PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	

	8.2.3.2.1.3
	TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for FDD PCell (4DL CA)
	Rel-12
	C133a
	UE supporting E-UTRA FDD and TDD and 4DL CA with FDD as PCell (UE Category >= 8)
	Refer to 36.521-1 8.1.2.3
	
	

	8.2.3.2.1.4
	TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for FDD PCell (5DL CA)
	Rel-12
	C133b
	UE supporting E-UTRA FDD and TDD and 5DL CA with FDD as PCell (UE Category >= 8)
	Refer to 36.521-1 8.1.2.3
	
	

	8.2.3.2.1.5
	TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for FDD PCell (6DL CA)
	Rel-14
	Cxx2
	UE supporting E-UTRA FDD and TDD and 6DL CA with FDD as PCell (UE Category 8, and Category 11 and onwards)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.3.2.1A
	TDD FDD CA PDSCH Soft buffer management test for FDD PCell (2DL CA)
	Rel-12
	C136
	UE supporting E-UTRA FDD and TDD and 2DL CA with FDD as PCell (UE categories 3 and 4)
	TBD
	2Rx, 4Rx
	

	8.2.3.2.2.1
	TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for TDD PCell (2DL CA)
	Rel-12
	C155
	UE supporting E-UTRA FDD and TDD and 2DL CA with TDD as PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	

	8.2.3.2.2.2
	TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for TDD PCell (3DL CA)
	Rel-12
	C135
	UE supporting E-UTRA FDD and TDD and 3DL CA with TDD PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	

	8.2.3.2.2.3
	TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for TDD PCell(4DL CA)
	Rel-12
	C135a
	UE supporting E-UTRA FDD and TDD and 4DL CA with TDD as PCell (UE Category >= 8)
	Refer to 36.521-1 8.1.2.3
	
	

	8.2.3.2.2.4
	TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for TDD PCell(5DL CA)
	Rel-12
	C135b
	UE supporting E-UTRA FDD and TDD and 5DL CA with TDD as PCell (UE Category 8, and Category11 and onwards)
	Refer to 36.521-1 8.1.2.3
	
	

	8.2.3.2.2.5
	TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for TDD PCell(6DL CA)
	Rel-14
	Cxx3
	UE supporting E-UTRA FDD and TDD and 6DL CA with TDD as PCell (UE Category 8, and Category 11 and onwards)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.3.2.2A
	TDD FDD CA PDSCH Soft buffer management test for TDD PCell (2DL CA)
	Rel-12
	C137
	UE supporting E-UTRA FDD and TDD and 2DL CA with TDD PCell (UE categories 3 and 4)
	TBD
	2Rx, 4Rx
	

	8.2.3.3.1.1
	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for FDD PCell (2DL CA)
	Rel-12
	C154
	UE supporting E-UTRA FDD and TDD and 2DL CA with FDD as PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	

	8.2.3.3.1.2
	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for FDD PCell (3DL CA)
	Rel-12
	C133
	UE supporting E-UTRA FDD and TDD and 3DL CA with FDD as PCell (UE Category >= 5)
	TBD
	
	

	8.2.3.3.1.3
	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for FDD PCell (4DL CA)
	Rel-12
	C133a
	UE supporting E-UTRA FDD and TDD and 4DL CA with FDD as PCell (UE Category >= 8)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.3.3.1.4
	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for FDD PCell (5DL CA)
	Rel-12
	C133b
	UE supporting E-UTRA FDD and TDD and 5DL CA with FDD as PCell (UE Category >= 8)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.3.3.1.5
	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for FDD PCell (6DL CA)
	Rel-14
	Cxx2
	UE supporting E-UTRA FDD and TDD and 6DL CA with FDD as PCell (UE Category 8, and Category 11 and onwards)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.3.3.2.1
	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for TDD PCell (2DL CA)
	Rel-12
	C155
	UE supporting E-UTRA FDD and TDD and 2DL CA with TDD as PCell (UE Category >=5)
	TBD
	2Rx, 4Rx
	

	8.2.3.3.2.2
	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for TDD PCell (3DL CA)
	Rel-12
	C135
	UE supporting E-UTRA FDD and TDD and 3DL CA with TDD as PCell (UE Category >= 5)
	TBD
	2Rx, 4Rx
	

	8.2.3.3.2.3
	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for TDD PCell (4DL CA)
	Rel-12
	C135a
	UE supporting E-UTRA FDD and TDD and 4DL CA with TDD as PCell (UE Category >= 8)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.3.3.2.4
	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for TDD PCell (5DL CA)
	Rel-12
	C135b
	UE supporting E-UTRA FDD and TDD and 5DL CA with TDD as PCell (UE Category 8, and Category11 and onwards)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.3.3.2.5
	TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for TDD PCell (6DL CA)
	Rel-14
	Cxx3
	UE supporting E-UTRA FDD and TDD and 6DL CA with TDD as PCell (UE Category 8, and Category 11 and onwards)
	Refer to 36.521-1 8.1.2.3
	2Rx, 4Rx
	

	8.2.4.1.1
	LAA PDSCH CA Closed Loop Spatial Multiplexing Performance-4 Tx Antenna port with FDD as Pcell
	Rel-13
	C209
	UE supporting E-UTRA FDD and downlink LAA with FDD as Pcell
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.2.4.1.2
	LAA PDSCH CA Closed Loop Spatial Multiplexing Performance-4 Tx Antenna port with TDD as Pcell
	Rel-13
	C210
	UE supporting E-UTRA TDD and downlink LAA 
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	8.3.1
	Void
	
	
	
	
	
	

	8.3.1.1.1_D
	FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 without a simultaneous transmission for eDL-MIMO
	Rel-10 to Rel-14
	C25
	UE supporting E-UTRA FDD and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	
	
	Rel-15
	C25m
	UE supporting E-UTRA FDD and Feature Group Indicator 103 and ((UE Category < 8 or 8 < UE Category < 11) and (UE DL Category < 11 or UE DL Category = 13 )), 

or UE supporting E-UTRA FDD and (UE Category = 8 or UE Category >= 11 or UE DL Category = 11 or UE DL Category = 12 or UE DL Category >=14)
	
	
	Note 6

	
	<<Too many rows skipped>>
	
	
	
	
	
	

	10.2_1
	TDD MBMS performance (Fixed Reference Channel) (Release 13 and forward)
	Rel-13
	C04
	UE supporting E-UTRA TDD and MBMS
	Performed once
	
	

	V2X Sidelink Performance Testing

	14.2
	Demodulation of PSSCH / Non-concurrent with E-UTRA uplink transmissions
	Rel-14
	C313
	UE supporting V2X Sidelink communication
	
	
	

	14.3
	Demodulation of PSCCH / Non-concurrent with E-UTRA uplink transmissions
	Rel-14
	C313
	UE supporting V2X Sidelink communication
	
	
	

	14.4
	Power imbalance performance with two links / Non-concurrent with E-UTRA uplink transmissions
	Rel-14
	C313
	UE supporting V2X Sidelink communication
	
	
	

	14.6
	Demodulation of PSSCH with eNB based synchronization
	Rel-14
	C320
	UE supporting E-UTRA and V2X Sidelink communication
	E16
	FDD,TDD
	

	14.7
	Soft buffer test
	Rel-14
	C313
	UE supporting V2X Sidelink communication
	D14
	TDD
	

	14.8
	PSCCH/PSSCH decoding capability test / Non-concurrent with E-UTRA uplink transmissions
	Rel-14
	C321
	UE supporting V2X Sidelink communication
	
	
	

	14.9
	Sustained downlink data rate with active sidelink
	Rel-14
	C320
	UE supporting E-UTRA and V2X Sidelink communication
	E16
	FDD,TDD
	

	Note 1:
Due to UE capability signalling for UL 64QAM is introduced from Rel-12, this test case can optionally be executed with a Rel-12 UE.

Note 2:
For a transition period until RAN5#72, this condition in version 13.0.0 of 36.521-2 shall be used. This is to ensure no test coverage is lost before the UL 64QAM test case becomes available.

Note 3:
Equivalent aggregated bandwidth is defined as: 
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 in each CA configuration is according to Table A.4.6.1-3, Table A.4.6.2-3, Table A.4.6.3-3, Table A.4.6.3-4 or Table A.4.6.3-5.

Note 4:
For a transition period until RAN5#83, this condition in version 15.3.1 of 36.521-2 shall be used. This is to ensure no test coverage is lost before the UL 256QAM test cases become available.

Note 5:
Void.

Note 6:
The categories for which FGI 103/104 are mandated are (UE category >=11 OR UE DL Category = 11 OR UE DL Category = 12 OR UE DL Category >= 14) according to TS 36.331. The UE DL Categories higher than 14 are not explicitly listed in the corresponding expression in Table 4.1-1a because in this version of core specification UE DL Category > 14 requires supporting of UE Category 11 or 12.
Note 7:
Skipping 2RX testing if UE is verified with four RX antenna ports in operating bands where it is equipped with four RX antenna port.


Table 4.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF NOT(A.4.3-4a/1 OR A.4.3-4aa/1) AND A.4.1-1/1 THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.5-1/18) THEN R ELSE N/A

	C02
IF NOT(A.4.3-4a/1 OR A.4.3-4aa/1) AND A.4.1-1/2 THEN R ELSE N/A

	C02h
IF (A.4.1-1/2 AND A.4.5-1/18) THEN R ELSE N/A

	C03
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1) AND A.4.1-1/1 AND A.4.2-1/1) THEN R ELSE N/A

	C04
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1) AND A.4.1-1/2 AND A.4.2-1/1) THEN R ELSE N/A

	<<Too many rows skipped>>

	C342
IF( (A.4.1-1/1 AND A.4.2-1/2) AND (A.4.6.3-1/19 OR A.4.6.3-1/20 OR A.4.6.3-1/21 OR A.4.6.3-1/22 OR A.4.6.3-1/23)) OR  ( (A.4.1-1/2 AND A.4.2-1/2) AND (A.4.6.3-1/19 OR A.4.6.3-1/20 OR A.4.6.3-1/21 OR A.4.6.3-1/22 OR A.4.6.3-1/23)) OR ( (A.4.1-1/1 AND A.4.1-1/2 AND A.4.2-1/7) AND (A.4.6.3-1/19 OR A.4.6.3-1/20 OR A.4.6.3-1/21 OR A.4.6.3-1/22 OR A.4.6.3-1/23)) THEN R ELSE N/A

	C343
IF A.4.1-1/1 AND A.4.2-1/2 AND (NOT A.4.5-1/18) AND (A.4.3-4/11 OR A.4.3-4/12 OR A.4.3-4a/6 OR A.4.3-4a/7 OR A.4.3-4a/10) AND A.4.6-1/6 THEN R ELSE N/A

	C344
IF A.4.1-1/1 AND A.4.2-1/2 AND A.4.5-1/18 AND A.4.3-4a/11 AND A.4.6-1/6 THEN R ELSE N/A

	C345
IF A.4.1-1/2 AND A.4.2-1/2 AND (NOT A.4.5-1/18) AND (A.4.3-4/11 OR A.4.3-4/12 OR A.4.3-4a/6 OR A.4.3-4a/7 OR A.4.3-4a/10) AND A.4.6-1/6 THEN R ELSE N/A

	C346
IF A.4.1-1/2 AND A.4.2-1/2 AND A.4.5-1/18 AND A.4.3-4a/11 AND A.4.6-1/6 THEN R ELSE N/A

	C347
IF A.4.1-1/2 AND A.4.1-1/8 AND (A.4.3-4c/1 or A.4.3-4c/2) THEN R ELSE N/A

	C348
IF A.4.1-1/2 AND A.4.1-1/8 AND (A.4.3-4c/1 or A.4.3-4c/2) AND A.4.3-3b/5 THEN R ELSE N/A

	Cxx1         IF (A.4.1-1/1 AND A.4.6-1/5 AND (A.4.3-4/8 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	Cxx2         IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/5 AND A.4.5-1/15 AND (A.4.3-4/8 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	Cxx3        IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/5 AND A.4.5-1/14 AND (A.4.3-4/8 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	Note 1:
Cxxxh applicability is defined for small cell enhancements for physical layer related test.


Table 4.1-1b: Tested Bands Selection Criteria

	Code
	Selection
	Comment

	D01
	A.4.3-3
	All supported Bands

	D02
	A.4.3-3 AND FDD
	All supported FDD Bands

	D03
	A.4.3-3 AND TDD
	All supported TDD Bands

	D04
	A.4.3-3 AND {14, 31, 41, 72}
	Band 14, 31, 41 or 72 if supported

	D05
	A.4.3-3 AND A.4.5-3
	Bands supporting UL MIMO

	D06
	A.4.3-3 AND NOT A.4.5-3
	Bands not supporting UL MIMO

	D07
	A.4.3-3 AND A.4.5-4
	Bands supporting Multicluster PUSCH

	D08
	A.4.3-3 AND NOT FALLBACK(A.4.6.1-3)
	All supported Bands that are not part of contiguous CA configuration.

	D09
	A.4.3-3 AND A.4.5-5
	Bands supporting 4 Rx antenna ports

	D10
	A.4.3-3 AND A.4.5-6a
	Bands supporting ProSe Direct

	D11
	A.4.3-3 AND category NB1 and NB2
	All supported category NB1 and NB2 Bands

	D12
	A.4.3-3 AND { category NB1 and NB2 Bands < 1GHz}
	Lowest and highest category NB1 and NB2 Bands supported below 1GHz

(Note 2)

	D13
	A.4.3-3 AND { category NB1 and NB2 Bands > 1GHz}
	Lowest and highest category NB1 and NB2 Bands supported above 1GHz

(Note 3)

	D14
	A.4.3-3 AND A.4.5-7
	Bands supporting V2X Sidelink Communication

	D15
	A.4.3-3 AND NOT A.4.5-5
	Bands not supporting 4Rx antenna ports

	D16
	A.4.3-3c
	All supported Power Class 1 Bands

	D17
	A.4.3-3d
	All supported Power Class 2 Bands

	D17a
	A.4.3-3c OR A.4.3-3d
	All supported Power Class 1 Bands or Power Class 2 Bands

	D18
	A.4.3-3 AND { category NB1 and NB2 TDD Bands > 1GHz}
	Category NB1 and NB2 TDD Bands supported above 1GHz

(Note 4)

	Note 1:
Band Selection is based on set theory. For each feature, item number shall correspond to the Band number. The result is the set of bands for which the test shall be conducted. The following operators are used:




AND: 
Set intersection ( [image: image7.png]


 ). {1,2} AND {2,3} = {2}




OR: 
Set union ( [image: image8.png]


 ). {1,2} OR {2,3} = {1,2,3}




NOT: 
Set complement (\), full set being all bands. NOT{1} = {2 ...256}





Also note that this is set without repetitions so {1} AND {1} = {1}


The following basic sets are used:




FDD:



All FDD bands, currently {1...32, 65…70}




TDD: 



All TDD bands, currently {33...64}




Category NB1:
All Category NB1 bands, currently {1, 2, 3, 5, 8, 11, 12, 13, 17, 18, 19, 20, 21, 25,, 26, 28, 31, 66, 70}



{1,2}:



Explicitly given band set


The following sets derived from pro-forma tables are also used:




A.4.X-Y:
All bands supporting the feature defined in A.4.X-Y. For A.4.3-3, all supported bands. 




FALLBACK(A.4.6.X-Y): Fallback bands of supported CA Combinations defined in Table A.4.6.X-Y

Note 2:
Category NB1 Bands < 1GHz {5, 8, 12, 13, 17, 18, 19, 20, 26, 28, 31}

Note 3:
Category NB1 Bands > 1GHz {1, 2, 3, 11, 21, 25, 66, 70}
Note 4:
Category NB1 and NB2 Bands > 1GHz {41}


Table 4.1-1c: Tested CA Configurations Selection Criteria

	Code
	Selection
	Comment

	E01
	UL(A.4.6.1-3) AND CARRIER_NO(2)
	All supported intra-band contiguous CA Configurations with 2 carriers in both UL and DL

	E02
	UL(A.4.6.2-3) AND CARRIER_NO(2)
	All supported intra-band non-contiguous CA Configurations with 2 carriers in both UL and DL

	E03
	UL(A.4.6.3-3) AND CARRIER_NO(2)
	All supported inter-band CA Configurations with 2 carriers in both UL and DL

	E04
	A.4.6.1-3 AND CARRIER_NO(2) AND NOT UL(A.4.6.1-3) 
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL

	E05
	A.4.6.2-3 AND CARRIER_NO(2) AND NOT UL(A.4.6.2-3)
	All supported intra-band non-contiguous CA Configurations with 2 carriers in DL but no CA in UL

	E06
	A.4.6.3-3 AND CARRIER_NO(2) AND NOT UL(A.4.6.3-3) 
	All supported inter-band CA Configurations with 2 carriers in DL but no CA in UL

	E07
	((A.4.6.1-3 AND NOT UL(A.4.6.1-3)) OR (A.4.6.2-3 AND NOT UL(A.4.6.2-3)) OR (A.4.6.3-3 AND NOT UL(A.4.6.3-3)) OR (A.4.6.3-4 AND NOT UL(A.4.6.3-4)) OR (A.4.6.3-5 AND NOT UL(A.4.6.3-5))) AND CARRIER_NO(3)
	All supported 3DL CA without UL

	E08
	E04 AND NOT DL_FALLBACKS
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL, that are not fallbacks of 3DL CA

	E09
	E05 AND NOT DL_FALLBACKS
	All supported intra-band non-contiguous CA Configurations with 2 carriers in DL but no CA in UL that are not fallbacks of 3DL CA. 

	E10
	E06 AND NOT DL_FALLBACKS
	All supported inter-band CA Configurations with 2 carriers in DL but no CA in UL that are not fallbacks of 3DL CA

	E11
	E04 AND NOT (FALLBACK(A.4.6.2-3) OR FALLBACK(A.4.6.3-3) OR FALLBACK(A.4.6.3-4) OR FALLBACK(A.4.6.3-5))
	All supported intra-band contiguous CA Configurations with 2 carriers in DL but no CA in UL, that are not fallbacks of 3DL CA, except of class D intra-band 3DL CA. 

	E12
	E06 AND NOT (FALLBACK(A.4.6. 1-3) OR FALLBACK(A.4.6.3-4) OR FALLBACK(A.4.6.3-5))
	All supported inter-band CA Configurations with 2 carriers in DL that are fallbacks of inter-band on inter-band + intra-band contiguous 3DL CA. 

	DL_FALLBACKS
	FALLBACK(A.4.6.1-3) OR FALLBACK(A.4.6.2-3) OR FALLBACK(A.4.6.3-3) OR FALLBACK(A.4.6.3-4) OR FALLBACK(A.4.6.3-5)
	All DL Fallbacks of supported CA Configurations

	DL_FALLBACKS_EtoD
	FALLBACK_EtoD(A.4.6.1-3) OR FALLBACK_EtoD(A.4.6.2-3) OR FALLBACK_EtoD(A.4.6.3-3) OR FALLBACK_EtoD(A.4.6.3-4) OR FALLBACK_EtoD(A.4.6.3-5)
	All DL Fallbacks of supported CA Configurations where BW class for one sub-block has changed from class E to class D 

	DL_FALLBACKS_BtoA
	FALLBACK_BtoA(A.4.6.1-3) OR FALLBACK_BtoA(A.4.6.2-3) OR FALLBACK_BtoA(A.4.6.3-3) OR FALLBACK_BtoA(A.4.6.3-4) OR FALLBACK_BtoA(A.4.6.3-5)
	All DL Fallbacks of supported CA Configurations where BW class for one sub-block has changed from class B to class A 

	DL_FALLBACKS_LAA
	FALLBACK_LAA(A.4.6.1-3) OR FALLBACK_LAA(A.4.6.2-3) OR FALLBACK_LAA(A.4.6.3-3) OR FALLBACK_LAA(A.4.6.3-4) OR FALLBACK_LAA(A.4.6.3-5)
	All DL Fallbacks of supported CA Configurations where BW class for sub-block in LAA band has changed

	E13
	E06 AND DL_ONLY_BAND
	All supported inter-band CA Configurations with 2 carriers in DL where one of the bands is a DL-only band

	E14
	((A.4.6.1-3 AND NOT UL(A.4.6.1-3)) OR (A.4.6.2-3 AND NOT UL(A.4.6.2-3)) OR (A.4.6.3-3 AND NOT UL(A.4.6.3-3)) OR (A.4.6.3-4 AND NOT UL(A.4.6.3-4)) OR (A.4.6.3-5 AND NOT UL(A.4.6.3-5))) AND CARRIER_NO(4)
	All supported 4DL CA without UL

	E15
	((A.4.6.1-3 AND NOT UL(A.4.6.1-3)) OR (A.4.6.2-3 AND NOT UL(A.4.6.2-3)) OR (A.4.6.3-3 AND NOT UL(A.4.6.3-3)) OR (A.4.6.3-4 AND NOT UL(A.4.6.3-4)) OR (A.4.6.3-5 AND NOT UL(A.4.6.3-5))) AND CARRIER_NO(5)
	All supported 5DL CA without UL

	E16
	A.4.5-7a
	Bands supporting Inter-band con-current V2X configurations

	E17
	A.4.5-7b
	Bands supporting V2X Intra-band multi-carrier configurations

	E18
	UL(A.4.6.1-3 OR A.4.6.2-3 OR A.4.6.3-3 OR A.4.6.3-4) AND CARRIER_NO(3)
	All support 3DL CA with UL CA

	E19
	E07 AND NOT DL_FALLBACKS OR E18 {AND DL_FALLBACKS}
	All support 3DL CA without UL CA, that are not fallbacks of 4DL CA. OR All support 3DL CA with UL CA

	E20
	UL({A.4.6.1-3 OR A.4.6.2-3} OR A.4.6.3-3 OR A.4.6.3-4 OR A.4.6.3-5) AND CARRIER_NO(4)
	All support 4DL CA with UL CA

	E21
	E14 AND NOT DL_FALLBACKS OR E20 {AND DL_FALLBACKS}
	All support 4DL CA without UL CA, that are not fallbacks of 5DL CA. OR All support 4DL CA with UL CA

	E22
	(E07 AND NOT DL_FALLBACKS) OR

(E07 AND DL_FALLBACKS_EtoD) OR (E07 AND DL_FALLBACKS_BtoA) OR E18
	All supported 3DL CA without UL CA, that are not fallbacks of 4DL CA except class E to D and class B to A fallback. OR All supported 3DL CA with UL CA

	E23
	(E14 AND NOT DL_FALLBACKS) OR

(E14 AND DL_FALLBACKS_EtoD) OR (E14 AND DL_FALLBACKS_BtoA) OR E20
	All supported 4DL CA without UL CA, that are not fallbacks of 4DL CA except class E to D and class B to A fallback. OR All supported 4DL CA with UL CA

	E24
	(E07 AND NOT DL_FALLBACKS_LAA) OR E18
	All supported 3DL CA without UL CA, that are not LAA fallbacks of 4DL CA. OR All supported 3DL CA with UL CA

	E25
	(E14 AND NOT DL_FALLBACKS_LAA) OR E20
	All supported 4DL CA without UL CA, that are not LAA fallbacks of 5DL CA. OR All supported 4DL CA with UL CA

	Note:
CA Configuration Selection is based on set theory. Each CA Configuration is designated by its name, including bands and BW classes, e.g. CA_1A-5A. The following operators are used:




AND: 
Set intersection ( [image: image9.png]


 ). {CA_1C,CA_1A-5A} AND {CA_1C, CA_2A-4A } = CA_1C




OR: 
Set union ( [image: image10.png]


 ). {CA_1C,CA_1A-5A} OR {CA_1C, CA_2A-4A } = {CA_1C,CA_1A-5A, CA_2A-4A}




NOT: 
Set complement (\), full set being all possible CA Configurations





Also note that this is set without repetitions so {CA_1C} AND {CA_1C} = {CA_1C}


The following basic sets are used:




FDD:
All FDD-only CA Configurations




TDD: 
All TDD-only CA Configurations




FDD-TDD: 
All mixed CA Configurations




{CA_1C}:
Explicitly given CA Configurations




CARRIER_NO(n): All CA Configurations with n Carriers, e.g. for n=2 CA_1C and CA_1A-5A would be a part of this set




BAND_NO(n): All CA Configurations containing n Bands, e.g.. for n=2, CA_1A-5A and CA_1A-41C are part of this set




BWCLASS(x): All CA Configurations containing BW Class x, e.g.. for x=C, CA_1C and CA_1A-41C are part of this set




DL_ONLY_BAND: All CA configurations containing a DL-only band, e.g. CA_20A-32A is part of this set


The following sets derived from pro-forma tables are also used:




A.4.6.X-Y: All supported DL CA Combinations defined in table A.4.6.X-Y




UL(A.4.6.X-Y): All DL CA Combinations that also support UL CA with any number of carriers >1, as per column





"Supported CA Bandwidth Class(es) in UL" defined in table A.4.6.X-Y.




UL_2CC(A.4.6.X-Y): All DL CA Combinations that also support 2 Carrier UL CA, as per column





"Supported CA Bandwidth Class(es) in UL" defined in table A.4.6.X-Y. Note that DL might support a larger 



number of carriers than UL.




UL_3CC(A.4.6.X-Y): All DL CA Combinations that also support 3 Carrier UL CA, as per column





"Supported CA Bandwidth Class(es) in UL" defined in table A.4.6.X-Y




FALLBACK(A.4.6.X-Y): Fallback DL CA Combinations of supported CA Combinations defined in Table A.4.6.X-Y




FALLBACK_EtoD(A.4.6.X-Y): Fallback DL CA Combinations of supported CA Combinations defined in Table 


A.4.6.X-Y where BW class for one sub-block has changed from class E to class D




FALLBACK_BtoA(A.4.6.X-Y): Fallback DL CA Combinations of supported CA Combinations defined in Table


A.4.6.X-Y where BW class for one sub-block has changed from class B to class A




FALLBACK_LAA(A.4.6.X-Y): Fallback DL CA Combinations of supported CA Combinations defined in Table 


A.4.6.X-Y where BW class for B46 or B49 band changed from class E to D, D to C or C to A




FALLBACK_UL(A.4.6.X-Y): Fallback DL and UL CA Combinations of supported CA Combinations defined in 


Table A.4.6.X-Y. This set only includes Combinations with same CA Capability in UL and DL


Table 4.1-2: Default Fallback Bands and Fallback CA Configurations

	CA Configuration
	Default Fallback Bands
	Default Fallback CA Configurations (Note 3)

	CA_XC (2 carrier intra-band contiguous)
	X
	-

	CA_XB (2 carrier intra-band contiguous)
	X
	-

	CA_XA-YA (2 carrier inter-band)
	X,Y
	-

	CA_XA-XA (2 carrier intra-band non-contiguous)
	X
	-

	CA_XD (3 carrier intra-band contiguous)
	X
	CA_XC

	CA_XA-YA-ZA (3 carrier inter-band)
	X,Y,Z
	CA_XA-YA,

CA_XA-ZA,

CA_YA-ZA

	CA_XC-YA(3 carrier intra-band contiguous + inter-band)2
	X,Y
	CA_XC,

CA_XA-YA

	CA_XB-YA(3 carrier intra-band contiguous + inter-band)2
	X,Y
	CA_XB,

CA_XA-YA

	CA_XA-XA-YA(3 carrier intra-band non-contiguous + inter-band)2
	X,Y
	CA_XA-YA,

CA_XA-XA

	CA_XC-XA(3 carrier intra-band non-contiguous + intra-band contiguous)2
	X
	CA_XC,

CA_XA-XA

	CA_XE (4 carrier intra-band contiguous)
	X
	CA_XD

	CA_XA-XD (4 carrier intra-band contiguous + inter-band with 2 bands)2
	X
	CA_XA-XC

	CA_XC-YC (4 carrier intra-band contiguous + inter-band with 2 bands)2
	X, Y
	CA_XA-YC,

CA_XC-YA

	CA_XA-XA-YC (4 carrier intra-band non-contiguous + intra-band contiguous + inter-band with 2 bands)
	X, Y
	CA_XA-XA-YA,

CA_XA-YC

	CA_XA-YA-ZC (4 carrier intra-band contiguous + inter-band with 3 bands)2
	X, Y, Z
	CA_XA-YA-ZA, 

CA_XA-ZC

CA_ YA-ZC

	CA_XC-XC (4 carrier intra-band non-contiguous + intra-band contiguous)
	X
	CA_XC-XA,

CA_XA-XC

	CA_XA-YA-YC (4 carrier intra-band non-contiguous + intra-band contiguous + inter-band with 2 bands) 2
	X, Y
	CA_XA-YA-YA,

CA_XA -YC,

CA YA-YC

	CA_XA-XA-YA-YA (4 carrier intra-band non-contiguous + inter-band with 2 bands)2
	X, Y
	CA_XA-XA-YA,

CA_XA-YA-YA

	CA_XA-YA-ZA-RA (4 carrier inter-band with 4 bands)
	X, Y, Z, R
	CA_XA-YA-ZA,

CA_XA-YA-RA,

CA_XA-ZA-RA,

CA_YA-ZA-RA

	CA_XF (5 carrier intra-band contiguous)
	X
	CA_XE

	CA_XA-XE (5 carrier intra-band non-contiguous + intra-band contiguous)
	X
	CA_XE,

CA_XA-XD

	CA_XC-XD (5 carrier intra-band non-contiguous + intra-band contiguous)
	X
	CA_XC-XC,

CA_XA-XD

	CA_XA-YE (5 carrier intra-band contiguous + inter-band with 2 bands)2
	X, Y
	CA_XA-YD,

CA_YE

	CA_XC-YD (5 carrier intra-band contiguous + inter-band with 2 bands)2
	X, Y
	CA_XC-YC,

CA_XA-YD

	CA_XA-YA-ZD (5 carrier intra-band contiguous + inter-band with 3 bands)2
	X, Y, Z
	CA_XA-YA-ZC,

CA_XA-ZD,

CA_YA-ZD

	CA_XA-YC-ZC (5 carrier intra-band contiguous + inter-band with 3 bands)2
	X, Y, Z
	CA_XA-YC-ZA,

CA_XA-YA-ZC,

CA_YC-ZC

	CA_XA-YA-ZA-RC (5 carrier intra-band contiguous + inter-band with 4 bands)2
	X, Y, Z, R
	CA_XA-YA-ZA,

CA_XA-YA-RC,

CA_XA-ZA-RC,

CA_YA-ZA-RC

	CA_XA-YA-YD (5 carrier intra-band non-contiguous + intra-band contiguous + inter-band with 2 bands) 2
	X, Y
	CA_XA-YA-YC,

CA_XA-YD,

CA_YA-YD

	CA_XA-YC-YC (5 carrier intra-band non-contiguous + intra-band contiguous + inter-band with 2 bands) 2
	X, Y
	CA_XA-YC-YA,

CA_XA-YA-YC,

CA_YC-YC

	CA_XA-XA-YD (5 carrier intra-band non-contiguous + intra-band contiguous + inter-band with 2 bands) 2
	X, Y
	CA_XA-XA-YC,

CA_XA-YD,

	CA_XA-XC-YC (5 carrier intra-band non-contiguous + intra-band contiguous + inter-band with 2 bands) 2
	X, Y
	CA_XA-XC-YA,

CA_XA-XA-YC,

CA_XC-YC

	CA_XA-XA-YA-YC (5 carrier intra-band non-contiguous + intra-band contiguous + inter-band with 2 bands) 2
	X, Y
	CA_XA-XA-YA-YA,

CA_XA-XA-YC,

CA_XA-YA-YC

	CA_XA-YA-ZA-ZC (5 carrier intra-band non-contiguous + intra-band contiguous + inter-band with 3 bands) 2
	X, Y, Z
	CA_XA-YA-ZA-ZA,

CA_XA-YA-ZC,

CA_XA-ZA-ZC,

CA_YA-ZA-ZC

	CA_XA-YA-YA-ZA-ZA (5 carrier intra-band non-contiguous + intra-band contiguous + inter-band with 3 bands) 2
	X, Y, Z
	CA_XA-YA-YA-ZA,

CA_XA-YA-ZA-ZA,

CA_YA-YA-ZA-ZA

	CA_XA-YA-ZA-RA-RA (5 carrier intra-band non-contiguous + intra-band contiguous + inter-band with 4 bands) 2
	X, Y, Z, R
	CA_XA-YA-ZA-RA,

CA_XA-YA-RA-RA,

CA_XA-ZA-RA-RA,

CA_YA-ZA-RA-RA

	CA_XA-YA-ZA-RA-SA (5 carrier inter-band with 5 bands)
	X, Y, R, S
	CA_XA-YA-ZA-RA,

CA_XA-YA-ZA -SA,

CA_XA-YA -RA-SA,

CA_XA-ZA-RA-SA,

CA_YA-ZA-RA-SA

	Note 1:
Table used for deriving default fallbacks in sections A.4.6.1,2 and 3.

Note 2:
Also applicable for different band orderings (e.g.. YA-XC). 

Note 3: 
Only the CA fallback configuration with 1 less CC indicated. To get the full list of fallback configurations, all fallback configurations down to 2 carrier are recursively generated.


Table 4.1-3: 3DL CA Name/Release mapping

	Number of

Bands
	3CA Band Combinations
	Release for test applicability
	Name

	1
	CA_XD
	Rel-10
	3DL CA with TDD CA_XD

	2
	CA_XA-YB
	Rel-11
	3DL CA with FDD CA_XA-YB

	
	CA_XA-YB
	Rel-11
	3DL CA with TDD CA_XA-YB

	
	CA_XA-YB
	Rel-12
	3DL CA with FDD-TDD CA_XA-YB

	2
	CA_XA-YC
	Rel-11
	3DL CA with FDD CA_XA-YC

	
	CA_XA-YC
	Rel-11
	3DL CA with TDD CA_XA-YC

	
	CA_XA-YC
	Rel-12
	3DL CA with FDD-TDD CA_XA-YC

	3
	CA_XA-YA-ZA
	Rel-10
	3DL CA with FDD CA_XA-YA-ZA

	
	
	Rel-10
	3DL CA with TDD CA_XA-YA-ZA

	
	
	Rel-12
	3DL CA with FDD-TDD CA_XA-YA-ZA

	2
	CA_XA-XA-YA
	Rel-11
	3DL CA with FDD CA_XA-XA-YA

	1
	CA_XA-XA-XA
	Rel-11
	3DL CA with FDD CA_XA-XA-XA


Table 4.1-4: 4DL CA Name/Release mapping

	Number of
Bands
	4CA Band Combinations
	Release for test applicability
	Name

	1
	CA_XE
	Rel-11
	4DL CA with TDD CA_XE

	2
	CA_XA-XD
	Rel-11
	4DL CA with FDD CA_XA-XD

	
	
	Rel-11
	4DL CA with TDD CA_XA-XD

	
	
	Rel-12
	4DL CA with FDD-TDD CA_XA-XD

	2
	CA_XB-YB
	Rel-10
	4DL CA with FDD CA_XB-YB

	
	CA_XC-YB
	Rel-10
	4DL CA with FDD CA_XC-YB

	
	
	Rel-12
	4DL CA with FDD-TDD CA_XC-YB

	2
	CA_XC-YC
	Rel-10
	4DL CA with FDD CA_XC-YC

	
	
	Rel-10
	4DL CA with TDD CA_XC-YC

	1
	CA_XC-XC
	Rel-11
	4DL CA with TDD CA_XC-XC

	2
	CA_XA-XA-YB
	Rel-11
	4DL CA with FDD CA_XA-XA-YB

	
	CA_XA-YA-YB
	Rel-11
	4DL CA with FDD CA_XA-YA-YB

	3
	CA_XA-YA-ZB
	Rel-11
	4DL CA with FDD CA_XA-YA-ZB

	3
	CA_XA-YA-ZC
	Rel-11
	4DL CA with FDD CA_XA-YA-ZC

	
	
	Rel-12
	4DL CA with FDD-TDD CA_XA-YA-ZC

	2
	CA_XA-YA-YC
	Rel-11
	4DL CA with FDD CA_XA-YA-YC

	
	
	Rel-12
	4DL CA with FDD-TDD CA_XA-YA-YC

	2
	CA_XA-XC-YA
	Rel-12
	4DL CA with FDD-TDD CA_XA-XC-YA

	3
	CA_XA-YA-ZC
	Rel-12
	4DL CA with FDD-TDD_XA-YA-ZC

	2
	CA_XA-XA-YA-YA
	Rel-11
	4DL CA with FDD CA_XA-XA-YA-YA

	3
	CA_XA-YA-YA-ZA
	Rel-11
	4DL CA with FDD CA_XA-YA-YA-ZA

	
	
	Rel-12
	4DL CA with FDD-TDD CA_XA-YA-YA-ZA

	4
	CA_XA-YA-ZA-RA
	Rel-11
	4DL CA with FDD CA_XA-YA-ZA-RA

	
	
	Rel-12
	4DL CA with FDD-TDD CA_XA-YA-ZA-RA


Table 4.1-5: 5DL CA Name/Release mapping

	Number of
Bands
	5CA Band Combinations
	Release for test applicability
	Name

	1
	CA_XF
	Rel-12
	5DL CA with TDD CA_XF

	1
	CA_XA-XE
	Rel-11
	5DL CA with TDD CA_XA-XE

	1
	CA_XC-XD
	Rel-11
	5DL CA with FDD CA_XC-XD

	
	
	Rel-11
	5DL CA with TDD CA_XC-XD

	1
	CA_XA-XA-XD
	FFS
	5DL CA with FDD CA_XA-XA-XD

	
	
	FFS
	5DL CA with TDD CA_XA-XA-XD

	1
	CA_XA-XC-XC
	FFS
	5DL CA with FDD CA_XA-XC-XC

	
	
	FFS
	5DL CA with TDD CA_XA-XC-XC

	2
	CA_XA-YE
	Rel-11
	5DL CA with TDD CA_XA-YE

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YE

	2
	CA_XC-YD
	Rel-11
	5DL CA with FDD CA_XC-YD

	
	
	Rel-11
	5DL CA with TDD CA_XC-YD

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XC-YD

	2
	CA_XA-YA-YD
	Rel-11
	5DL CA with TDD CA_XA-YA-YD

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YA-YD

	2
	CA_XA-YC-YC
	Rel-11
	5DL CA with FDD CA_XA-YC-YC

	
	
	Rel-11
	5DL CA with TDD CA_XA-YC-YC

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YC-YC

	2
	CA_XA-YA-YA-YC
	FFS
	5DL CA with FDD CA_XA-XA-XA-YC

	
	
	FFS
	5DL CA with TDD CA_XA-XA-XA-YC

	
	
	FFS
	5DL CA with FDD-TDD CA_XA-XA-XA-YC

	2
	CA_XA-XA-YD
	Rel-11
	5DL CA with TDD CA_XA-XA-YD

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-XA-YD

	2
	CA_XA-XC-YC
	Rel-10
	5DL CA with FDD CA_XA-XC-YC

	
	
	Rel-10
	5DL CA with TDD CA_XA-XC-YC

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-XC-YC

	2
	CA_XA-XA-YA-YC
	Rel-11
	5DL CA with FDD CA_XA-XA-YA-YC

	
	
	Rel-11
	5DL CA with TDD CA_XA-XA-YA-YC

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-XA-YA-YC

	2
	CA_XA-XA-YA-YA-YA
	FFS
	5DL CA with FDD CA_XA-XA-YA-YA-YA

	
	
	FFS
	5DL CA with TDD CA_XA-XA-YA-YA-YA

	
	
	FFS
	5DL CA with FDD-TDD CA_XA-XA-YA-YA-YA

	2
	CA_XA-XA-XA-YC
	FFS
	5DL CA with FDD CA_XA-XA-XA-YC

	
	
	FFS
	5DL CA with TDD CA_XA-XA-XA-YC

	
	
	FFS
	5DL CA with FDD-TDD CA_XA-XA-XA-YC

	3
	CA_XA-YA-ZD
	Rel-11
	5DL CA with TDD CA_XA-YA-ZD

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YA-ZD

	3
	CA_XA-YC-ZC
	Rel-11
	5DL CA with FDD CA_XA-YC-ZC

	
	
	Rel-11
	5DL CA with TDD CA_XA-YC-ZC

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YC-ZC

	3
	CA_XA-YA-ZA-ZC
	Rel-11
	5DL CA with FDD CA_XA-YA-ZA-ZC

	
	
	Rel-11
	5DL CA with TDD CA_XA-YA-ZA-ZC

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YA-ZA-ZC

	3
	CA_XA-YA-ZA-ZA-ZA
	FFS
	5DL CA with FDD CA_XA-YA-ZA-ZA-ZA

	
	
	FFS
	5DL CA with TDD CA_XA-YA-ZA-ZA-ZA

	
	
	FFS
	5DL CA with FDD-TDD CA_XA-YA-ZA-ZA-ZA

	3
	CA_XA-YA-YA-ZC
	Rel-11
	5DL CA with FDD CA_XA-YA-YA-ZC

	
	
	Rel-11
	5DL CA with TDD CA_XA-YA-YA-ZC

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YA-YA-ZC

	3
	CA_XA-YA-YA-ZA-ZA
	Rel-11
	5DL CA with FDD CA_XA-YA-YA-ZA-ZA

	
	
	Rel-11
	5DL CA with TDD CA_XA-YA-YA-ZA-ZA

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YA-YA-ZA-ZA

	4
	CA_XA-YA-ZA-RC
	Rel-11
	5DL CA with FDD CA_XA-YA-ZA-RC

	
	
	Rel-11
	5DL CA with TDD CA_XA-YA-ZA-RC

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YA-ZA-RC

	4
	CA_XA-YA-ZA-RA-RA
	Rel-11
	5DL CA with FDD CA_XA-YA-ZA-RA-RA

	
	
	Rel-11
	5DL CA with TDD CA_XA-YA-ZA-RA-RA

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YA-ZA-RA-RA

	5
	CA_XA-YA-ZA-RA-SA
	Rel-12
	5DL CA with FDD CA_XA-YA-ZA-RA-SA

	
	
	Rel-12
	5DL CA with TDD CA_XA-YA-ZA-RA-SA

	
	
	Rel-12
	5DL CA with FDD-TDD CA_XA-YA-ZA-RA-SA

	Note 1:
X, Y, Z, R and S in this table correspond to different bands i.e. X != Y != Z != R != S.

Note 2:
The band combinations with difference appearance order of bands/sub-blocks in the band combination string are not distinguished. E.g. CA_XA-YA-YD represents the set of CA_XA-YD-YA, YD-YA-XA, YA-XA-YD and YA-YD-XA.


Table 4.1-6: 6DL CA Name/Release mapping

	
	
	
	

	Number of Bands
	6CA Band Combinations
	Release for test applicability
	Name

	2
	CA_XA-YF
	Rel-14
	6DL CA with TDD CA_XA-YF

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YF

	2
	CA_XC-YE
	Rel-14
	6DL CA with TDD CA_XC-YE

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XC-YE

	2
	CA_XC-YE
	Rel-14
	6DL CA with TDD CA_XD-YD

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XD-YD

	2
	CA_XA-XA-YE
	Rel-14
	6DL CA with FDD CA_XA-XA-YE

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-YE

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-YE

	2
	CA_XA-YA-YE
	Rel-14
	6DL CA with FDD CA_XA-YA-YE

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-YE

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-YE

	2
	CA_XA-XA-XA-YD
	Rel-14
	6DL CA with FDD CA_XA-XA-XA-YD

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-XA-YD

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-XA-YD

	2
	CA_XA-XA-YA-YD
	Rel-14
	6DL CA with FDD CA_XA-XA-YA-YD

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-YA-YD

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-YA-YD

	2
	CA_XA-YA-YA-YD
	Rel-14
	6DL CA with FDD CA_XA-YA-YA-YD

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-YA-YD

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-YA-YD

	2
	CA_XA-XA-XA-XA-YC
	Rel-14
	6DL CA with FDD CA_XA-XA-XA-XA-YC

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-XA-XA-YC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-XA-XA-YC

	2
	CA_XA-XA-XA-YA-YC
	Rel-14
	6DL CA with FDD CA_XA-XA-XA-YA-YC

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-XA-YA-YC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-XA-YA-YC

	2
	CA_XA-XA-YA-YA-YC
	Rel-14
	6DL CA with FDD CA_XA-XA-YA-YA-YC

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-YA-YA-YC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-YA-YA-YC

	2
	CA_XA-YA-YA-YA-YC
	Rel-14
	6DL CA with FDD CA_XA-YA-YA-YA-YC

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-YA-YA-YC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-YA-YA-YC

	2
	CA_XC-YC-YC
	Rel-14
	6DL CA with FDD CA_XC-YC-YC

	
	
	Rel-14
	6DL CA with TDD CA_XC-YC-YC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XC-YC-YC

	2
	CA_XA-XA-YC-YC
	Rel-14
	6DL CA with FDD CA_XA-XA-YC-YC

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-YC-YC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-YC-YC

	2
	CA_XA-XC-YA-YC
	Rel-14
	6DL CA with FDD CA_XA-XC-YA-YC

	
	
	Rel-14
	6DL CA with TDD CA_XA-XC-YA-YC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XC-YA-YC

	3
	CA_XA-YA-ZE
	Rel-14
	6DL CA with FDD CA_XA-YA-ZE

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-ZE

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-ZE

	3
	CA_XA-YC-ZD
	Rel-14
	6DL CA with FDD CA_XA-YC-ZD

	
	
	Rel-14
	6DL CA with TDD CA_XA-YC-ZD

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YC-ZD

	3
	CA_XC-YC-ZC
	Rel-14
	6DL CA with FDD CA_XC-YC-ZC

	
	
	Rel-14
	6DL CA with TDD CA_XC-YC-ZC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XC-YC-ZC

	3
	CA_XA-XA-YC-ZC
	Rel-14
	6DL CA with FDD CA_XA-XA-YC-ZC

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-YC-ZC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-YC-ZC

	3
	CA_XA-XA-YA-ZD
	Rel-14
	6DL CA with FDD CA_XA-XA-YA-ZD

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-YA-ZD

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-YA-ZD

	3
	CA_XA-XA-YA-YA-ZC
	Rel-14
	6DL CA with FDD CA_XA-XA-YA-YA-ZC

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-YA-YA-ZC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-YA-YA-ZC

	3
	CA_XA-XA-YA-YA-ZA-ZA
	Rel-14
	6DL CA with FDD CA_XA-XA-YA-YA-ZA-ZA

	
	
	Rel-14
	6DL CA with TDD CA_XA-XA-YA-YA-ZA-ZA

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-XA-YA-YA-ZA-ZA

	4
	CA_XA-YA-ZA-RD
	Rel-14
	6DL CA with FDD CA_XA-YA-ZA-RD

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-ZA-RD

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-ZA-RD

	4
	CA_XA-YA-ZC-RC
	Rel-14
	6DL CA with FDD CA_XA-YA-ZC-RC

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-ZC-RC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-ZC-RC

	4
	CA_XA-YA-ZA-ZA-RC
	Rel-14
	6DL CA with FDD CA_XA-YA-ZA-ZA-RC

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-ZA-ZA-RC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-ZA-ZA-RC

	4
	CA_XA-YA-ZA-ZA-RA-RA
	Rel-14
	6DL CA with FDD CA_XA-YA-ZA-ZA-RA-RA

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-ZA-ZA-RA-RA

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-ZA-ZA-RA-RA

	5
	CA_XA-YA-ZA-RA-SC
	Rel-14
	6DL CA with FDD CA_XA-YA-ZA-RA-SC

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-ZA-RA-SC

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-ZA-RA-SC

	5
	CA_XA-YA-ZA-RA-SA-SA
	Rel-14
	6DL CA with FDD CA_XA-YA-ZA-RA-SA-SA

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-ZA-RA-SA-SA

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-ZA-RA-SA-SA

	6
	CA_XA-YA-ZA-RA-SA-UA
	Rel-14
	6DL CA with FDD CA_XA-YA-ZA-RA-SA-UA

	
	
	Rel-14
	6DL CA with TDD CA_XA-YA-ZA-RA-SA-UA

	
	
	Rel-14
	6DL CA with FDD-TDD CA_XA-YA-ZA-RA-SA-UA

	Note 1:
X, Y, Z, R and S in this table correspond to different bands i.e. X != Y != Z != R != S.

Note 2:
The band combinations with difference appearance order of bands/sub-blocks in the band combination string are not distinguished. E.g. CA_XA-YA-YD represents the set of CA_XA-YD-YA, YD-YA-XA, YA-XA-YD and YA-YD-XA.
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