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<Start of modified section 1>
4.6.6
Sidelink information elements
–
SL-BWP-Config
Table 4.6.6-1: SL-BWP-Config
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-BWP-Config-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-BWP-ConfigCommon
Table 4.6.6-2: SL-BWP-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-BWP-ConfigCommon-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-BWP-PoolConfig
Table 4.6.6-3: SL-BWP-PoolConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-BWP-PoolConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-BWP-PoolConfigCommon
Table 4.6.6-4: SL-BWP-PoolConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-BWP-PoolConfigCommon-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-CBR-PriorityTxConfigList
Table 4.6.6-5: SL-CBR-PriorityTxConfigList
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-CBR-PriorityTxConfigList -r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-CBR-CommonTxConfigList
Table 4.6.6-6: SL-CBR-CommonTxConfigList
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-CBR-CommonTxConfigList-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-ConfigDedicatedNR
Table 4.6.6-7: SL-ConfigDedicatedNR
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-ConfigDedicatedNR-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-ConfiguredGrantConfig
Table 4.6.6-8: SL-ConfiguredGrantConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-ConfiguredGrantConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-DestinationIdentity
Table 4.6.6-9: SL-DestinationIdentity
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-DestinationIdentity-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-FreqConfig
Table 4.6.6-10: SL-FreqConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-FreqConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-FreqConfigCommon
Table 4.6.6-11: SL-FreqConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-FreqConfigCommon-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-LogicalChannelConfig
Table 4.6.6-12: SL-LogicalChannelConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-LogicalChannelConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-MeasConfigCommon
Table 4.6.6-13: SL-MeasConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-MeasConfigCommon-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-MeasConfigInfo
Table 4.6.6-14: SL-MeasConfigInfo
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-MeasConfigInfo-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-MeasIdList
Table 4.6.6-15: SL-MeasIdList
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-MeasIdList-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-MeasObjectList
Table 4.6.6-16: SL-MeasObjectList
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-MeasObjectList-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-PDCP-Config
Table 4.6.6-17: SL-PDCP-Config
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-PDCP-Config-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-PSBCH-Config
Table 4.6.6-18: SL-PSBCH-Config
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-PSBCH-Config-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-PSSCH-TxConfigList
Table 4.6.6-19: SL-PSSCH-TxConfigList
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-PSSCH-TxConfigList-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-QoS-FlowIdentity
Table 4.6.6-20: SL-QoS-FlowIdentity
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-QoS-FlowIdentity-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-QoS-Profile
Table 4.6.6-21: SL-QoS-Profile
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-QoS-Profile-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-QuantityConfig
Table 4.6.6-22: SL-QuantityConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-QuantityConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-RadioBearerConfig
Table 4.6.6-23: SL-RadioBearerConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-RadioBearerConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-ReportConfigList
Table 4.6.6-24: SL-ReportConfigList
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-ReportConfigList-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-ResourcePool
Table 4.6.6-25: SL-ResourcePool
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-ResourcePool-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-RLC-BearerConfig
Table 4.6.6-26: SL-RLC-BearerConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-RLC-BearerConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-RLC-BearerConfigIndex
Table 4.6.6-27: SL-RLC-BearerConfigIndex
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-RLC-BearerConfigIndex-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-RLC-Config
Table 4.6.6-28: SL-RLC-Config
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-RLC-Config-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-ScheduledConfig
Table 4.6.6-29: SL-ScheduledConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-ScheduledConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-SDAP-Config
Table 4.6.6-30: SL-SDAP-Config
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-SDAP-Config-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-SyncConfig
Table 4.6.6-31: SL-SyncConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-SyncConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-ThresPSSCH-RSRP-List
Table 4.6.6-32: SL-ThresPSSCH-RSRP-List
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-ThresPSSCH-RSRP-List-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-TxPower
Table 4.6.6-33: SL-TxPower
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-TxPower-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-TypeTxSync
Table 4.6.6-34: SL-TypeTxSync
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-TypeTxSync-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-UE-SelectedConfig
Table 4.6.6-35: SL-UE-SelectedConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-UE-SelectedConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SL-ZoneConfig
Table 4.6.6-36: SL-ZoneConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-ZoneConfig-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


–
SLRB-Uu-ConfigIndex
Table 4.6.6-37: SLRB-Uu-ConfigIndex
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SLRB-Uu-ConfigIndex-r16 ::= SEQUENCE {
	
	
	

	  FFS
	
	
	

	}
	
	
	


<End of modified section 1>

