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	Reason for change:
	When UE’s usage setting is voice centric and is deregistered from IMS as per step 1 of Test procedure, some UEs may disable N1 mode capability for 3GPP access due to IMS voice not being available over 3GPP access as per 24.501, cl 4.9.2. 
[24.501 cl.4.9.2]

If the disabling of N1 mode capability for 3GPP access was due to IMS voice is not available over 3GPP access and the UE's usage setting is "voice centric", the UE shall re-enable the N1 mode capability for 3GPP access when the UE's usage setting is changed from "voice centric" to "data centric", as specified in subclauses 4.3.3.

  [24.301]

8.2.29.10
UE radio capability information update needed

The UE shall include this IE if the UE radio capability information in the network needs to be updated.

As N1 mode capability for 3GPP access is disabled, UEs may initiate Trackign Area Update procedure after IMS is deregistered causing test case failure.

	
	

	Summary of change:
	Updated the applicability of test case 8.3 to include CS/PS mode 2 or PS mode 2 in selection expression.

	
	

	Consequences if not approved:
	A conformance UE may unfairly fail the test case.
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<Start of modified section>
Table 4.1: Applicability of TS 34.229-1 tests

	Registration

	8.1
	Initial registration
	Rel-8
	C17
	UE supports IMS security and E-UTRA and not UE category M1

	8.2
	User Initiated Re-Registration
	Rel-8
	C17
	UE supports IMS security and E-UTRA and not UE category M1

	8.3
	Mobile Initiated Deregistration
	Rel-8
	C80
	UE supports IMS security and IMS deregistration and E-UTRA and (Support of CS/PS mode 2 or Support of PS mode 2) and not UE category M1


<End of modifed section>
<Start of modified section>
	Conditions/Options

	C00
	Void
	

	C01
	IF A.4/2B THEN R ELSE N/A (condition unused, see NOTE 1 below)
	Initiating a session

	…
	
	

	C80
	IF A.6a/2 AND A.12/39 AND A.18/1 AND ([73] A.4.4-2/5 OR [73] A.4.4-2/8) AND NOT [73] A.4.3.2-2A/1 THEN R ELSE N/A
	IMS security and IMS deregistration and E-UTRA and (Support of CS/PS mode 2 or Support of PS mode 2) and not UE category M1

	…
	
	


<End of modified section>
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