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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1 Change 1
	Function name
	fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody

	Reason for change
	As per Step 13,  the MCG DRB shall continue using NR PDCP. However, as per the current configuration applied (cs_OneDRB_ConfigAM), PDCP shall be reconfigured to EUTRA PDCP

	Summary of change
	Modified Step 13 to use template cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1) to maintain PDCP configuration of the MCG bearer.

	TTCN module
	RRCReconfig_ENDC_ EUTRA.ttcn

	MCC160 Comment
	


Before Change
function fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC

  { //@sic R5-198928 sic@

    var template (omit)  RadioResourceConfigDedicated v_RadioResourceConfigDedicated;

    var template (value) RadioBearerList_Type v_ConfigDrbSS;

    var template (value) RadioBearerList_Type v_SrbDRBList;

    var template (value) octetstring v_NR_SCGConfig;

    var template (value) octetstring v_NR_RBConfig;

    var SubFrameTiming_Type v_Timing;

    var template (value) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs;

    var EUTRA38_SecurityParamsExtd_Type v_Security_Params := f_EUTRA38_Security_Get();  //@sic R5s200317 sic@
….    

    // @siclog "Step 12" siclog@

    // Send trigger to NR to test DRB2

    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);

    // @siclog "Steps 13 - 14" siclog@

    // SN terminated MCG DRB with security key s-KgNB to MN terminated MCG DRB with security key change to keNB

    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");

    v_Timing :=  f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);

    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)};  //@sic R5s200171 change 4.2 sic@

    v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_OneDRB_ConfigAM(tsc_DRB2), cs_OneDRB_ConfigAM(tsc_DRB8)};

    //@sic R5s200171 change 4.2 sic@

    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (-,

                                                                                                   v_NR_RBConfig,

                                                                                                   v_Security_Params.SK_Counter,

                                                                                                   fl_NR_GetP_Max());

…..

}

After Change
function fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC

  { //@sic R5-198928 sic@

    var template (omit)  RadioResourceConfigDedicated v_RadioResourceConfigDedicated;

    var template (value) RadioBearerList_Type v_ConfigDrbSS;

    var template (value) RadioBearerList_Type v_SrbDRBList;

    var template (value) octetstring v_NR_SCGConfig;

    var template (value) octetstring v_NR_RBConfig;

    var SubFrameTiming_Type v_Timing;

    var template (value) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs;

    var EUTRA38_SecurityParamsExtd_Type v_Security_Params := f_EUTRA38_Security_Get();  //@sic R5s200317 sic@
….    

    // @siclog "Step 12" siclog@

    // Send trigger to NR to test DRB2

    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);

    // @siclog "Steps 13 - 14" siclog@

    // SN terminated MCG DRB with security key s-KgNB to MN terminated MCG DRB with security key change to keNB

    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");

    v_Timing :=  f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);

    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)};  //@sic R5s200171 change 4.2 sic@

    v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)};

    //@sic R5s200171 change 4.2 sic@

    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (-,

                                                                                                   v_NR_RBConfig,

                                                                                                   v_Security_Params.SK_Counter,

                                                                                                   fl_NR_GetP_Max());

…..

}
