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	Reason for change:
	In 9.3.1.111, the BAP address IE is defined, and this IE will be used for multiple cases, including indicate the parent node’s BAP address, or the child node’s BAP address, or the allocated BAP address to an IAB-node or the IAB-donor-DU. However, the semantics description of the BAP address IE only refers the bap-Address-r16 in 6.3.2 of TS38.331, which only refer to the allocated BAP address for an IAB node. 

So this BAP address IE in the F1AP spec cannot be used to indicate a parent node’s BAP address, which should refer to the bap-Address-r16 defined in 6.3.2 of TS38.331, and an IAB-donor-DU’s BAP address, which should refer to the iab-donor-DU-BAP-address-r16 defined in subclause 6.2.2 of TS 38.331. Apparently, such constraint does not reflect the real intention of introducing such IE in F1AP specification.


	
	

	Summary of change:
	Modify the Semantics description of the BAP address IE as “Corresponds to the bap-Address-r16, defined in subclause 6.2.2 or subclause 6.3.2 of TS 38.331 [8], or the iab-donor-DU-BAP-address-r16 defined in subclause 6.2.2 of TS 38.331[8].” to include all the correlations.
Impact analysis
Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact with the previous version of the specification (same release) because the changes only inpact IAB functionality.

This CR has an impact under functional point of view. 

The impact can be considered isolated because the change only affects description of BAP address.


	
	

	Consequences if not approved:
	The BAP address IE in the F1AP spec cannot be used to indicate a parent node’s BAP address, and an IAB-donor-DU’s BAP address. The F1AP spec is not align with RRC spec in TS38.331.
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	This CR's revision history:
	Rev 1: Resubmission to RAN3-110e, use new CR template.


<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.3.1.111
BAP Address

This IE indicates the BAP address of an IAB-node or of an IAB-donor-DU, and it is part of the BAP Routing ID.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BAP Address
	M
	
	BIT STRING (SIZE(10))
	Corresponds to the bap-Address-r16, defined in subclause 6.2.2 or subclause 6.3.2 of TS 38.331 [8], or the iab-donor-DU-BAP-address-r16 defined in subclause 6.2.2 of TS 38.331[8].


<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
